Material

Housing:Hing Temperature Thermoplastic,
UL 94 V-0 PBT,Black/White.

Contact:Copper Alloy (2680.

12.50+0.1

Shell:Copper Alloy 2680/ SPCL. 7 — i E
Finish: = [_] ; E E é [J “ S
Contact:Plated Gold In Mating Area; e e . |
Tin On Solder Tails. =1 H
Shell:Nickel Plating. U U U U 160 030 | | 0
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SECTION A-A o0 ‘
Electrical: B
Current Rating:15A/Contact Terminal. 12.80 .
Voltage Rating:30V DC | 14.50 | 7.12
Contact Resistance:30mQ Max. | . | .
Dielectric Withstanding Voltage:
500 V AC AT Sea Level. ( W T =\ a\
Insulation Resistance:1000M@ Min. [E l S — —
Connector Mate and Unmated Force 5 = . .
Mate Force:3.75kgf Max. |:|_|m_—m|_|:|
Unmated Force:1.02kgf Min. —
Terminal Retenion:1.2kgf Min. 60 200
7.00
2.90 2.00
D g\;l“ D
4 1
0.60 2092
LPLC 4PLC N
|\
] é 12.80
~+
RECOMMENDED PCB LAYOUT
TOLERANCE: +0.05
PN: USB-AO4RFFN1807
UNITS: mm SH EET SIZE: ISO A4 SCALE: I \szdot; ele ca;at't'eljis;che possono ;ambiare‘ Zenza prgavvlso.
—_— —_— ° e pro lucts and their features may change without notice.
euro-conn >0~3 >3~18 > 18 ~50 >50 ~120
°
+0.12 +0.15 +0.3 +0.5 USB 2.0




