Pin No. | DIl A |DIM B| DIM C|DIN D | DIM E| DIM F|DIM G
: s [2ss[st | 2oanl 1 410140
0.5040.05 0.28+0.03 e e R A
9| = 6 |6.06]355] 2.50] 7.00] 4.85] 5.10] 7.90
_|_‘___|‘,d |$| T 7 16.56|4.05| 3.00|7.50| 5.35{ 5.60| 8.40
| —t¢ 8 |7.06]4.55]3.50] 8.00]5.85|6.10| 8.90
I_J' :--. - 108,06 |55 450] 9.00[ 685 7.10 .90
eorone DIM_C0.08 | | g 12 19.06]6.55| 5.50{10.00) 7.85] 8.10{10.90
o.wsio.os”j T L5 r pi NOTES: . 14 110,06 7.55| 6.50{11.00| 8.85] 9.10{11.90
i i T T N 1. MATERIAL:
m—m—m--m—m—m- PIN_NUMBER | | 9 d 1.1 CARRY TAPE:HIPS,T=0.30£0.05mm,CLEAR 15 110.56/8.05 | 7.00{11.501 9.35] 9.60{12.40
| = B ) pa— A 1’5 SHWPE CLEAR. 16 [11.06] 855 | 750[12.00] 9.85]10.10[12.90
o) 2. PRIMARY PACKING:3000PCS/REEL.
I/A 26 DIM_F(Ref) - 3. SECONDARY PACKING:SEE P{&CK\NG LIST 18 112.0619.55 | 8.50/13.00/10.8511.10]1 390
A o DIM G(Ref) 4. PEELING RESISTANGCE: 0.1~0.7N(10~70gf); PEELING 20 |13.06]10.55| 9.50]14.00]11.85|12.10/14.90
JatEs P ANGLE: 165'~180"; PEELING SPEED: 300mm,/minutes. 99 11206111551 105015001 12,851 13 10015.90
;":A ;Ig:?: RECOMMENDED PCB LAYOUT BULL OUT DIRECTION 24 115.06]12.55/11.50]16.00/13.85[14.1016.90
25 [15.56/13.0312.0016.50| 14.35|14.6017.40
26 |16.06]13.55/12.50]17.00/14.8515.1017.90
28 |17.06]14.5513.5018.00]15.85/16.10]18.90
o 30 118.06]15.55/14.50/19.00/16.85[17.10/19.90
DM E+0.08 s g 32 119.06]16.55]15.5020.0017.85/18.10]20.90)
| ko - - 34 120.06/17.55/16.50]21.00/18.85[19.10]21.90)
e — " = g 35 (20.56/18.05]17.00[21.5019.35(19.60|22.40)
o 36 |21.06/18.5517.5022.00,19.85/20.1022.90)
DIM_B+0.05 =i 40 123.06/20.55[19.50124.0021.8522.10124.90)
No or F0s| A | B | c |pos/ReeL 42 |24.0621.55|20.50]25.0022.8923.10125.90
s e a0 T~ 178 3000 45 125.56(23.05]22.00[26.50 24.3524.6027 40
§ g 9~24 PIN [24.0 | > |115 3000 50 |28.06/25.55/24.50/29.00) 26.8527.1029.90)
NE 25~34 PIN | 32.0 | 28.4 | 14.2 3000
84 JI seeorn e oot PN 220 1284 1140 | S 52 129.06126.55(25.50[30.00]27.89 28.1030.90
(O c+1.0)+005 5760 PIN | 56.0 | 52.4 | 262 | 3000 54 |30.06127.55|26.50]31.0028.8929.1031.90
o owesas " 56 |31.06]28.55]27.50{32.00129.85 30.1(32.90
i <0 10 e i PULL OUT DRECTION . 60 |33.06130.55129.50/34.00/31.85 32.10/34.90
3 E \ / Q I -
N I e @/ PERFORMANCE:
3 i ’: ﬁ E E 1: CURRENT RATING: 0.5A/PIN.
N i D: #83300100 2: VOLTAGE RATING: 50 (AC/DC).
I L M .3: CONTACT RESISTANCE: INITIAL VALUE 30mOHM Max,
\//—\ i = PULL OUT DIRECTION n 4+ INSULATION RESISTANCE: 500MOHM Min.
.5; DIELECTRIC WITHSTANDING VOLTAGE: 250V AC FOR 1MINUTE;
RECOMMENDED FFC/FPC )
/ ; - .6: DURABILITY: 20 TIMES Min.
General description of ordering code TAIL PART (EMPTY) COMPONENT SUPPLIER LEADER PART (EMPTY) 7‘ OPERATING TEMPERATURE‘ B 40°C ~+850C
‘ FAMILY ‘ ‘ PITCH ‘ ‘ H N°PIN H VERSION ‘ ‘ PLATING ‘ ‘ OPTION ‘ ‘ OPTIONT H PACKAGE ‘ OPERATING HUMIDITY RANGE: 20% TO 85%
‘ FPZ ‘ ‘ 050 - ‘ ‘ XX ‘ ‘ N [smt right angle] T [gold flash] ‘ 0 [standard] ‘ ‘ N [standard] ‘ ‘ T [tube] ‘
I
R reat 4 STATOR BRASS 2
3| TERMINAL PHOSPHOR BRONZE POSITIONS
N o . , 2 | COVER [THERMOPLASTIC ULO4V=0 BLACK 1
Rev 02: variazione Plating da Tin a Gold Flash 1 HOUSING | THERMOPLASTIC ULO#V—0 NATURAL 1
NO. | COMPONENTS MATERIALS FINISH/COLOR  SPECIFICATION | QUANTITY
UNITS: mm | SHEET SIZE: ISO A4 | I | prodotti e le caratteristiche possono cambiare senza preavviso.
° The products and their features may change without notice.
euro-conn | ° >0~3 >3~18 >18 ~50 >50~120 Rev. n.02*
° .
+0.12 +0.15 +03 +05 04/04/2019 Zif Connector




