
EURO - SEAL

4.0mm Automotive Connector Male



 UNITS:  mm  SHEET SIZE:  ISO A4

Euro-Seal 
 > 0 ~ 3
 ± 0.12

 > 3 ~ 18
 ± 0.15

 > 18 ~ 50
 ± 0.3

 > 50 ~ 120
 ± 0.5

!

SPECIFICATIONS
Current Rating:5.0~8.0AMP
Contact Resistance:10mΩ Max
Insulation Resistance:5000MΩ Min 
Withstand Voltage:1000V AC/Minute
Operation Temperature:-40 to +105
Contact Material:
Contact Plating:

Copper Alloy
Sn Over Ni

Insulator Material:Polyester (UL94V-0)
Standard:PBT
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 UNITS:  mm  SHEET SIZE:  ISO A4

Euro-Seal 
 > 0 ~ 3
 ± 0.12

 > 3 ~ 18
 ± 0.15

 > 18 ~ 50
 ± 0.3

 > 50 ~ 120
 ± 0.5

!

Current Rating:5.0~8.0AMP
Contact Resistance:10mΩ Max 
Insulation Resistance:5000MΩ Min 
Withstand Voltage:1000V AC/Minute
Operation Temperature:-40 to +105
Contact Material:
Contact Plating:

Copper Alloy
Sn Over Ni

Insulator Material:Polyester (UL94V-0)
Standard:PBT
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 UNITS:  mm  SHEET SIZE:  ISO A4

Euro-Seal 
 > 0 ~ 3
 ± 0.12
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Current Rating:5.0~8.0AMP
Contact Resistance:10mΩ Max 
Insulation Resistance:5000MΩ Min 
Withstand Voltage:1000V AC/Minute
Operation Temperature:-40 to +105
Contact Material:
Contact Plating:

Copper Alloy
Sn Over Ni

Insulator Material:Polyester (UL94V-0)
Standard:PBT
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 > 0 ~ 3
 ± 0.12

 > 3 ~ 18
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Current Rating:5.0~8.0AMP
Contact Resistance:10mΩ Max 
Insulation Resistance:5000MΩ Min 
Withstand Voltage:1000V AC/Minute
Operation Temperature:-40 to +105
Contact Material:
Contact Plating:

Copper Alloy
Sn Over Ni

Insulator Material:Polyester (UL94V-0)
Standard:PBT
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