




Company
Profile

Zhejiang Lianhe ElectronicsCo., Ltd. (formerly know as Lianhe Electronics Factory) was founded 
in 2004, is a member of Electronic Component Association of China. It is located in Hongqiao, a 
coastal town of Zhejiang province. In our company the leading business is to develop, design and 
manufacture the electric connectors, terminals and wiring harness, which are used to be embed
ded into house appliances, computers and automobiles. We have already got more than 2000 
kinds of products for our customers to choose, and most of them have been exported to Europe, 
North America, Southeast Asia and many other countries and regions. These years, our company 
makes gret efforts to improve the technique of production by purchasing a lot of high-precision 
electronic processing equipment from Germany and Japan.
The equipment helps us improve the products design, mold development and manufacture 
process, which lead to a better quality. Our staffs consider “Customers First, Customers Satisfed” 
as the marketing motto. By means of modern information system, we positively seek for strategic 
cooperation with international customers. Since swift service, effective operation and reasonable 
prices, we are enjoying more and more reputation at home and abroad. We sincerely expect to 
cooperate with the companies in the same camp and believe to bring a bright future to all of us.

EXCLUSIVE SALES REPRESENTANT FOR EUROPE
Euro-conn has an important co-operation with company LHE being exclusive sales representati-
ve for Europe with the target to establish strong and long lasting partnerships on the field.
COMPANY PROFILE – Euro-conn   
Euro-conn is an Italian company with headquarters in Torino. Leading provider in electronic 
connectors and pcb terminal blocks, Euro-conn has become a strong and reliable supplier for a 
wide, complete and competitive range of connectors and terminal blocks (being distributor of 
euro-block brand). The co-operation with LHE completes the offer of Euro-conn by adding a full 
and exhaustive range of specific connectors and terminals for several application from embedded 
to house appliances, through computers and automobiles.
Most products of this catalogue are UL approved. File # E356435. Wide and competitive range of 
products with more than 2000 part numbers. Strong and sustainable production capacity.
High tech manufacturing plant and R&D department. Commercial presence with logistic 
warehouse and sales net in Europe.
This is Euro-conn – LHE partnership!
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WA100 - Connector 1.0mm pitch
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Specifications
1、Poles：2 to 30P
2    Current rating：1.0A  AC,DC
3、Voltage  rating：50V  AC,DC
4、Temperature range：-25°C  to +85°C

  
   (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  20mΩ
 After environmenta l test ing / ≤  40mΩ 

6、Insulation resistance：≥  100MΩ
7、Withstanding voltage：500 V  AC/minute  
8、     Applicable wire：AW G #32 to #28

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

TERMINAL

4.2
1.8

1

1

0.
6

1.
2

1.55

6.
4

6.3

3.1

5.55
1.8 1.55

1
0.

6

1
1.

2

0.95

1

1.3

1.
3

0.
4

0.
8

4
1.65

1.
3

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.032 to 0.08 AWG #32 to #28 0.4 to 0.8mm Phosphor bronze Tin-plated 15,000pcs

1.4

3

WA100-TT

1



A
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m
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WA100 - Connector 1.0mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

PBT UL94V-0

LCP UL94V-0 & Brass/Tin-plated

Poles Part No. DIM=A DIM=B
2 1.00 5.00
3 2.00 6.00
4 3.00 7.00
5 4.00 8.00
6 5.00 9.00
7 6.00 10.00
8 7.00 11.00
9 8.00 12.00
10 9.00 13.00
11 10.00 14.00
12 11.00 15.00
-- -- -- -- --
30 29.00 33.00

1
A

A+1.36

5

2.1

2.
4 2.
8

1

B

1

B

3.
6

1 0.2
A
B

4.
95

3.
1

2 1.00 4.00
3 2.00 5.00
4 3.00 6.00
5 4.00 7.00
-- -- -- -- --
30 29.00 32.00

Poles Part No. DIM=A DIM=B
2 1.00 4.00
3 2.00 5.00
4 3.00 6.00
5 4.00 7.00
-- -- -- -- --
30 29.00 32.00

0.2
A

4.
3

0.52.9

Poles Part No. DIM=A DIM=B
2 1.00 4.00
3 2.00 5.00
4 3.00 6.00
5 4.00 7.00
-- -- -- -- --
30 29.00 32.00

4.
3

3.1 0.5

2 1.00 4.00
3 2.00 5.00
4 3.00 6.00
5 4.00 7.00
-- -- -- -- --
30 29.00 32.00

WA100-02H
WA100-03H
WA100-04H
WA100-05H
WA100-06H
WA100-07H
WA100-08H
WA100-09H
WA100-10H
WA100-11H
WA100-12H

WA100-30H

WA100-02M
WA100-03M
WA100-04M
WA100-05M

WA100-30M

WA100-02N
WA100-03N
WA100-04N
WA100-05N

WA100-30N

M MD

N ND

WA100-02MD
WA100-03MD
WA100-04MD
WA100-05MD

WA100-30MD

WA100-02ND
WA100-03ND
WA100-04ND
WA100-05ND

WA100-30ND

2



A-A B-B

A

WA100-2 - Connector 1.0mm pitch
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Specifications
1、Poles：10PX2 or 20PX2 or  25PX2
2、Current rating：1.0A  AC,DC
3、Voltage  rating：50V  AC,DC
4、Temperature range：-25°C  to +85°C
     (Including temperature rise in applying electrical  current)  

5、Contact resistance:  Initial value / ≤  20mΩ
 After environmental  test ing / ≤  40mΩ 

6,   Insulation resistance：≥  100MΩ
7、Withstanding voltage：500 V AC/minute 
8、Applicable wire：AW G #32 to  #28

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

TERMINAL

A

A

B

B

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.032 to 0.08 AWG #32 to #28 0.4 to 0.8mm Phosphor bronze Tin-plated 15,000pcs

0.
8

0.
4

1.
3

1.3

1

0.95

1.4

1.
3

1.65
4

0.
6

1

1.61.8
7.2

3.9

0.
85

2- 0.55 - 0
0.05+

6.4 5.6

7.1

0.
6

1

1.8 1.6
7.3

4.6

0.
6 0.

85
0.9

5

0.
55

1.6

WA100-2-TT
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-2 - Connector 1.0mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

PBT UL94V-0

LCP UL94V-0 & Brass/Tin-plated

5
1

B-1.8
B-2.6

4.2

4.
9

3.
6

B
A

1

Poles Part No. DIM=A DIM=B
20 9.00 13.00
30 14.00 18.00
40 19.00 23.00
50 24.00 28.00

0.6
5

4.
35

1
A
B

6.
3

Poles Part No. DIM=A DIM=B
20 9.00 12.30
30 14.00 17.30
40 19.00 22.30
50 24.00 27.30

1
A
B 5.5

5.
15

5.
4

Poles Part No. DIM=A DIM=B
20 9.00 13.10
30 14.00 18.10
40 19.00 23.10
50 24.00 28.10

0.2

0.2

WA100-210H
WA100-215H
WA100-220H
WA100-225H

WA100-210MW
WA100-215MW
WA100-220MW
WA100-225MW

WA100-210N
WA100-215N
WA100-220N
WA100-225N
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WB100 - Connector 1.0mm pitch
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Specifications
1、Poles：2 to 20P
2、Current rating：1.0A  AC,DC
3、Voltage  rating：50V  AC,DC
4、Temperature range：-25°C  to +85°C

  
   (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  20mΩ
 After environmenta l test ing / ≤  40mΩ 

6、Insulation resistance：≥  100MΩ
7、Withstanding voltage：500 V  AC/minute  
8、Applicable wire：AW G #32 to  #28

Mounting Measurement
Angle(R-Type)

TERMINAL

A

A

B

B

6.3

2.
5

0.
6

1.
1

0.
6

1

1.2 1.55
4.7

1.35

0.9
5

0.
78

0.
4

1.
05

1.051.45

1.
4

1.6
4

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.032 to 0.08 AWG #32 to #28 0.4 to 0.8mm Phosphor bronze Tin-plated 16,000pcsWB100-TT
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WB100 - Connector 1.0mm pitch

WAFER
Material：

HOUSING
Material：

Right Angle(R-Type)

PBT UL94V-0

LCP UL94V-0 & Brass/Tin-plated

Poles Part No. DIM=A DIM=B
2 1.00 3.00
3 2.00 4.00
4 3.00 5.00
5 4.00 6.00
6 5.00 7.00
7 6.00 8.00
8 7.00 9.00
9 8.00 10.00

10 9.00 11.00
11 10.00 12.00
12 11.00 13.00
-- -- -- -- --
20 19.00 21.00

Poles Part No. DIM=A DIM=B
2 1.00 3.50
3 2.00 4.50
4 3.00 5.50
5 4.00 6.50
6 5.00 7.50
7 6.00 8.50
8 7.00 9.50
9 8.00 10.50

10 9.00 11.50
11 10.00 12.50
12 11.00 13.50
-- -- -- -- --
20 19.00 21.50

B-0.6 1.68

2.
3

5

1
A
B

1 0.2
A
B

4.2
5

2.
48

2.48

5

WB100-02H
WB100-03H
WB100-04H
WB100-05H
WB100-06H
WB100-07H
WB100-08H
WB100-09H
WB100-10H
WB100-11H
WB100-12H

WB100-20H

WB100-02N
WB100-03N
WB100-04N
WB100-05N
WB100-06N
WB100-07N
WB100-08N
WB100-09N
WB100-10N
WB100-11N
WB100-12N

WB100-20N
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Specifications
1、Poles：2 to 20P
2、Current rating：1.0A  AC,DC
3、Voltage  rating：50V  AC,DC
4、Temperature range：-25�  to +85�

     (Including temperature rise in applying electrical  current)  
5、Contact resistance：Initia l value / ≤  20mΩ

 After environmenta l test ing / ≤  40mΩ
6、Insulation resistance：≥  100MΩ
7、Withstanding voltage：500 V  AC/minute  
8、Applicable wire：AW G #32 to  #28

Mounting Measurement
Right Angle(R-Type)

TERMINAL

B

B

A

A

4.7
1.551.2

1
0.

6

1.
1

0.
6

3.
9

7.3

0.
78

4
1.6

0.9
5

1.35

0.
4

1.
4

1.45 1.05

1.
05

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.032 to 0.08 AWG #32 to #28 0.4 to 0.8mm Phosphor bronze Tin-plated 16,000pcsWB100-TT
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A
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WB100 - Connector 1.0mm pitch

WAFER
Material：

HOUSING
Material：

Right Angle(R-Type)

PBT UL94V-0

LCP UL94V-0 & Brass/Tin-plated

6

B-0.6

B

2.3

A
1

1.68

4.2
5

B

0.2
A

1

5

2.88

2.
88

Poles Part No. DIM=A DIM=B
2 1.00 3.00
3 2.00 4.00
4 3.00 5.00
5 4.00 6.00
6 5.00 7.00
7 6.00 8.00
8 7.00 9.00
9 8.00 10.00

10 9.00 11.00
11 10.00 12.00
12 11.00 13.00
-- -- -- -- --
20 19.00 21.00

Poles Part No. DIM=A DIM=B
2 1.00 3.50
3 2.00 4.50
4 3.00 5.50
5 4.00 6.50
6 5.00 7.50
7 6.00 8.50
8 7.00 9.50
9 8.00 10.50

10 9.00 11.50
11 10.00 12.50
12 11.00 13.50
-- -- -- -- --
20 19.00 21.50

3.
7

7.
2

WB100-02HM
WB100-03HM
WB100-04HM
WB100-05HM
WB100-06HM
WB100-07HM
WB100-08HM
WB100-09HM
WB100-10HM
WB100-11HM
WB100-12HM

WB100-20HM

WB100-02NZ
WB100-03NZ
WB100-04NZ
WB100-05NZ
WB100-06NZ
WB100-07NZ
WB100-08NZ
WB100-09NZ
WB100-10NZ
WB100-11NZ
WB100-12NZ

WB100-20NZ
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Specifications
1、Poles：2 to 25P
2、Current rating：1.0A  AC,DC
3、Voltage  rating：125V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：Initia l value / ≤  20mΩ
      After environmenta l test ing / ≤  40mΩ
6、Insulation resistance：≥  100MΩ
7、Withstanding voltage：500 V  AC/minute
8、Applicable wire：AW G #32 to  #28
9、Applicable PC board thickness：0.8mm

TERMINAL

A

A

B

B

C

C

0.8
3.3

1

1.
78

1.45

1.
45

1.6

1.
1

1

0.
13

0.
93

0.
75

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.032 to 0.08 AWG #32 to #28 1.0mm(Max) Phosphor bronze Tin-plated 12,000pcsWA125-TT

Mounting Measurement 

Right Angle(R-Type)

6

1.6 3
5.2

1.
25

1.
1

0.
8

2.1

3.6

5.8

3 1.6
5.2

0.
8

1.
1

1.
25

2.1

Straight Angle(V-Type)

Right Angle(R-Type)

Straight Angle(V-Type)

1.
25

� 0.5

5.7

3.2

2.
3

3.
2

5.7

1.
25

� 0.5

2.
3

5.2

SMT THT
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A
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WA125 - Connector 1.25mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

A
B

3.
1

B-1.3

0.
5

4

2.3

Poles Part No. DIM=A DIM=B
2 1.25 4.25
3 2.50 5.50
4 3.75 6.75
5 5.00 8.00
6 6.25 9.25
7 7.50 10.50
8 8.75 11.75
9 10.00 13.00
10 11.25 14.25
11 12.50 15.50
12 13.75 16.75
-- -- -- -- --
25 30.00 33.00

A
B

Poles Part No. DIM=A DIM=B
2 1.25 4.25
3 2.50 5.50
4 3.75 6.75
5 5.00 8.00
6 6.25 9.25
7 7.50 10.50
8 8.75 11.75
9 10.00 13.00
10 11.25 14.25
11 12.50 15.50
12 13.75 16.75
-- -- -- -- --
25 30.00 33.00

0.35

2.
3

4.7

3.2

B 3.2 2.3

4.
7

Poles Part No. DIM=A DIM=B
2 1.25 4.25
3 2.50 5.50
4 3.75 6.75
5 5.00 8.00
6 6.25 9.25
7 7.50 10.50
8 8.75 11.75
9 10.00 13.00
10 11.25 14.25
11 12.50 15.50
12 13.75 16.75
-- -- -- -- --
25 30.00 33.00

1.25

1.25 0.3

0.3

0.
35

1.25
A

WA125-02H
WA125-03H
WA125-04H
WA125-05H
WA125-06H
WA125-07H
WA125-08H
WA125-09H
WA125-10H
WA125-11H
WA125-12H

WA125-25H

WA125-02S
WA125-03S
WA125-04S
WA125-05S
WA125-06S
WA125-07S
WA125-08S
WA125-09S
WA125-10S
WA125-11S
WA125-12S

WA125-25S

WA125-02R
WA125-03R
WA125-04R
WA125-05R
WA125-06R
WA125-07R
WA125-08R
WA125-09R
WA125-10R
WA125-11R
WA125-12R

WA125-25R
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Y
6 : 1

Z
6 : 1

WAFER
Material：
Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0 & Brass/Tin-plated

Y

Z

0.3

B

1.25
A

3.2

4.
7

2.
3

0.35

0.3

4.
7

B

0.
35

2.33.2

Poles Part No. DIM=A DIM=B
2 1.25 4.25
3 2.50 5.50
4 3.75 6.75
5 5.00 8.00
6 6.25 9.25
7 7.50 10.50
8 8.75 11.75
9 10.00 13.00
10 11.25 14.25
11 12.50 15.50
12 13.75 16.75
-- -- -- -- --
25 30.00 33.00

Poles Part No. DIM=A DIM=B
2 1.25 4.25
3 2.50 5.50
4 3.75 6.75
5 5.00 8.00
6 6.25 9.25
7 7.50 10.50
8 8.75 11.75
9 10.00 13.00
10 11.25 14.25
11 12.50 15.50
12 13.75 16.75
-- -- -- -- --
25 30.00 33.00

1.25
A

WA125-02SA
WA125-03SA
WA125-04SA
WA125-05SA
WA125-06SA
WA125-07SA
WA125-08SA
WA125-09SA
WA125-10SA
WA125-11SA
WA125-12SA

WA125-25SA

WA125-02RA
WA125-03RA
WA125-04RA
WA125-05RA
WA125-06RA
WA125-07RA
WA125-08RA
WA125-09RA
WA125-10RA
WA125-11RA

WA125-12RA

WA125-25RA

A

WA125 - Connector 1.25mm pitch

W
A

12
5 

- C
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ne
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or
 1

.2
5m

m
 p
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WA125 - Connector 1.25mm pitch

WAFER
Material：
Straight Angle(V-Type)

Right Angle(R-Type)

LCP UL94V-0 & Brass/Tin-plated

Poles Part No. DIM=A DIM=B
2 1.25 4.25
3 2.50 5.50
4 3.75 6.75
5 5.00 8.00
6 6.25 9.25
7 7.50 10.50
8 8.75 11.75
9 10.00 13.00
10 11.25 14.25
11 12.50 15.50
12 13.75 16.75
-- -- -- -- --
16 18.75 21.75

Poles Part No. DIM=A DIM=B
2 1.25 4.25
3 2.50 5.50
4 3.75 6.75
5 5.00 8.00
6 6.25 9.25
7 7.50 10.50
8 8.75 11.75
9 10.00 13.00
10 11.25 14.25
11 12.50 15.50
12 13.75 16.75
-- -- -- -- --
16 18.75 21.75

B

B+3.6

2.
8

3.85
3.3

4.
8

B

B+3.6
3.3
3.6

4.
7

3.
57

0.3

1.25
A

1.25
A

WA125-02N
WA125-03N
WA125-04N
WA125-05N
WA125-06N
WA125-07N
WA125-08N
WA125-09N

WA125-11N

WA125-12N

WA125-25N

WA125-02M
WA125-03M
WA125-04M
WA125-05M
WA125-06M
WA125-07M
WA125-08M
WA125-09M
WA125-10M
WA125-11M
WA125-12M

WA125-25M
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A-A B-B C-C
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WB125 - Connector 1.25mm pitch
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Specifications
1、Poles：2 to 30P
2、Current rating：1.0A  AC,DC
3、Voltage  rating：150V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：Initial value / ≤  30mΩ
 After environmenta l test ing / ≤  50mΩ 

6、Insulation resistance：≥  500MΩ
7、Withstanding voltage：500 V  AC/minute  
8、Applicable wire：AW G #32 to  #28

Mounting Measurement
Right Angle(R-Type)

TERMINAL

A

A

B

B

C

C

1.82.6

0.
7

2.
32

1.
15

7.4

5.35 2- � 1.1

7.4

2.
6

2.2
5

1.
6

1.7

1.
2

1.1

0.
97

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.032 to 0.08 AWG #32 to #28 0.5 to 0.8mm Phosphor bronze Tin-plated 12,000pcs

1.05

0.
88

WB125-TT

13



A

W
B

125 - C
onnector 1.25m

m
 pitch

WB125 - Connector 1.25mm pitch

WAFER
Material：

HOUSING
Material：

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 9T UL94V-0 & Brass/Tin-plated

1.25
A
B

B-0.8

2.
3

1.55

5.
9

Poles Part No. DIM=A DIM=B
2 1.25 4.50
3 2.50 5.75
4 3.75 7.00
5 5.00 8.25
6 6.25 9.50
7 7.50 10.75
8 8.75 12.00
9 10.00 13.25
10 11.25 14.50
11 12.50 15.75
12 13.75 17.00
-- -- -- -- --
30 36.25 39.50

1.25
A
B

5.7

6.
85

2.5

Poles Part No. DIM=A DIM=B
2 1.25 7.55
3 2.50 8.80
4 3.75 10.05
5 5.00 11.30
6 6.25 12.55
7 7.50 13.80
8 8.75 15.05
9 10.00 16.30
10 11.25 17.55
11 12.50 18.80
12 13.75 20.05
-- -- -- -- --
30 36.25 42.55

3.
08

0.3

WB125-02H
WB125-03H
WB125-04H
WB125-05H
WB125-06H
WB125-07H
WB125-08H
WB125-09H
WB125-10H
WB125-11H
WB125-12H

WB125-30H

WB125-02NW
WB125-03NW
WB125-04NW
WB125-05NW
WB125-06NW
WB125-07NW
WB125-08NW
WB125-09NW
WB125-10NW
WB125-11NW
WB125-12NW

WB125-30NW

14



A-A B-B

A

WC125 - Connector 1.25mm pitch

W
C

12
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- C
on
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ct

or
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m
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h

Specifications
1、Poles：2 to 30P
2、Current rating：1.0A  AC,DC
3、Voltage  rating：125V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  
5、Contact resistance：Initia l value / ≤  20mΩ

 After environmenta l test ing / ≤  40mΩ 
6、Insulation resistance：≥  100MΩ
7、Withstanding voltage：500 V  AC/minute  
8、Applicable wire：AW G #32 to  #28

Mounting Measurement
Right Angle(R-Type)

TERMINAL

A

A

B

B

1.
9 7.35

3.35 1.9
7.5

0.
8

1.
25

1.8

1.
3

3
5.6

2.75

0.
4

1.
5

1.5

1.
1

1.1

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.032 to 0.08 AWG #32 to #28 0.4 to 0.8mm Phosphor bronze Tin-plated 15,000pcs
0.032 to 0.08 AWG #32 to #28 0.4 to 0.8mm Phosphor bronze Gold-plated 15,000pcs

0.
9

0.
76

WC125-TT
WC125-TG
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A

W
C

125 - C
onnector 1.25m

m
 pitch

WC125 - Connector 1.25mm pitch

WAFER
Material：

HOUSING
Material：

Right Angle(R-Type)

PBT UL94V-0

Nylon 9T UL94V-0 & Brass/Gold-plated

1.25
A
B

B-2

1
6.

25
1.

82

1.3

Poles Part No. DIM=A DIM=B
2 1.25 5.72
3 2.50 6.97
4 3.75 8.22
5 5.00 9.47
6 6.25 10.72
7 7.50 11.97
8 8.75 13.22
9 10.00 14.47
10 11.25 15.72
11 12.50 16.97
12 13.75 18.22
-- -- -- -- --
30 36.25 40.72

1.25
A
B

Poles Part No. DIM=A DIM=B
2 1.25 7.65
3 2.50 8.90
4 3.75 10.15
5 5.00 11.40
6 6.25 12.65
7 7.50 13.90
8 8.75 15.15
9 10.00 16.40
10 11.25 17.65
11 12.50 18.90
12 13.75 20.15
-- -- -- -- --
30 36.25 42.65

6.
65.

5

1.
85

0.45

0.3

WC125-02H
WC125-03H
WC125-04H
WC125-05H
WC125-06H
WC125-07H
WC125-08H
WC125-09H
WC125-10H
WC125-11H
WC125-12H

WC125-30H

WC125-02N
WC125-03N
WC125-04N
WC125-05N
WC125-06N
WC125-07N
WC125-08N
WC125-09N
WC125-10N
WC125-11N
WC125-12N

WC125-30N

16



A-A B-B

A

WD125 - Connector 1.25mm pitch

W
D

12
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Specifications
1、Poles：2 to 30P
2、Current rating：1.0A  AC,DC(AWG  #28)  
3、Voltage  rating：200V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  
5、Contact resistance：Initia l value / ≤  40mΩ

 After environmenta l test ing / ≤  60mΩ 
6、Insulation resistance：≥  100MΩ
7、Withstanding voltage：500 V  AC/minute  
8、Applicable wire：AW G #32 to  #28

Mounting Measurement
Right Angle(R-Type)

TERMINAL

A

A

B

B

2

7.25

1.
6

1.5 1.2

1.
2

0.
92

0.
8

0.
1

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.032 to 0.08 AWG #32 to #28 0.9mm(max) Phosphor bronze Tin-plated 15,000pcs
0.032 to 0.08 AWG #32 to #28 0.9mm(max) Phosphor bronze Gold-plated 15,000pcs

2.3
5.1

1.6 1.45
5.65

1.3
5

0.
7

1.2
5

2.
23

1.
05

WD125-TT
WD125-TG

17



A

W
D

125 - C
onnector 1.25m

m
 pitch

WD125 - Connector 1.25mm pitch

WAFER
Material：

HOUSING
Material：

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 9T UL94V-0 & Brass/Gold-plated

1.25
A
B

Poles Part No. DIM=A DIM=B
2 1.25 6.00
3 2.50 7.25
4 3.75 8.50
5 5.00 9.75
6 6.25 11.00
7 7.50 12.25
8 8.75 13.50
9 10.00 14.75
10 11.25 16.00
11 12.50 17.25
12 13.75 18.50
-- -- -- -- --
30 36.25 41.00

B-2.2

2.
6

5.
9

1.36

1.
66 1.
9

1.25
A
B

1.
95

4.
3

5.
35

Poles Part No. DIM=A DIM=B
2 1.25 6.10
3 2.50 7.35
4 3.75 8.60
5 5.00 9.85
6 6.25 11.10
7 7.50 12.35
8 8.75 13.60
9 10.00 14.85
10 11.25 16.10
11 12.50 17.35
12 13.75 18.60
-- -- -- -- --
30 36.25 41.10

0.3

0.3

WD125-02H
WD125-03H
WD125-04H
WD125-05H
WD125-06H
WD125-07H
WD125-08H
WD125-09H
WD125-10H
WD125-11H
WD125-12H

WD125-30H

WD125-02N
WD125-03N
WD125-04N
WD125-05N
WD125-06N
WD125-07N
WD125-08N
WD125-09N
WD125-10N
WD125-11N
WD125-12N

WD125-30N

18



A-A B-B

A

WE125 - Connector 1.25mm pitch

W
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Specifications
1、Poles：2 to 15P
2、Current rating：1.0A  AC,DC
3、Voltage  rating：50V  AC,DC
4、Temperature range：-25�  to +85�

     (Including temperature rise in applying electrical  current)  
5、Contact resistance：Initia l value / ≤  30mΩ

 After environmenta l test ing / ≤  50mΩ 
6、Insulation resistance：≥  100MΩ
7、Withstanding voltage：500 V  AC/minute  
8、Applicable wire：AW G #30 to  #26

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

TERMINAL

A

A

B

B

7.
3

7.3

4.
4

2.81.7
5.6

0.
6

1.
25

2.
65

1

2.7 1.7
5.4

2.
65

0.
6

1.
25

1

0.
75

0.
55

2.3
4.75

0.
252.2

0.
4

1.3

1.65

1

1.1

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.05 to 0.13 AWG #30 to #26 0.7 to 1.0mm Phosphor bronze Tin-plated 10,000pcsWE125-TT
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A

W
E125 - C

onnector 1.25m
m

 pitch

WE125 - Connector 1.25mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

PBT UL94V-0

LCP UL94V-0 & Brass/Tin-plated

1.25
A
B

5.
7

4.
15

Poles Part No. DIM=A DIM=B
2 1.25 3.75
3 2.50 5.00
4 3.75 6.25
5 5.00 7.50
6 6.25 8.75
7 7.50 10.00
8 8.75 11.25
9 10.00 12.50
10 11.25 13.75
11 12.50 15.00
12 13.75 16.25
13 15.00 17.50
14 16.25 18.75
15 17.50 20.00

1.25
A
B

4.
2

4.
3 5

Poles Part No. DIM=A DIM=B
2 1.25 5.75
3 2.50 7.00
4 3.75 8.25
5 5.00 9.50
6 6.25 10.75
7 7.50 12.00
8 8.75 13.25
9 10.00 14.50
10 11.25 15.75
11 12.50 17.00
12 13.75 18.25
13 15.00 19.50
14 16.25 20.75
15 17.50 22.00

Poles Part No. DIM=A DIM=B
2 1.25 5.75
3 2.50 7.00
4 3.75 8.25
5 5.00 9.50
6 6.25 10.75
7 7.50 12.00
8 8.75 13.25
9 10.00 14.50
10 11.25 15.75
11 12.50 17.00
12 13.75 18.25
13 15.00 19.50
14 16.25 20.75
15 17.50 22.00

0.2

WE125-02HM
WE125-03HM
WE125-04HM
WE125-05HM
WE125-06HM
WE125-07HM
WE125-08HM

WE125-10HM
WE125-11HM
WE125-12HM

WE125-14HM

WE125-02M
WE125-03M
WE125-04M
WE125-05M
WE125-06M
WE125-07M
WE125-08M
WE125-09M
WE125-10M
WE125-11M
WE125-12M

WE125-14M

WE125-02N
WE125-03N
WE125-04N
WE125-05N
WE125-06N
WE125-07N
WE125-08N
WE125-09N
WE125-10N
WE125-11N
WE125-12N

WE125-14N

WE125-09HM

WE125-13HM

WE125-15HM

WE125-13M

WE125-15M

WE125-13N

WE125-15N

1.25
A
B

4.
3

4.4

4.
9 4.

2

0.2
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A-A B-B

A

WA150 - Connector 1.5mm pitch

W
A
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Specifications
1、Poles：2 to 16P
2、Current rating：1.0A  AC,DC
3、Voltage  rating：50V  AC,DC
4、Temperature range：-25°C  to +8°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  20mΩ
      After environmenta l test ing / ≤  30mΩ
6、Insulation resistance：≥  500MΩ
7、Withstanding voltage：500 V  AC/minute
8、Applicable wire：AW G #32 to  #26
9、Applicable PC board thickness：1.2~1.6mm

TERMINAL

A

A

B

B

0.95

1.
5

0.4
1.

05

4

1.
6

1.6

1.
3

1.15

0.
83

0.
5

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.032 to 0.13 AWG #32 to #26 0.5 to 1.1mm Phosphor bronze Tin-plated 11,000pcsWA150-TT

Mounting Measurement 

Right Angle(R-Type)

Straight Angle(V-Type)

Right Angle(R-Type)

Straight Angle(V-Type)

6.7

1.2
2

4.8

1
1.2

0.
7

1.5
0.

7
1

1.2

1.9 2.5
5.8

3.
8

7.6

1.
5

5.
75

2.
9

1.
5

� 0.7

3.8
2.9

6.6 1

1.5

� 0.76.4

THT SMT
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A

W
A

150 - C
onnector 1.5m

m
 pitch

WA150 - Connector 1.5mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

1.5
A
B

Poles Part No. DIM=A DIM=B
2 1.50 4.50
3 3.00 6.00
4 4.50 7.50
5 6.00 9.00
6 7.50 10.50
7 9.00 12.00
8 10.50 13.50
9 12.00 15.00
10 13.50 16.50
11 15.00 18.00
12 16.50 19.50
-- -- -- -- --
16 22.50 25.50

B-1.1

4.
6

2.7

3.
05

0.
35

5

B

4.
55

2.
9

Poles Part No. DIM=A DIM=B
2 1.50 4.50
3 3.00 6.00
4 4.50 7.50
5 6.00 9.00
6 7.50 10.50
7 9.00 12.00
8 10.50 13.50
9 12.00 15.00
10 13.50 16.50
11 15.00 18.00
12 16.50 19.50
-- -- -- -- --
16 22.50 25.50

B

5

3.65

3.8 2.9

6

2 1.50 4.50
3 3.00 6.00
4 4.50 7.50
5 6.00 9.00
6 7.50 10.50
7 9.00 12.00
8 10.50 13.50
9 12.00 15.00
10 13.50 16.50
11 15.00 18.00
12 16.50 19.50
-- -- -- -- --
16 22.50 25.50

1.5
A

1.5
A 0.5Ø

0.
5

Ø

WA150-02H
WA150-03H
WA150-04H
WA150-05H
WA150-06H
WA150-07H
WA150-08H

WA150-10H
WA150-11H
WA150-12H

WA150-16H

WA150-02S
WA150-03S
WA150-04S
WA150-05S
WA150-06S
WA150-07S
WA150-08S
WA150-09S
WA150-10S
WA150-11S
WA150-12S

WA150-16S

WA150-02RG
WA150-03RG
WA150-04RG
WA150-05RG
WA150-06RG
WA150-07RG
WA150-08RG
WA150-09RG
WA150-10RG
WA150-11RG
WA150-12RG

WA150-16RG

WA150-09H

22



A

W
A

 - C
onnector 1.5m

m
 pitch

WA  - Connector 1.5mm pitch

WAFER
Material：
Straight Angle(V-Type)

Right Angle(R-Type)

LCP UL94V-0 & Brass/Tin-plated

5

B

Poles Part No. DIM=A DIM=B
2 1.50 6.00
3 3.00 7.50
4 4.50 9.00
5 6.00 10.50
6 7.50 12.00
7 9.00 13.50
8 10.50 15.00
9 12.00 16.50
10 13.50 18.00
11 15.00 19.50
12 16.50 21.00
-- -- -- -- --
16 22.50 27.00

3.7 1.5

6

1.5
A
B 3.7

6.5

Poles Part No. DIM=A DIM=B
2 1.50 6.00
3 3.00 7.50
4 4.50 9.00
5 6.00 10.50
6 7.50 12.00
7 9.00 13.50
8 10.50 15.00
9 12.00 16.50
10 13.50 18.00
11 15.00 19.50
12 16.50 21.00
-- -- -- -- --
16 22.50 27.00

0.5Ø

0.5Ø

1.5
A

WA150-03M
WA150-04M
WA150-05M
WA150-06M
WA150-07M
WA150-08M
WA150-09M

WA150-10M
WA150-11M
WA150-12M

WA150-16M

WA150-02N
WA150-03N
WA150-04N
WA150-05N
WA150-06N
WA150-07N
WA150-08N
WA150-09N
WA150-10N
WA150-11N
WA150-12N

WA150-16N

WA150-02M
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A-A B-B

A

WA200 - Connector 2.0mm pitch

W
A
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Specifications
1、Poles：2 to 20P
2、Current rating：2.0A  AC,DC
3、Voltage  rating：100V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：Initia l value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：800 V  AC/minute
8、Applicable wire：AWG #32 to  #24
9、Applicable PC board thickness：0.8~1.6mm

TERMINAL

A

A

B

B

1.45

2.
5

2.5T21P2=
TP2=2.6

1.
6

1.4

11.
5

2.
1

- 0
.10

+

T2=5.75
T1=5.5

0.
65

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.05 to 0.22 AWG #30 to #24 0.9 to 1.5mm Phosphor bronze Tin-plated 10,000pcs
0.05 to 0.22 AWG #30 to #26 0.9 to 1.5mm Phosphor bronze Tin-plated 10,000pcs

2.
5

WA200-T2
WA200-T1

Mounting Measurement 

Right Angle(R-Type)

Straight Angle(V-Type)

Right Angle(R-Type)

Straight Angle(V-Type)

8.2

3
6.5

1.
5

1.1
1

2

1

3.4 3.5
9.2

1.
5

1.1
1

2
1.68.2

5.7

8.
2

3.
4

2

� 0.7

4.
8

3.
4

8.2 2

� 0.7

1.7

8.4

THT SMT
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A

W
A

200 - C
onnector 2.0m

m
 pitch

WA200 - Connector 2.0mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

2
A
B

Poles Part No. DIM=A DIM=B
2 2.00 5.70
3 4.00 7.70
4 6.00 9.70
5 8.00 11.70
6 10.00 13.70
7 12.00 15.70
8 14.00 17.70
9 16.00 19.70
10 18.00 21.70
-- -- -- -- --
20 38.00 41.70

B-1.2

4 4.
6

6.
95

3.4

A
B 4.8

0.5�  

6.
1

3.
4

Poles Part No. DIM=A DIM=B
2 2.00 6.00
3 4.00 8.00
-- -- -- -- --
20 38.00 42.00

2
A
B 4.8 3.4

2 2.00 6.00
3 4.00 8.00
-- -- -- -- --
20 38.00 42.00

0.
5

�
 

2

B
A

2

0.
5

�
 

3.44.8

7.86.
1

2 2.00 6.00
3 4.00 8.00
-- -- -- -- --
20 38.00 42.00

3.40.3

3 4.00 7.70

WA200-02H
WA200-03H
WA200-04H
WA200-05H
WA200-06H
WA200-07H
WA200-08H

WA200-10H

WA200-20H

WA200-03H

WA200-03S

WA200-20S

WA200-02R
WA200-03R

WA200-20R

WA200-02RG
WA200-03RG

WA200-20RG

WA200-09H

WA200-02S
WA200-XXS

WA200-XXR WA200-XXRG
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A

W
A

200 - C
onnector 2.0m

m
 pitch

WA200 - Connector 2.0mm pitch

WAFER
Material：
Straight Angle(V-Type)

Right Angle(R-Type)

LCP UL94V-0 & Brass/Tin-plated

Poles Part No. DIM=A DIM=B
2 2.00 7.95
3 4.00 9.95
4 6.00 11.95
5 8.00 13.95
6 10.00 15.95
7 12.00 17.95
8 14.00 19.95
9 16.00 21.95
10 18.00 23.95
11 20.00 25.95
12 22.00 27.95
-- -- -- -- --
16 30.00 35.95

Poles Part No. DIM=A DIM=B
2 2.00 7.95
3 4.00 9.95
4 6.00 11.95
5 8.00 13.95
6 10.00 15.95
7 12.00 17.95
8 14.00 19.95
9 16.00 21.95
10 18.00 23.95
11 20.00 25.95
12 22.00 27.95
-- -- -- -- --
16 30.00 35.95

6.5

5.4 2

B

0.5�  

B

0.5�  

7.
6

2
A

5.6

8.
6

2
A

WA200-02M
WA200-03M
WA200-04M
WA200-05M
WA200-06M
WA200-07M

WA200-10M

WA200-12M

WA200-09M
WA200-08M

WA200-11M

WA200-16M

WA200-02N
WA200-03N
WA200-04N
WA200-05N
WA200-06N
WA200-07N

WA200-10N

WA200-12N

WA200-09N
WA200-08N

WA200-11N

WA200-16N
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WB200 - Connector 2.0mm pitch
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Specifications
1、Poles：2PX2 to 20PX2
2、Current rating：3.0A  AC,DC(AWG  #22)  
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：Initia l value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：800 V  AC/minute
8、Applicable wire：AW G #28 to  #22
9、Applicable PC board thickness：0.8~1.6mm

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

TERMINAL

A

A

B

B

9.
05

3

2

2

� 0.7

2
2

� 0.7

5.
2

9.05 3

3

2.
1

2.5

1.
6

1.6

3.35

3.2
6.5

1.
25 1.
55

1.
5

0.
25 0.

6

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 0.9 to 1.5mm Phosphor bronze Tin-plated 10,000pcs

29.3

2

WB200-TT
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A

W
B

200 - C
onnector 2.0m

m
 pitch

WB200 - Connector 2.0mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

2
A
B

2
5.

05

Poles Part No. DIM=A DIM=B
4 2.00 5.90
6 4.00 7.90
8 6.00 9.90
10 8.00 11.90
12 10.00 13.90
14 12.00 15.90
16 14.00 17.90
18 16.00 19.90
20 18.00 21.90
22 20.00 23.90
24 22.00 25.90
-- -- -- -- --
40 38.00 41.90

B-1.5

7.
55

4.25

Poles Part No. DIM=A DIM=B
4 2.00 6.00
6 4.00 8.00
8 6.00 10.00
10 8.00 12.00
12 10.00 14.00
14 12.00 16.00
16 14.00 18.00
18 16.00 20.00
20 18.00 22.00
22 20.00 24.00
24 22.00 26.00
-- -- -- -- --
40 38.00 42.00

Poles Part No. DIM=A DIM=B
4 2.00 6.00
6 4.00 8.00
8 6.00 10.00
10 8.00 12.00
12 10.00 14.00
14 12.00 16.00
16 14.00 18.00
18 16.00 20.00
20 18.00 22.00
22 20.00 24.00
24 22.00 26.00
-- -- -- -- --
40 38.00 42.00

0.5�  

B
A

2

6.
5

3

5.1
2

9.
5

B
A

2

35.1

2

WB200-204H
WB200-206H
WB200-208H
WB200-210H
WB200-212H
WB200-214H

WB200-220H

WB200-224H

WB200-218H
WB200-216H

WB200-222H

WB200-240H

WB200-204S
WB200-206S
WB200-208S
WB200-210S
WB200-212S
WB200-214S

WB200-220S

WB200-224S

WB200-218S
WB200-216S

WB200-222S

WB200-240S

WB200-204RG
WB200-206RG
WB200-208RG
WB200-210RG
WB200-212RG
WB200-214RG

WB200-220RG

WB200-224RG

WB200-218RG
WB200-216RG

WB200-222RG

WB200-240RG
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HR200 - Connector 2.0mm pitch
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Specifications
1、Poles：5PX2 to 20PX2
2、Current rating：2.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：Initia l value / ≤  30mΩ
      After environmenta l test ing / ≤  40mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：800 V  AC/minute
8、Applicable wire：AW G #30 to  #22
9、Applicable PC board thickness：0.8~1.6mm

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

TERMINAL

A

A

B

B

9.
05

3

2

2

� 0.7

5.
2

3

2
2

� 0.7

9.05 3

1.4
1.

25 1.
85

3.3
6.5

2.4

2.15

1.6

1.4

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.05 to 0.33 AWG #30 to #22 0.9 to 1.5mm Phosphor bronze Tin-plated 12,000pcs

9.3 2

2

HRT-22T

29



A

H
R

200 - C
onnector 2.0m

m
 pitch

HR200 - Connector 2.0mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

Poles Part No. DIM=A DIM=B
4 2.00 6.00
6 4.00 8.00
8 6.00 10.00
10 8.00 12.00
12 10.00 14.00
14 12.00 16.00
16 14.00 18.00
18 16.00 20.00
20 18.00 22.00
22 20.00 24.00
24 22.00 26.00
-- -- -- -- --
40 38.00 42.00

2
A

2
5.

05

B

B-1.55

7.
55

4.05

5.1

3
6.

5

2
B

0.5�  2
A

5.1 3

2

B

9.
5

2
A

Poles Part No. DIM=A DIM=B
4 2.00 6.00
6 4.00 8.00
8 6.00 10.00
10 8.00 12.00
12 10.00 14.00
14 12.00 16.00
16 14.00 18.00
18 16.00 20.00
20 18.00 22.00
22 20.00 24.00
24 22.00 26.00
-- -- -- -- --
40 38.00 42.00

Poles Part No. DIM=A DIM=B
4 2.00 6.00
6 4.00 8.00
8 6.00 10.00
10 8.00 12.00
12 10.00 14.00
14 12.00 16.00
16 14.00 18.00
18 16.00 20.00
20 18.00 22.00
22 20.00 24.00
24 22.00 26.00
-- -- -- -- --
40 38.00 42.00

HRH200-202VH0
HRH200-203VH0
HRH200-204VH0
HRH200-205VH0
HRH200-206VH0
HRH200-207VH0

HRH200-210VH0

HRH200-212VH0

HRH200-209VH0
HRH200-208VH0

HRH200-211VH0

HRH200-220VH0

HRM200-202DT0
HRM200-203DT0
HRM200-204DT0
HRM200-205DT0
HRM200-206DT0
HRM200-207DT0

HRM200-210DT0

HRM200-212DT0

HRM200-209DT0
HRM200-208DT0

HRM200-211DT0

HRM200-220DT0

HRM200-202RT0
HRM200-203RT0
HRM200-204RT0
HRM200-205RT0
HRM200-206RT0
HRM200-207RT0

HRM200-210RT0

HRM200-212RT0

HRM200-209RT0
HRM200-208RT0

HRM200-211RT0

HRM200-220RT0

30



A-A B-B

A

BH200 - Connector 2.0mm pitch
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Specifications
1、Poles：2 to 20P
2、Current rating：2.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25�  to +85�

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：Initia l value / ≤  20mΩ
      After environmenta l test ing / ≤  30mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute
8、Applicable wire：AW G #30 to  #26
9、Applicable PC board thickness：0.8~1.6mm

TERMINAL

A

A

B

B

1.
4

1.
3

3.4
6.2

1.
45

0.
35

1.
65

1.8

1.
4

1.3

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.05 to 0.13 AWG #30 to #26 1.4mm(MAX) Phosphor bronze Tin-plated 17,000pcs
0.05 to 0.13 AWG #30 to #26 1.4mm(MAX) Phosphor bronze Nickel-Gold 10,000pcs

BT200-24T
BT200-24G

Mounting Measurement 

� 0.8

2

� 0.8

2

9.
2

2.
8

9.9

9.2

2.
8

3.
7

Right Angle(R-Type)

Straight Angle(V-Type)

Right Angle(R-Type)

Straight Angle(V-Type)

2.
8

9.
2

2

� 0.8

9.2

2.
8

2

� 0.8

2.
16

9.9
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A

B
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 pitch

BH200 - Connector 2.0mm pitch

WAFER
Material：
Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0 & Brass/Gold-plated

2
A
B

0.5�  

Poles Part No. DIM=A DIM=B
2 2.00 4.00
3 4.00 6.00
4 6.00 8.00
5 8.00 10.00
6 10.00 12.00
7 12.00 14.00
8 14.00 16.00
9 16.00 18.00
10 18.00 20.00
11 20.00 22.00
12 22.00 24.00
-- -- -- -- --
20 38.00 40.00

2.
8

28.
7

2
A
B

2

22.8

2

Poles Part No. DIM=A DIM=B
2 2.00 4.00
3 4.00 6.00
4 6.00 8.00
5 8.00 10.00
6 10.00 12.00
7 12.00 14.00
8 14.00 16.00
9 16.00 18.00
10 18.00 20.00
11 20.00 22.00
12 22.00 24.00
-- -- -- -- --
20 38.00 40.00

4

PH200-102DF087F00V

PH200-103DF087F00V

PH200-104DF087F00V

PH200-105DF087F00V

PH200-106DF087F00V

PH200-107DF087F00V

PH200-110DF087F00V

PH200-112DF087F00V

PH200-109DF087F00V

PH200-108DF087F00V

PH200-111DF087F00V

PH200-120DF087F00V

PH200-102RF087F00V

PH200-103RF087F00V

PH200-104RF087F00V

PH200-105RF087F00V

PH200-106RF087F00V

PH200-107RF087F00V

PH200-110RF087F00V

PH200-112RF087F00V

PH200-109RF087F00V

PH200-108RF087F00V

PH200-111RF087F00V

PH200-120RF087F00V

HOUSING
Material：Nylon 66 UL94V-0

3.66

7.
2

B

Poles Part No. DIM=A DIM=B
6 10.00 12.30
7 12.00 14.30
8 14.00 16.30
9 16.00 18.30
10 18.00 20.30
11 20.00 22.30
12 22.00 24.30
13 24.00 26.30
14 26.00 28.30
15 28.00 30.30
16 30.00 32.30
-- -- -- -- --
20 38.00 40.30

2
A

2.
16

2

2

BH200-106VP
BH200-107VP
BH200-108VP
BH200-109VP
BH200-110VP
BH200-111VP

BH200-114VP

BH200-116VP

BH200-112VP

BH200-115VP

BH200-120VP

BH200-113VP

HOUSING
Material：Nylon 66 UL94V-0 Poles Part No. DIM=A DIM=B

6 10.00 12.30
7 12.00 14.30
8 14.00 16.30
9 16.00 18.30
10 18.00 20.30
11 20.00 22.30
12 22.00 24.30
13 24.00 26.30
14 26.00 28.30
15 28.00 30.30
16 30.00 32.30
-- -- -- -- --
20 38.00 40.30

BH100-106V0
BH100-107V0
BH100-108V0
BH100-109V0
BH100-110V0
BH100-111V0

BH100-114V0

BH100-116V0

BH100-112V0

BH100-115V0

BH100-120V0

BH100-113V0

7.
2

B

2
A

2.
16
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BH200 - Connector 2.0mm pitch
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Specifications
1、Poles：2PX2 to 20PX2
2、Current rating：2.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：Initia l value / ≤  20mΩ
      After environmenta l test ing / ≤  30mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute
8、Applicable wire：AW G #30 to  #26
9、Applicable PC board thickness：0.8~1.6mm

TERMINAL

A

A

B

B

3.4
6.2

1.
4

1.
3

1.
45

0.
35

1.
65

1.8

1.
4

1.3

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.05 to 0.13 AWG #30 to #26 1.4mm(MAX) Phosphor bronze Tin-plated 17,000pcs
0.05 to 0.13 AWG #30 to #26 1.4mm(MAX) Phosphor bronze Nickel-Gold 10,000pcs

BT200-24T
BT200-24G

Mounting Measurement

� 0.7

2

2

2

� 0.7

2

2.
8

9.
2

2

9.2

5.
6

2.8

9.9 2

Right Angle(R-Type)

Straight Angle(V-Type)

Right Angle(R-Type)

Straight Angle(V-Type)

2

2

� 0.7

9.
2

2.
8

2

9.2

2.
8

4.
1

2

� 0.7

2

9.9 2
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BH200 onnector 2.0mm pitch

WAFER
Material：
Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0 & Brass/Gold-plated

2
A
B

2
4

Poles Part No. DIM=A DIM=B
4 2.00 4.00
6 4.00 6.00
8 6.00 8.00
10 8.00 10.00
12 10.00 12.00
14 12.00 14.00
16 14.00 16.00
18 16.00 18.00
20 18.00 20.00
22 20.00 22.00
24 22.00 24.00
-- -- -- -- --
40 38.00 40.00

2.
8

28.
7

2
A
B 2.8 4

2

2
4

Poles Part No. DIM=A DIM=B
4 2.00 4.00
6 4.00 6.00
8 6.00 8.00
10 8.00 10.00
12 10.00 12.00
14 12.00 14.00
16 14.00 16.00
18 16.00 18.00
20 18.00 20.00
22 20.00 22.00
24 22.00 24.00
-- -- -- -- --
40 38.00 40.00

0.5�  

0.5�  
R

R

R

R

R

R

R

R

R

R

R

R

HOUSING
Material：Nylon 66 UL94V-0

7.
2

4.1

B

Poles Part No. DIM=A DIM=B
12 10.00 12.30
14 12.00 14.30
16 14.00 16.30
18 16.00 18.30
20 18.00 20.30
22 20.00 22.30
24 22.00 24.30
26 24.00 26.30
28 26.00 28.30
30 28.00 30.30
32 30.00 32.30
-- -- -- -- --
40 38.00 40.30

2
A

2

2

2

1.5

6VP
07VP
08VP

9VP
10VP
11VP

214VP

16VP

12VP

215VP

VP

13VP

HOUSING
Material：Nylon 66 UL94V-0

B

4.1

7.
2

2
A

2

Poles Part No. DIM=A DIM=B
4 2.00 4.30
6 4.00 6.30
8 6.00 8.30

10 8.00 10.30
12 10.00 12.30
14 12.00 14.30
16 14.00 16.30
18 16.00 18.30
20 18.00 20.30
22 20.00 22.30
24 22.00 24.30
-- -- -- -- --
40 38.00 40.30

2VP
03VP
04VP

5VP
16VP
07VP

210VP

12VP

08VP

211VP

VP

09VP
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WC200 onnector 2.0mm pitch
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Specifications
1、Poles：2 to 16P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

 
    (Including temperature rise in applying electrical  current)  

5、Contact resistance：Initia l value / ≤  30mΩ
      After environmenta l test ing / ≤  40mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute
8、Applicable wire：AW G #30 to  #22
9、Applicable PC board thickness：0.8~1.6mm

Mounting Measurement 

� 0.8

2

� 0.8

2

9.6
3.2

3.2
5.2

11.1

9.82

10

6.6

1.
5

1.3
1

2

2.6 2.5
6

1.5
1.

15
1

2

3.6 3.4
11

6.7

9.5 1.5

Right Angle(R-Type)

Straight Angle(V-Type)

Right Angle(R-Type)

Straight Angle(V-Type)

A-A B-B

TERMINAL

A

A

B

B

1.
4

1.
25 1.

85

3.3
6.5

2.
4

2.15

1.
6

1.35

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
HRT200-22T 0.05 to 0.33 AWG #30 to #22 0.9 to 1.5mm Phosphor bronze Tin-plated 12,000pcs

THT SMT
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WC200 onnector 2.0mm pitch

WAFER
Material：
Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0 & Brass/Tin-plated

2
A
B 5.1

3.
2

8

Poles Part No. DIM=A DIM=B
2 2.00 6.00
3 4.00 8.00
4 6.00 10.00
5 8.00 12.00
6 10.00 14.00
7 12.00 16.00
8 14.00 18.00
9 16.00 20.00

10 18.00 22.00
11 20.00 24.00
12 22.00 26.00
-- -- -- -- --
16 30.00 34.00

B

9.
5

3.25.1

Poles Part No. DIM=A DIM=B
2 2.00 6.00
3 4.00 8.00
4 6.00 10.00
5 8.00 12.00
6 10.00 14.00
7 12.00 16.00
8 14.00 18.00
9 16.00 20.00

10 18.00 22.00
11 20.00 24.00
12 22.00 26.00
-- -- -- -- --
16 30.00 34.00

2
A

G
G
G
G
G
G

G

G

G

G

G

G

HOUSING
Material：Nylon 66 UL94V-0

7.
8

B-1 2.9

4.
1

B

Poles Part No. DIM=A DIM=B
2 2.00 5.60
3 4.00 7.60
4 6.00 9.60
5 8.00 11.60
6 10.00 13.60
7 12.00 15.60
8 14.00 17.60
9 16.00 19.60

10 18.00 21.60
11 20.00 23.60
12 22.00 25.60
-- -- -- -- --
16 30.00 33.60

2
A

HOUSING
Material：Nylon 66 UL94V-0

B

B-1 2.9 3

6.
4

7.
8

2
A

Poles Part No. DIM=A DIM=B
2 2.00 5.60
3 4.00 7.60
4 6.00 9.60
5 8.00 11.60
6 10.00 13.60
7 12.00 15.60
8 14.00 17.60
9 16.00 19.60

10 18.00 21.60
11 20.00 23.60
12 22.00 25.60
-- -- -- -- --
16 30.00 33.60

HM
HM
HM
HM
HM
HM

HM

HM

HM

HM

HM

HM
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WC200 - Connector 2.0mm pitch
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WAFER
Material：
Straight Angle(V-Type)

Right Angle(R-Type)

LCP UL94V-0 & Brass/Tin-plated

8.2
5

6.
1

2
A

�  0.5

5.11

2
A

�  0.5

B

B

9.
3

5.2

10
.1

Poles Part No. DIM=A DIM=B
2 2.00 8.00
3 4.00 10.00
4 6.00 12.00
5 8.00 14.00
6 10.00 16.00
7 12.00 18.00
8 14.00 20.00
9 16.00 22.00
10 18.00 24.00
11 20.00 26.00
12 22.00 28.00
-- -- -- -- --
16 30.00 36.00

Poles Part No. DIM=A DIM=B
2 2.00 8.00
3 4.00 10.00
4 6.00 12.00
5 8.00 14.00
6 10.00 16.00
7 12.00 18.00
8 14.00 20.00
9 16.00 22.00
10 18.00 24.00
11 20.00 26.00
12 22.00 28.00
-- -- -- -- --
16 30.00 36.00

WC200-02M
WC200-03M
WC200-04M
WC200-05M
WC200-06M
WC200-07M

WC200-10M

WC200-12M

WC200-08M

WC200-11M

WC200-16M

WC200-09M

WC200-02N
WC200-03N
WC200-04N
WC200-05N
WC200-06N
WC200-07N

WC200-10N

WC200-12N

WC200-08N

WC200-11N

WC200-16N

WC200-09N
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A-A B-B

WG200 - Connector 2.0mm pitch

Specifications
1、Poles：3PX2 to 30PX2
2、Current rating：2.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：Initia l value / ≤  30mΩ
      After environmenta l test ing / ≤  40mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute
8、Applicable wire：AW G #28 to  #24
9、Applicable PC board thickness：0.8~1.6mm

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

TERMINAL

A

A

B

B

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.22 AWG #28 to #24 0.6 to 1.2mm Phosphor bronze Tin-plated 15,000pcs

9.5

10
3.

2

2

� 0.7

2

9.
5

3.
2

10 2.5

2

� 0.7

210.2 2

1.
4

1.
5

4
7.3

1.
2 1.
5

3.1

0.
6

2

1.85

1.
5

1.4

2

WG200-TT
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A
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WG200 - Connector 2.0mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

2
A

B
B+2.2

5.5
8.65

7.
868.
3

9.
25

2

B 7.25

3.
210

.8

Poles Part No. DIM=A DIM=B
4 2.00 6.00
6 4.00 8.00
-- -- -- -- --
60 58.00 62.00

2

B

4 2.00 6.00
6 4.00 8.00
-- -- -- -- --
60 58.00 62.00

7.
6

7.25 3.2

2.
5

Poles Part No. DIM=A DIM=B DIM-C
4 2.00 4.70 2.80
6 4.00 6.70 3.10
8 6.00 8.70 4.00
8 6.00 8.70 5.15

10 8.00 10.70 6.00
10 8.00 10.70 6.35
12 10.00 12.70 8.00
14 12.00 14.70 6.00
14 12.00 14.70 9.00
16 14.00 16.70 8.00
18 16.00 18.70 14.00
18 16.00 18.70 11.15
-- -- -- -- -- --
60 58.00 60.70 16.00

C+0.3

2

C

2
A
B

2.
5

7.
6

7.25 3.2

2
0.

5
�

 

4 2.00 6.00
6 4.00 8.00
-- -- -- -- --
60 58.00 62.00

A 0.5 2

A

2
0.

5
�

 

WG200-204HM
WG200-206HM
WG200-208HM
WG200-208HB
WG200-210HM
WG200-210HB

WG200-214HB

WG200-218HM

WG200-212HM

WG200-216HM

WG200-218HB

WG200-214HM

WG200-260HM

WG200-204S
WG200-206S

WG200-260S

WG200-204R
WG200-206R

WG200-260R

WA200-204RG
WA200-206RG

WA200-260RG

WG200-XXRG WG200-XXR

WG200-XXS
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Specifications
1、Poles：2 to 24P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical current )  

5、Contact resistance： Initial value /  ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：800 V  AC/minute
8、Applicable wire：AW G #28 to  #22
9、Applicable PC board thickness：1.6mm

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

TERMINAL

B

B

A

A

2

0.7� - 0
0.1+

9.9
3

5.8

7.
08

3.4

13.8

1.
5

2.1

2

0.7� - 0
0.1+

1.1� - 0
0.1+

0.
25

1.
5

0.
6

2.5

2.
1

1.6

1.
6

1.
55

1.
25

6.5
3.2

3.35

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 0.9 to 1.5mm Phosphor bronze Tin-plated 10,000pcs

1.
5

1.71.1� - 0
0.1+

10.3

WC200-TT
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WM200 - Connector 2.0mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

Straight Angle(V-Type)

Poles Part No. DIM=A DIM=B
2 2.00 6.00
3 4.00 8.00
4 6.00 10.00
5 8.00 12.00
6 10.00 14.00
7 12.00 16.00
8 14.00 18.00
9 16.00 20.00

10 18.00 22.00
11 20.00 24.00
12 22.00 26.00
-- -- -- -- --
16 30.00 34.00

2
A
B

B-1.65

5.
85

3.75

8

2
A
B

0.5�  
5.3

3
7.7

2 2.00 6.00
3 4.00 8.00
-- -- -- -- --
16 30.00 34.00

2
A
B

8.
35

0.
5

�
 

3.46.5

1.
85�

0.
8

11
.6

5

2 2.00 6.00
3 4.00 8.00
-- -- -- -- --
16 30.00 34.00

1.5
1.7

� 0.8

1.
2

2
A
B

3
7.

7

Poles Part No. DIM=A DIM=B
2 2.00 6.00
3 4.00 8.00
-- -- -- -- --
16 30.00 34.00

WM200-02HM
WM200-03HM
WM200-04HM
WM200-05HM

WM200-08HM

WM200-06HM

WM200-09HM

WM200-07HM

WM200-10HM
WM200-11HM
WM200-12HM

WM200-16HM

WM200-02SW
WM200-03SW

WM200-16SW

WM200-02S
WM200-03S

WM200-16S

WM200-02RGW
WM200-03RGW

WM200-16RGW

WM200-XXS WM200-XXRGW

WM200-XXSW

42



A-A B-B

A

WC250 - Connector 2.5mm pitch
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Specifications
1、Poles：2 to 20P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C
     (Including temperature rise in applying electrical  current)  

5、Contact resistance：Initia l value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute
8、Applicable wire：AW G #30 to  #22
9、Applicable PC board thickness：1.6mm

TERMINAL

A

A

B

B

2.
9

TP
2=

T2
1P

2=
1.

9

3TP2=
T21P2=1.9

1.
8

TP
2=

T2
1P

2=
1.

5

1.5TP2=
T21P2=1.3

0.
7

1.
85

2.
3

0.8T21P2=
TP2=0.9

2.4

6.3T21P2=
TP2=6.45

0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 6,000pcs

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.05 to 0.13 AWG #30 to #26 0.9 to 1.3mm Phosphor bronze Tin-plated 6,000pcsWC250-T1

WC250-TT

Mounting Measurement 

� 1.2 - 0
+ 0.1

1.
6

2.5

� 0.9 - 0
+ 0.1

2

16
.9

3.
4

Straight Angle(V-Type)

Right Angle(R-Type)

Straight Angle(V-Type)

9.
7

3.
4

1.
6

2.
5

2
� 1.1 - 0

+0.2

� 0.9

6
3.

4

14.3

2.
5

� 0.9
12.1
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WC250 onnector 2.5mm pitch

HOUSING
Material：

Right Angle(R-Type)

Nylon 66 UL94V-0

2.5
A
B

B-1.6

Poles Part No. DIM=A DIM=B
2 2.50 7.30
3 5.00 9.80
4 7.50 12.30
5 10.00 14.80
6 12.50 17.30
7 15.00 19.80
8 17.50 22.30
9 20.00 24.80

10 22.50 27.30
11 25.00 29.80
12 27.50 32.30
-- -- -- -- --
20 47.50 52.30

4
7.

95
5.

6

A
B 5.8 3.4

0.
64

�
 11

.6

Poles Part No. DIM=A DIM=B
2 2.50 7.50
3 5.00 10.00
4 7.50 12.50
5 10.00 15.00
6 12.50 17.50
7 15.00 20.00
8 17.50 22.50
9 20.00 25.00

10 22.50 27.50
11 25.00 30.00
12 27.50 32.50
-- -- -- -- --
20 47.50 52.50

9.
7

2.5

XXRG

WAFER
Material：
Straight Angle(V-Type)

Nylon 66 UL94V-0 & Brass/Tin-plated

B
1.6

14
.2

3.
4

1.
5

2 1.45
6.75

5.75 Poles Part No. DIM=A DIM=B
2 2.50 7.40
3 5.00 9.90
4 7.50 12.40
5 10.00 14.90
6 12.50 17.40
7 15.00 19.90
8 17.50 22.40
9 20.00 24.90

10 22.50 27.40
11 25.00 29.90
12 27.50 32.40
-- -- -- -- --
16 37.50 42.40

2.5
A

W
W
W
W
W
W

W
W
W

W

W
W

WAFER
Material：
Straight Angle(V-Type)

Nylon 66 UL94V-0 & Brass/Tin-plated

A
B

�  0.64
5.8

3.
4

7

2.5

Poles Part No. DIM=A DIM=B
2 2.50 7.30
3 5.00 9.80
4 7.50 12.30
5 10.00 14.80
6 12.50 17.30
7 15.00 19.80
8 17.50 22.30
9 20.00 24.80

10 22.50 27.30
11 25.00 29.80
12 27.50 32.30
-- -- -- -- --
20 47.50 52.30

S
S
S
S
S
S

S

S

S

S

S
S
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WAFER
Material：
Right Angle(R-Type)

Through-hole type shrouded header on radial-tape
Material：Nylon 66 UL94V-0  & Brass/Tin-plated

Nylon 66 UL94V-0 & Brass/Tin-plated

3.85 5 12.7

� 4 9
20

2.
9

� 0.7

A
BC

D

18

5.8

7

7

B
A

0.
64

�
 7.

7

3.45.8

Poles Part No. DIM=A DIM=B
2 2.50 7.50
3 5.00 10.00
4 7.50 12.50
5 10.00 15.00
6 12.50 17.50
7 15.00 20.00
8 17.50 22.50
9 20.00 25.00

10 22.50 27.50
11 25.00 30.00
12 27.50 32.50
-- -- -- -- --
20 47.50 52.50

2.5

WC250-02R
WC250-03R
WC250-04R
WC250-05R
WC250-06R
WC250-07R
WC250-08R
WC250-09R
WC250-10R
WC250-11R
WC250-12R

WC250-20R

Material：Nylon 66 UL94V-0 & Brass/Tin-plated

1.
5

B
1.6A

7
3.

4

5.8
2

Poles Part No. DIM=A DIM=B
2 2.50 7.50
3 5.00 10.00
4 7.50 12.50
5 10.00 15.00
6 12.50 17.50
7 15.00 20.00
8 17.50 22.50
9 20.00 25.00

10 22.50 27.50
11 25.00 30.00
12 27.50 32.50
-- -- -- -- --
20 47.50 52.50

2.5 �  0.64

� 1

WC250-02SW
WC250-03SW
WC250-04SW
WC250-05SW
WC250-06SW
WC250-07SW
WC250-08SW
WC250-09SW
WC250-10SW
WC250-11SW
WC250-12SW

WC250-20SW
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WC250 - Connector 2.5mm pitch

WAFER
Material：
Straight Angle(V-Type)

Material：

Through-hole type shrouded header on radial-tape
Material：Nylon 66 UL94V-0  & Brass/Tin-plated

Nylon 66 UL94V-0 & Brass/Tin-plated

Nylon 66 UL94V-0 & Brass/Tin-plated

18

3.85 5 12.7

� 4 9
2.

9
20

7

� 0.7

A
BC

D
5.8

1.
5

1�

18

12.7

� 4

5.1 2.5

9
20

7

7.512.7

1

1.
5

5.8

Poles Part No. DIM=A DIM=B DIM=C DIM=D
2 2.50 7.50 12.7 2.5
3 5.00 10.00 12.7 2.5
4 7.50 12.50 25.4 2.5
5 10.00 15.00 25.4 5.0
6 12.50 17.50 25.4 5.0
7 15.00 20.00 25.4 7.5
8 17.50 22.50 25.4 7.5

WC250-02SWR
WC250-03SWR
WC250-04SWR
WC250-05SWR
WC250-06SWR
WC250-07SWR
WC250-08SWR

18

� 4

12.7 5.1 2.5

9
20

7

12.7 7.5 5.8

Poles Part No. DIM=A DIM=B DIM=C DIM=D
2 2.50 7.50 12.7 2.5
3 5.00 10.00 12.7 2.5
4 7.50 12.50 25.4 2.5
5 10.00 15.00 25.4 5.0
6 12.50 17.50 25.4 5.0
7 15.00 20.00 25.4 7.5
8 17.50 22.50 25.4 7.5

WC250-02SR
WC250-03SR
WC250-04SR
WC250-05SR
WC250-06SR
WC250-07SR
WC250-08SR
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Specifications
1、Poles：2 to 20P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25�  to +85�

     (Including temperature rise in applying electrical  current)  
5、Contact resistance：Initia l value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute
8、Applicable wire：AW G #30 to  #22
9、Applicable PC board thickness：1.6mm

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

TERMINAL

B

B

A

A

11
3.

4

7.7

2.
5

� 0.9

11

7.7
3.

4

2.
5

� 0.9

0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 6,000pcs

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 6,000pcs
0.05 to 0.13 AWG #30 to #26 0.9 to 1.3mm Phosphor bronze Tin-plated 6,000pcs

1.
85

T1=6.3
T2=6.45

2.4 T1=0.8
T2=0.9

2.
3

0.
7

T2=3
T1=1.9

T2
=2

.9
T1

=1
.9

T2=1.5
T1=1.3T2

=1
.8

T1
=1

.5
11.5

WC250-T1

WC250-T3

WC250-T2

T3
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WC250 - Connector 2.5mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

2.5
A
B

B-1.6

9
7.

6

7.
5

4

B

10
.4

0.64�  
5.8

3.
4

B 5.8 3.4

0.
64

�
 7

C

C

7

C

Poles Part No. DIM=A DIM=B DIM=C
2 2.50 7.30 3.0
3 5.00 9.80 4.0
4 7.50 12.30 5.0
5 10.00 14.80 7.5
6 12.50 17.30 10.0
7 15.00 19.80 12.5
8 17.50 22.30 12.5
-- -- -- -- -- --
20 47.50 52.30 12.5

2.5
A

2.5
A

Poles Part No. DIM=A DIM=B DIM=C
2 2.50 7.50 1.0
3 5.00 10.00 1.2
4 7.50 12.50 2.0
5 10.00 15.00 2.0
6 12.50 17.50 8.6
7 15.00 20.00 11.1
8 17.50 22.50 13.6
9 20.00 25.00 16.1

10 22.50 27.50 18.6
11 25.00 30.00 21.1
12 27.50 32.50 23.6
-- -- -- --
20 47.50 52.50 43.6

Poles Part No. DIM=A DIM=B DIM=C
2 2.50 7.50 1.0
3 5.00 10.00 1.2
4 7.50 12.50 2.0
5 10.00 15.00 2.0
6 12.50 17.50 8.6
7 15.00 20.00 11.1
8 17.50 22.50 13.6
9 20.00 25.00 16.1

10 22.50 27.50 18.6
11 25.00 30.00 21.1
12 27.50 32.50 23.6
-- -- -- --
20 47.50 52.50 43.6

-- --

-- --

WC250-02HM
WC250-03HM
WC250-04HM
WC250-05HM
WC250-06HM
WC250-07HM
WC250-08HM

WC250-20HM

WC250-02SD
WC250-03SD
WC250-04SD
WC250-05SD
WC250-06SD
WC250-07SD

WC250-11SD
WC250-12SD

WC250-20SD

WC250-08SD

WC250-10SD
WC250-09SD

WC250-02RD
WC250-03RD
WC250-04RD
WC250-05RD
WC250-06RD
WC250-07RD

WC250-11RD
WC250-12RD

WC250-20RD

WC250-08RD

WC250-10RD
WC250-09RD
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Straight Angle(V-Type)

WAFER
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0 & Brass/Tin-plated

C

10
.4

B

2.5
A

7
3.

4

5.8
0.64�  

C

7

B

2.5
A

0.
64

�
 

3.45.8

C

8.
6

2.5
7.5

2.6

6.
5

5.8
7

3.
4

0.64�  

2.6

7.5
2.5

6.
5

0.64�  

3.
4

7

5.8

1.
65

0.9
� 1

Poles Part No. DIM=A DIM=B DIM=C
2 2.50 7.50 3.1
3 5.00 10.00 3.1
4 7.50 12.50 3.7
5 10.00 15.00 6.2
6 12.50 17.50 8.6
7 15.00 20.00 11.1
8 17.50 22.50 13.6
9 20.00 25.00 16.1

10 22.50 27.50 18.6
11 25.00 30.00 21.1
12 27.50 32.50 23.6
-- -- -- --
20 47.50 52.50 43.6

Poles Part No. DIM=A DIM=B DIM=C
2 2.50 7.50 3.1
3 5.00 10.00 3.1
4 7.50 12.50 3.7
5 10.00 15.00 6.2
6 12.50 17.50 8.6
7 15.00 20.00 11.1
8 17.50 22.50 13.6
9 20.00 25.00 16.1

10 22.50 27.50 18.6
11 25.00 30.00 21.1
12 27.50 32.50 23.6
-- -- -- -- -- --
20 47.50 52.50 43.6

WC250-02SE WC250-02SEW

WC250-XXSE

WC250-XXRE

WC250-02SE
WC250-03SE
WC250-04SE
WC250-05SE
WC250-06SE
WC250-07SE

WC250-11SE
WC250-12SE

WC250-08SE

WC250-10SE
WC250-09SE

WC250-20SE

WC250-02RE
WC250-03RE
WC250-04RE
WC250-05RE
WC250-06RE
WC250-07RE

WC250-11RE
WC250-12RE

WC250-08RE

WC250-10RE
WC250-09RE

WC250-20RE

WC250-20REG
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WC250 - Connector 2.5mm pitch

Material：

Through-hole type shrouded header on radial-t ape
Material： Nylon 66 UL94V-0 & Brass/Tin-plated

Nylon 66 UL94V-0 & Brass/Tin-plated

20
9

7

� 0.7

12.7

7.512.7

� 4

18

6.5

2.5

� 0.7

9
20

7
1.

5

12.7 7.5

2.512.7

� 4

18

1�

7

5.1

5.1

WC250-XXSER

WC250-XXSEWR
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Specifications
1、Poles：2 to 16P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

 
    (Including temperature rise in applying electrical  current)  

5、Contact resistance：Initia l value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute
8、Applicable wire：AW G #28 to  #22
9、Applicable PC board thickness：1.2~1.6mm

Mounting Measurement
Straight Angle(V-Type)

0.9� - 0
0.1+

2.5

1.2� - 0
0.1+

2

1.
6

19
.8

7.8

A-A B-B

TERMINAL

B

B

A

A

0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 6,000pcs

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 6,000pcs
0.05 to 0.13 AWG #30 to #26 0.9 to 1.3mm Phosphor bronze Tin-plated 6,000pcs

1.
85

T1=6.3
T2=6.45

2.4 T1=0.8
T2=0.9

2.
3

0.
7

T2=3
T1=1.9

T2
=2

.9
T1

=1
.9

T2=1.5
T1=1.3T2

=1
.8

T1
=1

.5

WC250-T1

WC250-T3

WC250-T2

T3

51
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WC250 - Connector 2.5mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Straight Angle(V-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

9

B-1.6 4

7.
5

C

7.
6

B
A

2.5

8 17.50 22.30 15.0
9 20.00 24.80 17.5

10 22.50 27.30 17.5
-- -- -- -- -- --
20 47.50 52.30 17.5

Poles Part No. DIM=A DIM=B DIM=C
2 2.50 7.30 3.0
3 5.00 9.80 4.0
4 7.50 12.30 5.0
5 10.00 14.80 7.5
6 12.50 17.30 10.0
7 15.00 19.80 12.5
8 17.50 22.30 12.5
-- -- -- -- -- --
20 47.50 52.30 12.5

1.
5

3.
4

14
.2

B
1.6

5.75

6.75
1.452

Poles Part No. DIM=A DIM=B DIM=C
2 2.50 7.40 3.1
3 5.00 9.90 3.1
4 7.50 12.40 3.7
5 10.00 14.90 6.2
6 12.50 17.40 8.7
7 15.00 19.90 11.2
8 17.50 22.40 13.7
9 20.00 24.90 16.2

10 22.50 27.40 18.7
11 25.00 29.90 21.2
12 27.50 32.40 23.7
-- -- -- -- --
16 37.50 42.40 33.7

0.752
C

C

B

14
.2

3.
4

1.
5

1.6

0.75

6.75

5.75

2 1.45

Poles Part No. DIM=A DIM=B DIM=C
2 2.50 7.40 1.0
3 5.00 9.90 1.2
4 7.50 12.40 2.0
5 10.00 14.90 2.0
6 12.50 17.40 8.7
7 15.00 19.90 11.2
8 17.50 22.40 13.7
9 20.00 24.90 16.2

10 22.50 27.40 18.7
11 25.00 29.90 21.2
12 27.50 32.40 23.7
-- -- -- -- --
16 37.50 42.40 33.7

2.5
A

2.5
A

WC250-02HM
WC250-03HM
WC250-04HM
WC250-05HM
WC250-06HM
WC250-07HM

WC250-09HB
WC250-10HB

WC250-08HM

WC250-08HB
WC250-20HM

WC250-20HB

WC250-02SHDW
WC250-03SHDW
WC250-04SHDW
WC250-05SHDW
WC250-06SHDW
WC250-07SHDW

WC250-11SHDW
WC250-12SHDW

WC250-08SHDW

WC250-10SHDW
WC250-09SHDW

WC250-16SHDW

WC250-02SHEW
WC250-03SHEW
WC250-04SHEW
WC250-05SHEW
WC250-06SHEW
WC250-07SHEW

WC250-11SHEW
WC250-12SHEW

WC250-08SHEW

WC250-10SHEW
WC250-09SHEW

WC250-16SHEW

WC250-XXSHDW

WC250-XXSHEW
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Specifications
1、Poles：2 to 20P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25�  to +85�

     (Including temperature rise in applying electrical  current)  
5、Contact resistance：初期 Initial value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute
8、Applicable wire：AW G #28 to  #22
9、Applicable PC board thickness：1.6mm

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

TERMINAL

B

B

A

A

� 0.9

2.
5

� 0.9
2.

5

3.
4

12
.5

7.7

3.
4

7.
7

12.5

1.
9

0.
85

2.
3

2.2 1.6

1.
8

8.1
4

1.
8

3.1

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 10,000pcs

13

WC250-TTS
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WC250 - Connector 2.5mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

10
.5

B-1.7
9

4

C

B

2.5
A

Poles Part No. DIM=A DIM=B DIM=C
2 2.50 7.20 3.0
3 5.00 9.70 3.0
4 7.50 12.20 4.8
5 10.00 14.70 4.8
6 12.50 17.20 10.0
7 15.00 19.70 10.0
8 17.50 22.20 12.5
9 20.00 24.70 12.5

10 22.50 27.20 15.0
11 25.00 29.70 15.0
12 27.50 32.20 17.5
-- -- -- -- -- --
15 35.00 39.70 17.5

C

10
.4

B

2.5
A

7
3.

4

5.8
0.64�  

C

7

B

2.5
A

0.
64

�
 

3.45.8

Poles Part No. DIM=A DIM=B DIM=C
2 2.50 7.50 1.0
3 5.00 10.00 1.2
4 7.50 12.50 2.0
5 10.00 15.00 2.0
6 12.50 17.50 8.6
7 15.00 20.00 11.1
8 17.50 22.50 13.6
9 20.00 25.00 16.1

10 22.50 27.50 18.6
11 25.00 30.00 21.1
12 27.50 32.50 23.6
-- -- -- --
20 47.50 52.50 43.6

Poles Part No. DIM=A DIM=B DIM=C
2 2.50 7.50 1.0
3 5.00 10.00 1.2
4 7.50 12.50 2.0
5 10.00 15.00 2.0
6 12.50 17.50 8.6
7 15.00 20.00 11.1
8 17.50 22.50 13.6
9 20.00 25.00 16.1

10 22.50 27.50 18.6
11 25.00 30.00 21.1
12 27.50 32.50 23.6
-- -- -- --
20 47.50 52.50 43.6

-- --

-- --

WC250-02HB
WC250-03HB
WC250-04HB
WC250-05HB
WC250-06HB
WC250-07HB

WC250-11HB
WC250-12HB

WC250-08HB

WC250-10HB
WC250-09HB

WC250-15HB

WC250-02SD
WC250-03SD
WC250-04SD

WC250-06SD
WC250-07SD

WC250-11SD
WC250-12SD

WC250-08SD

WC250-10SD
WC250-09SD

WC250-20SD

WC250-05SD

WC250-02RD
WC250-03RD
WC250-04RD

WC250-06RD
WC250-07RD

WC250-11RD
WC250-12RD

WC250-08RD

WC250-10RD
WC250-09RD

WC250-20RD

WC250-05RD

54



A-A B-B

A

WA250 - Connector 2.5mm pitch

W
A

25
0 

- C
on

ne
ct

or
 2

.5
m

m
 p

itc
h

Specifications
1、Poles：2 to 16P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25�  to +85�

     (Including temperature rise in applying electrical  current)  
5、Contact resistance：Initia l value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：800 V  AC/minute
8、Applicable wire：AW G #32 to  #22
9、Applicable PC board thickness：0.8~1.6mm

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

TERMINAL

A

A

B

B

8.6
3.

4

4.1

2.
5

� 0.9

4.1
3.

4

10.8 2.
5

� 0.9

1.
05

0.
7

1.
55

2.
05

1.45

5.55

2.
6

2.65

1.
8

1.5

8.7

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.0 to 1.9mm Phosphor bronze Tin-plated 9,000pcsWA250-TT
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WA250 - Connector 2.5mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

2.5
A

Poles Part No. DIM=A DIM=B
2 2.50 7.00
3 5.00 9.50
4 7.50 12.00
5 10.00 14.50
6 12.50 17.00
7 15.00 19.50
8 17.50 22.00
9 20.00 24.50

10 22.50 27.00
11 25.00 29.50
12 27.50 32.00
-- -- -- -- --
16 37.50 42.00B

B-1.7

7.
15

3.
8

3.5

2.5
A
B

9.
8

3.
4

3.95
0.64�  

Poles Part No. DIM=A DIM=B
2 2.50 7.50
3 5.00 10.00
4 7.50 12.50
5 10.00 15.00
6 12.50 17.50
7 15.00 20.00
8 17.50 22.50
9 20.00 25.00

10 22.50 27.50
11 25.00 30.00
12 27.50 32.50
-- -- -- -- --
16 37.50 42.50

2.5
A
B 3.43.95

8.
65

0.
64

�
 

Poles Part No. DIM=A DIM=B
2 2.50 7.50
3 5.00 10.00
4 7.50 12.50
5 10.00 15.00
6 12.50 17.50
7 15.00 20.00
8 17.50 22.50
9 20.00 25.00

10 22.50 27.50
11 25.00 30.00
12 27.50 32.50
-- -- -- -- --
16 37.50 42.50

WA250-02H
WA250-03H
WA250-04H
WA250-05H
WA250-06H
WA250-07H

WA250-11H
WA250-12H

WA250-08H

WA250-10H
WA250-09H

WA250-16H

WA250-02S

WA250-03S
WA250-04S
WA250-05S
WA250-06S
WA250-07S

WA250-11S
WA250-12S

WA250-08S

WA250-10S
WA250-09S

WA250-16S

WA250-02RG

WA250-03RG
WA250-04RG
WA250-05RG
WA250-06RG
WA250-07RG

WA250-11RG
WA250-12RG

WA250-08RG

WA250-10RG
WA250-09RG

WA250-16RG
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Specifications
1、Poles：2 to 24P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25�  to +85�

     (Including temperature rise in applying electrical  current)  
5、Contact resistance：Initia l value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute
8、Applicable wire：AW G #26 to  #20
9、Applicable PC board thickness：1.2~1.6mm

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

TERMINAL

A

A

B

B

3.
4

17

2.
5

� 0.9

17

2.
5

� 0.9

1.
8

1.
9

5.2
11.2

2.8 0.
6

0.
7

2.
5

2.3 1.8

2

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.13 to 0.52 AWG #26 to #20 1.3 to 1.9mm Phosphor bronze Tin-plated 9,000pcsWI250-TT
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WI250 - Connector 2.5mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

Poles Part No. DIM=A DIM=B
2 2.50 6.90
3 5.00 9.40
4 7.50 11.90
5 10.00 14.40
6 12.50 16.90
7 15.00 19.40
8 17.50 21.90
9 20.00 24.40

10 22.50 26.90
11 25.00 29.40
12 27.50 31.90
-- -- -- -- --
24 57.50 61.90B

5.8

14

Poles Part No. DIM=A DIM=B
2 2.50 5.00
3 5.00 7.50
-- -- -- -- --
24 57.50 60.00

2 2.50 5.00
3 5.00 7.50
-- -- -- -- --
24 57.50 60.00

2.5
A
B

0.64�  
4.9

3

10
.5

3.
4

2.5
A
B 4.9 3.4

0.
64

�
 

3

B
A

2.5

3

0.
64

�
 

3.44.9

1.
65

2 2.50 5.00
3 5.00 7.50
-- -- -- -- --
24 57.50 60.00

2.5
A

WI250-02H
WI250-03H
WI250-04H
WI250-05H
WI250-06H
WI250-07H

WI250-11H
WI250-12H

WI250-08H

WI250-10H
WI250-09H

WI250-24H

WI250-02S
WI250-03S

WI250-24S

WI250-02R
WI250-03R

WI250-24R

WI250-02RG
WI250-03RG

WI250-24RG

WI250-R WI250-RG

WI250-XXS
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Specifications
1、Poles：2 to 16P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25�  to +85�

     (Including temperature rise in applying electrical  current)  
5、Contact resistance：Initia l value / ≤  20mΩ
      After environmenta l test ing / ≤  30mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute
8、Applicable wire：AW G #28 to  #22
9、Applicable PC board thickness：1.6mm

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

TERMINAL

A

A

B

B

2.
5

� 0.9

10
.7

3.
4

5

5.
1

10.6

1.
5

1.
9

0.
6

2.4

7

1.
1

2.
5

2.3

1.
6

1.7

0.7

2.
5

� 0.9

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 11,000pcs

11.1

WD250-TT
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WD250 - Connector 2.5mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

2.5
A
B

Poles Part No. DIM=A DIM=B
2 2.50 7.40
3 5.00 9.90
4 7.50 12.40
5 10.00 14.90
6 12.50 17.40
7 15.00 19.90
8 17.50 22.40
9 20.00 24.90

10 22.50 27.40
11 25.00 29.90
12 27.50 32.40
-- -- -- -- --
16 37.50 42.40

B-1.6 3.3

8.9
4.

7

Poles Part No. DIM=A DIM=B
2 2.50 7.50
3 5.00 10.00
4 7.50 12.50
5 10.00 15.00
-- -- -- -- --
16 37.50 42.50

2.5
A
B

9.
4

0.7�
4.95

2.5
A
B 3.44.95

7.
9

Poles Part No. DIM=A DIM=B
2 2.50 7.50
3 5.00 10.00
4 7.50 12.50
5 10.00 15.00
-- -- -- -- --
16 37.50 42.50

2 2.50 7.50
3 5.00 10.00
4 7.50 12.50
5 10.00 15.00
-- -- -- -- --
16 37.50 42.50

2 2.50 7.50
3 5.00 10.00
4 7.50 12.50
5 10.00 15.00
-- -- -- -- --
16 37.50 42.50

WD250-02H
WD250-03H
WD250-04H
WD250-05H
WD250-06H
WD250-07H

WD250-11H
WD250-12H

WD250-08H

WD250-10H
WD250-09H

WD250-16H

WD250-04S
WD250-05S

WD250-03S
WD250-02S

WD250-16S

WD250-04SC
WD250-05SC

WD250-03SC
WD250-02SC

WD250-16SC

WD250-04R
WD250-05R

WD250-03R
WD250-02R

WD250-16R

WD250-04RC
WD250-05RC

WD250-03RC
WD250-02RC

WD250-16RC

S SC

R RC
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Specifications
1、Poles：2 to 20P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25�  to +85�

     (Including temperature rise in applying electrical  current)  
5、Contact resistance：Initia l value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute
8、Applicable wire：AW G #28 to  #20
9、Applicable PC board thickness：1.2~1.6mm

Mounting Measurement
Straight Angle(V-Type)

TERMINAL

A

A

B

B

2.
5

� 0.9

3.
4

11
.4

7

1.
8

2.
1

3.1

2.
25

6.6

0.
8

1.4

2.
9

1.
9

2.85 1.5

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.5 AWG #28 to #20 0.8 to 1.9mm Phosphor bronze Tin-plated 8,000pcsWM250-TTS

61



A

W
M

250 - C
onnector 2.5m

m
 pitch

WM250 - Connector 2.5mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

2.5
A
B

Poles Part No. DIM=A DIM=B
2 2.50 7.30
3 5.00 9.80
4 7.50 12.30
5 10.00 14.80
6 12.50 17.30
7 15.00 19.80
8 17.50 22.30
9 20.00 24.80

10 22.50 27.30
11 25.00 29.80
12 27.50 32.30
-- -- -- -- --
20 47.50 52.30

B-1.7 5.8

6.
9

9.
5

2.5
A
B 6.4

3.
4

8.
8

Poles Part No. DIM=A DIM=B
2 2.50 7.50
3 5.00 10.00
4 7.50 12.50
5 10.00 15.00
6 12.50 17.50
7 15.00 20.00
8 17.50 22.50
9 20.00 25.00

10 22.50 27.50
11 25.00 30.00
12 27.50 32.50
-- -- -- -- --
20 47.50 52.50

0.6Ø

WM250-02HM
WM250-03HM
WM250-04HM
WM250-05HM
WM250-06HM
WM250-07HM

WM250-11HM
WM250-12HM

WM250-08HM

WM250-10HM
WM250-09HM

WM250-20HM

WM250-02SD
WM250-03SD
WM250-04SD
WM250-05SD
WM250-06SD
WM250-07SD

WM250-11SD
WM250-12SD

WM250-08SD

WM250-10SD
WM250-09SD

WM250-20SD

62



A

WG250 - Connector 2.5mm pitch

W
G

25
0 

- C
on

ne
ct

or
 2

.5
m

m
 p

itc
h

Specifications
1、Poles：2 to 16P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25�  to +85�

     (Including temperature rise in applying electrical  current)  
5、Contact resistance：  Initial value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute
8、Applicable wire：AW G #30 to  #22
9、Applicable PC board thickness：1.6mm

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

12
.3

3.
4

1.
6

2.
5

1.1� - 0
0.2+

17

8.
2

2.
5

� 0.93.
4

13.6

A-A B-B

TERMINAL

B

B

A

A

0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 6,000pcs

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 6,000pcs
0.05 to 0.13 AWG #30 to #26 0.9 to 1.3mm Phosphor bronze Tin-plated 6,000pcs

1.
85

T1=6.3
T2=6.45

2.4 T1=0.8
T2=0.9

2.
3

0.
7

T2=3
T1=1.9

T2
=2

.9
T1

=1
.9

T2=1.5
T1=1.3T2

=1
.8

T1
=1

.5

WC250-T1

WC250-T3

WC250-T2

T3
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WG250 - Connector 2.5mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Straight Angle(V-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

A

B

B+2.3

4

8.
2

Poles Part No. DIM=A DIM=B DIM=C
3 5.00 8.20 3.6
4 7.50 10.70 6.1
5 10.00 13.20 7.5
6 12.50 15.70 7.5
7 15.00 18.20 7.5
8 17.50 20.70 7.5
9 20.00 23.20 7.5

10 22.50 25.70 7.5
11 25.00 28.20 7.5
12 27.50 30.70 7.5
13 30.00 33.20 7.5
-- -- -- -- --
16 37.50 40.70 7.5

B
A

6.5

3.
4

7

5.8
0.64�  

Poles Part No. DIM=A DIM=B DIM=C
3 5.00 10.00 3.0
4 7.50 12.50 3.0
5 10.00 15.00 4.5
6 12.50 17.50 4.5
7 15.00 20.00 4.5
8 17.50 22.50 4.5
9 20.00 25.00 4.5

10 22.50 27.50 4.5
11 25.00 30.00 4.5
12 27.50 32.50 4.5
13 30.00 35.00 4.5
-- -- -- -- --
16 37.50 42.50 4.5

B
A

5.8

7
3.

4

0.64�  

� 1

0.9

4.
35

Poles Part No. DIM=A DIM=B DIM=C
3 5.00 10.00 3.0
4 7.50 12.50 3.0
5 10.00 15.00 4.5
6 12.50 17.50 4.5
7 15.00 20.00 4.5
8 17.50 22.50 4.5
9 20.00 25.00 4.5

10 22.50 27.50 4.5
11 25.00 30.00 4.5
12 27.50 32.50 4.5
13 30.00 35.00 4.5
-- -- -- -- --
16 37.50 42.50 4.5

9.
5 8.
45

6.5

2.7

C

C

2.5

C

2.5

2.5

WG250-03HM
WG250-04HM
WG250-05HM
WG250-06HM
WG250-07HM
WG250-08HM

WG250-12HM
WG250-13HM

WG250-09HM

WG250-11HM
WG250-10HM

WG250-16HM

WG250-03SD
WG250-04SD
WG250-05SD
WG250-06SD
WG250-07SD
WG250-08SD

WG250-12SD
WG250-13SD

WG250-09SD

WG250-11SD
WG250-10SD

WG250-16SD

WG250-03SDW
WG250-04SDW
WG250-05SDW
WG250-06SDW
WG250-07SDW
WG250-08SDW

WG250-12SDW
WG250-13SDW

WG250-09SDW

WG250-11SDW
WG250-10SDW

WG250-16SDW
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WAFER
Material：

HOUSING
Material：

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

Right Angle(R-Type)

11
.6

5

B
A

0.
64

�
 

3.45.8

7

B
A

6.5

0.
64

�
 

3.45.8

Poles Part No. DIM=A DIM=B DIM=C
3 5.00 10.00 3.0
4 7.50 12.50 3.0
5 10.00 15.00 4.5
6 12.50 17.50 4.5
7 15.00 20.00 4.5
8 17.50 22.50 4.5
9 20.00 25.00 4.5

10 22.50 27.50 4.5
11 25.00 30.00 4.5
12 27.50 32.50 4.5
13 30.00 35.00 4.5
-- -- -- -- --
16 37.50 42.50 4.5

Poles Part No. DIM=A DIM=B DIM=C
3 5.00 10.00 3.0
4 7.50 12.50 3.0
5 10.00 15.00 4.5
6 12.50 17.50 4.5
7 15.00 20.00 4.5
8 17.50 22.50 4.5
9 20.00 25.00 4.5

10 22.50 27.50 4.5
11 25.00 30.00 4.5
12 27.50 32.50 4.5
13 30.00 35.00 4.5
-- -- -- -- --
16 37.50 42.50 4.5

9.
7

7.
77

6.5

9.
5

B

8.
45

4

8.
2

B+2.3
A

4.
1

3.4
Poles Part No. DIM=A DIM=B DIM=C

3 5.00 8.20 3.6
4 7.50 10.70 6.1
5 10.00 13.20 7.5
6 12.50 15.70 7.5
7 15.00 18.20 7.5
8 17.50 20.70 7.5
9 20.00 23.20 7.5

10 22.50 25.70 7.5
11 25.00 28.20 7.5
12 27.50 30.70 7.5
13 30.00 33.20 7.5
-- -- -- -- --
16 37.50 40.70 7.5

2.5

C

C

C

2.5

2.5

WG250-03HMB
WG250-04HMB
WG250-05HMB
WG250-06HMB
WG250-07HMB
WG250-08HMB

WG250-12HMB
WG250-13HMB

WG250-09HMB

WG250-11HMB
WG250-10HMB

WG250-16HMB

WG250-03RG
WG250-04RG
WG250-05RG
WG250-06RG
WG250-07RG
WG250-08RG

WG250-12RG
WG250-13RG

WG250-09RG

WG250-11RG
WG250-10RG

WG250-16RG

WG250-03R
WG250-04R
WG250-05R
WG250-06R
WG250-07R
WG250-08R

WG250-12R
WG250-13R

WG250-09R

WG250-11R
WG250-10R

WG250-16R
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WG250 - Connector 2.5mm pitch

FITTING
Material：

HOUSING
Material：

Material：

Nylon 66 UL94V-0

Nylon 66 UL94V-0

Nylon 66 UL94V-0

5.7

2.5

7.
8

9.
5

8

4

7.2
5

5.7

2.
7

2.5
8

4.
1

9.
5

7.
8

7.2
5

4

1.1

3.7
5

B

5.3

3.
4

A
2.5

Poles Part No. DIM=A DIM=B
2 2.50 8.00
3 5.00 10.50
4 7.50 13.00
5 10.00 15.50
6 12.50 18.00
7 15.00 20.50
8 17.50 23.00
9 20.00 25.50

10 22.50 28.00
11 25.00 30.50
12 27.50 33.00
-- -- -- -- --
16 37.50 43.00

B

2.5
A

4.
2

3.
75

Poles Part No. DIM=A DIM=B
2 2.50 8.00
3 5.00 10.50
4 7.50 13.00
5 10.00 15.50
6 12.50 18.00
7 15.00 20.50
8 17.50 23.00
9 20.00 25.50

10 22.50 28.00
11 25.00 30.50
12 27.50 33.00
-- -- -- -- --
16 37.50 43.00

WG250-02F1
WG250-03F1
WG250-04F1
WG250-05F1
WG250-06F1
WG250-07F1

WG250-11F1
WG250-12F1

WG250-08F1

WG250-10F1
WG250-09F1

WG250-16F1

WG250-02F2
WG250-03F2
WG250-04F2
WG250-05F2
WG250-06F2
WG250-07F2

WG250-11F2
WG250-12F2

WG250-08F2

WG250-10F2
WG250-09F2

WG250-16F2

WG250-02HM WG250-02HMB

WG250-XXHM

WG250-XXHMB
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WG250 - Connector 2.5mm pitch
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WAFER
Material：
Straight Angle(V-Type)

Material：

Through-hole type shrouded header on radial-tape
Material：Nylon 66 UL94V-0  & Brass/Tin-plated

Nylon 66 UL94V-0 & Brass/Tin-plated

Nylon 66 UL94V-0 & Brass/Tin-plated

5

A
C B

2.
9

7
� 0.7

9
20

12.7

18

6.5

� 4

12.7 2.5

9
20

7

7.512.7 6.5

� 4

18

3.85

5.1

D

Poles Part No. DIM=A DIM=B DIM=C DIM=D
2 2.50 7.50 12.7 2.5
3 5.00 10.00 12.7 2.5
4 7.50 12.50 25.4 2.5
5 10.00 15.00 25.4 5.0
6 12.50 17.50 25.4 5.0
7 15.00 20.00 25.4 7.5
8 17.50 22.50 25.4 7.5

7.5
2.5

6.5

7
3.

4

2

WG250-02SDR
WG250-03SDR
WG250-04SDR
WG250-05SDR
WG250-06SDR
WG250-07SDR
WG250-08SDR
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WG250 - Connector 2.5mm pitch

WAFER
Material：
Straight Angle(V-Type)

Material：

Through-hole type shrouded header on radial-tape
Material：Nylon 66 UL94V-0  & Brass/Tin-plated

Nylon 66 UL94V-0 & Brass/Tin-plated

Nylon 66 UL94V-0 & Brass/Tin-plated

7.5
2.5 3.

4
7

C B

2.
9

7

� 0.7

18

� 4 9
20

5

A

12.73.85

D
6.5

7

7.512.7

� 4

18

12.7

9
20

5.1 2.5

6.5

2

1.
45

0.9

6.5

Poles Part No. DIM=A DIM=B DIM=C DIM=D
2 2.50 7.50 12.7 2.5
3 5.00 10.00 12.7 2.5
4 7.50 12.50 25.4 2.5
5 10.00 15.00 25.4 5.0
6 12.50 17.50 25.4 5.0
7 15.00 20.00 25.4 7.5
8 17.50 22.50 25.4 7.5

1�

1.
5

1�

1.
5

1�

WG250-02SMPR
WG250-03SMPR
WG250-04SMPR
WG250-05SMPR
WG250-06SMPR
WG250-07SMPR
WG250-08SMPR
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A-A B-B

A

BH254 - Connector 2.54mm pitch
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Specifications
1、Poles：1 to 40P
2、Current rating：3A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25�  to +95�

     (Including temperature rise in applying electrical  current)  
5、Contact resistance：Initia l value / ≤  20mΩ
      After environmenta l test ing / ≤  30mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AW G #26 to  #22
9、Applicable PC board thickness：1.6mm

TERMINAL

A

A B

B

1.
6

1.
55

4.6
11.6

2.
7

2.55

1.
6

1.65

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.13 to 0.33 AWG #26 to #22 1.2 to 1.6mm Phosphor bronze Tin-plated 10,000pcs
0.13 to 0.33 AWG #26 to #22 1.2 to 1.6mm Phosphor bronze Nickel-Gold 10,000pcs

BT254-22T
BT254-22G

Mounting Measurement 

� 0.9

2.
54

� 0.9

2.
54

3
16

.5

4.
1

3.
23

18

Right Angle(R-Type)

Straight Angle(V-Type)

Right Angle(R-Type)

Straight Angle(V-Type)

16
.5

3

2.
54

� 0.9

2.
6

3

2.
54

� 0.9

16.5

18
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BH254 onnector 2.54mm pitch

WAFER
Material：
Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0 & Brass/Gold-plated

2.54
A
B

0.64�  
2.54

3
2.

5

11
.5

B 3 2.54

2.
5

6

Poles Part No. DIM=A DIM=B
1 2.54
2 2.54 5.08
3 5.08 7.62
4 7.62 10.16
5 10.16 12.70
6 12.70 15.24
7 15.24 17.78
8 17.78 20.32
9 20.32 22.86

10 22.86 25.40
11 25.40 27.94
-- -- -- -- --
40 99.06 101.60

Poles Part No. DIM=A DIM=B
1 2.54
2 2.54 5.08
3 5.08 7.62
4 7.62 10.16
5 10.16 12.70
6 12.70 15.24
7 15.24 17.78
8 17.78 20.32
9 20.32 22.86

10 22.86 25.40
11 25.40 27.94
-- -- -- -- --
40 99.06 101.60

0.
64

�
 

2.54
A

HOUSING
Material：PPO & Nylon 66 UL94V-0

14

4.1

B

Poles Part No. DIM=A DIM=B
6 12.70 15.24
7 15.24 17.78
8 17.78 20.32
9 20.32 22.86

10 22.86 25.40
11 25.40 27.94
12 27.94 30.48
13 30.48 33.02
14 33.02 35.56
15 35.56 38.10
16 38.10 40.64
-- -- -- -- --
40 99.06 101.60

2.54
A

3.5

2.
6

3.
8

1 0
1 0
1 0
1 0
1 0
1 0

1 0
1 0

1 0

1 0
1 0

1 0

HOUSING
Material：PPO & Nylon 66 UL94V-0

2.54
A
B

2.6

14

Poles Part No. DIM=A DIM=B
6 12.70 15.24
7 15.24 17.78
8 17.78 20.32
9 20.32 22.86

10 22.86 25.40
11 25.40 27.94
12 27.94 30.48
13 30.48 33.02
14 33.02 35.56
15 35.56 38.10
16 38.10 40.64
-- -- -- -- --
40 99.06 101.60

1 P
1 P
1 P
1 P
1 P
1 P

1 P
1 P

1 P

1 P
1 P

1 P
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Connector 2.54mm pitch
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Specifications
1、Poles：2PX2 to 40PX2
2、Current rating：3A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +95°C

    
 (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  20mΩ
      After environmenta l test ing / ≤  30mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AW G #26 to  #22
9、Applicable PC board thickness：1.6mm

TERMINAL

B

BA

A

1.
6

11.6
4.6

1.
55

2.55

2.
7

1.65

1.
6

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.13 to 0.33 AWG #26 to #22 1.2 to 1.6mm Phosphor bronze Tin-plated 10,000pcs
0.13 to 0.33 AWG #26 to #22 1.2 to 1.6mm Phosphor bronze Nickel-Gold 10,000pcs

BT254-22T
BT254-22G

Mounting Measurement

2.54

� 0.9

2.
54

� 0.9

2.54

2.
54

3
16

.5

3
6.

7

16.5

2.54

2.5418

Right Angle(R-Type)

Straight Angle(V-Type)

Right Angle(R-Type)

Straight Angle(V-Type)

16
.5

3

2.
54

� 0.9

2.542.54

5.
2

3

16.5
2.

54

2.54

� 0.9

18 2.54
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BH254 onnector 2.54mm pitch

WAFER
Material：
Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0 & Brass/Gold-plated

2.54
A
B

2.54
5

3
2.

5

11
.5

2.54
A
B

2.
54

2.
5

6

Poles Part No. DIM=A DIM=B
4 2.54 5.08
6 5.08 7.62
8 7.62 10.16

10 10.16 12.70
12 12.70 15.24
14 15.24 17.78
16 17.78 20.32
18 20.32 22.86
20 22.86 25.40
22 25.40 27.94
24 27.94 30.48
-- -- -- -- --
80 99.06 101.60

3 5

Poles Part No. DIM=A DIM=B
4 2.54 5.08
6 5.08 7.62
8 7.62 10.16

10 10.16 12.70
12 12.70 15.24
14 15.24 17.78
16 17.78 20.32
18 20.32 22.86
20 22.86 25.40
22 25.40 27.94
24 27.94 30.48
-- -- -- -- --
80 99.06 101.60

0.
64

�
 

0.64�  

HOUSING
Material：PPO & Nylon 66 UL94V-0

14

5.2

B

Poles Part No. DIM=A DIM=B
12 12.70 15.24
14 15.24 17.78
16 17.78 20.32
18 20.32 22.86
20 22.86 25.40
22 25.40 27.94
24 27.94 30.48
26 30.48 33.02
28 33.02 35.56
30 35.56 38.10
32 38.10 40.64
-- -- -- -- --
80 99.06 101.60

1.5
3.5

2.54
A

2.
54

3.
8

HOUSING
Material：PPO & Nylon 66 UL94V-0

2.54
A
B

2.
54

5.2

14

Poles Part No. DIM=A DIM=B
12 12.70 15.24
14 15.24 17.78
16 17.78 20.32
18 20.32 22.86
20 22.86 25.40
22 25.40 27.94
24 27.94 30.48
26 30.48 33.02
28 33.02 35.56
30 35.56 38.10
32 38.10 40.64
-- -- -- -- --
80 99.06 101.60

0
0
0
0
0
0

0
0

0

0
0

0
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WA254 - Connector 2.54mm pitch
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Specifications
1、Poles：2 to 16P
2、Current rating：4.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：Initia l value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute
8、Applicable wire：AW G #28 to  #22
9、Applicable PC board thickness：1.6mm

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

TERMINAL

A

A

B

B

16
.1

3.4

2.
54

� 0.9

6.
15

3.
4

2.
54

� 0.9

0.
7

1 1.
9

3
0.

653.5

2.
3

2

2

1.7

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 10,000pcs
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Nickel-Gold 10,000pcs

16.1

15.6

9.65

WA254-TT
WA254-TG
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WA254 - Connector 2.54mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

B

Poles Part No. DIM=A DIM=B
2 2.54 5.76
3 5.08 8.30
4 7.62 10.84
5 10.16 13.38
6 12.70 15.92
7 15.24 18.46
8 17.78 21.00
9 20.32 23.54

10 22.86 26.08
11 25.40 28.62
12 27.94 31.16
-- -- -- -- --
16 38.10 41.32

8

4.
8

6
12

.9

2.54
A
B

Poles Part No. DIM=A DIM=B
2 2.54 5.08
3 5.08 7.62
-- -- -- -- --
16 38.10 40.64

14
.93.

2

3.
4

5.7
0.64�  

11
.5

B

3.
2

8.3

5.7 3.4

0.
64

�
 

2 2.54 5.08
3 5.08 7.62
-- -- -- -- --
16 38.10 40.64

8.
3

3.
2

B

0.
64

�
 

3.45.7

1.
65

2 2.54 5.08
3 5.08 7.62
-- -- -- -- --
16 38.10 40.64

2.54
A

2.54
A 2.54

A

WA254-02H
WA254-03H
WA254-04H
WA254-05H
WA254-06H
WA254-07H

WA254-11H
WA254-12H

WA254-08H

WA254-10H
WA254-09H

WA254-16H

WA254-02S
WA254-03S

WA254-16S

WA254-02RG
WA254-03RG

WA254-16RG

WA254-02RR
WA254-03RR

WA254-16RR

WA254-XXS

WA254-XXRG WA254-XXRR
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WA254 - Connector 2.54mm pitch
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Specifications
1、Poles：4P
2、Current rating：4.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute
8、Applicable wire：AW G #28 to  #22
9、Applicable PC board thickness：1.6mm

Mounting Measurement
Straight Angle(V-Type)

TERMINAL

B

B

A

A

15
.5

3.
4

2.
54

� 0.9

1.
91

0.
7

2

2.
3

1.7

2

3.5

0.
65

3

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 10,000pcs
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Nickel-Gold 10,000pcs

9.65

WA254-TT
WA254-TG
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WA254 - Connector 2.54mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Material：

Nylon 66 UL94V-0

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

B

13

8

64.
8

2.9 7.6

A
2.54

Poles Part No. DIM=A DIM=B
4 7.62 10.84

2.54
A
B

8

3.
4

2.
5

Poles Part No. DIM=A DIM=B
4 7.62 10.16

0.64�  
5.7

3.815.08

13
4.

8
6.

5

2.
3

2.54
A
B

Poles Part No. DIM=A DIM=B
2 2.54 5.76
3 5.08 8.30
4 7.62 10.84
5 10.16 13.38
6 12.70 15.92
7 15.24 18.46
8 17.78 21.00
9 20.32 23.54

10 22.86 26.08
11 25.40 28.62
12 27.94 31.16
-- -- -- -- --
16 38.10 41.32

WA254-04HS

WA254-02HC
WA254-03HC
WA254-04HC
WA254-05HC
WA254-06HC
WA254-07HC

WA254-11HC
WA254-12HC

WA254-08HC

WA254-10HC
WA254-09HC

WA254-16HC

WA254-04SS
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WC254 - Connector 2.54mm pitch
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Specifications
1、Poles：2P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

    
 (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  20mΩ
      After environmenta l test ing / ≤  30mΩ
6、Insulation resistance：≥  500MΩ
7、Withstanding voltage：1000V  AC/minute
8、Applicable wire：AW G #28 to  #22
9、Applicable PC board thickness：1.2~1.6mm

Mounting Measurement
Straight Angle(V-Type)

TERMINAL

A

A

B

B

2.5
4

2.35

� 0.9

� 1.1

10
.4

3

0.
7

1.9
6.7

1.
9

0.
51.35

1.
4

2.
3

2.4

2

1.8

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 10,000pcsWC254-TT
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WC254 - Connector 2.54mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

A
B

B-1.8

8
5

3.4

4

A
B

0.64�  

3
6.

4

5.8

Poles Part No. DIM=A DIM=B
2 2.54 7.44

Poles Part No. DIM=A DIM=B
2 2.54 7.35

WC254-02H

WC254-02S
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Specifications
1、Poles：2 to 16P
2、Current rating：7.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AW G #24 to  #18
9、Applicable PC board thickness：1.6mm

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

TERMINAL

A

A B

B

19
.2

3.
6

3.
96

� 1.7

19.2

10
.2

3.
6

3.
96

� 1.7

4

3.2

2.
5

2.20.
95

1.
9

4.
55

0.
9

2.
9

6.2

14

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.83 AWG #24 to #18 2.8mm(MAX) Phosphor bronze Tin-plated 5,000pcs

22.7

WA396-TT
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WA396 - Connector 3.96mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-2(0)

Nylon 66 UL94V-2(0) & Brass/Tin-plated

B

Poles Part No. DIM=A DIM=B
2 3.96 8.68
3 7.92 12.64
4 11.88 16.60
5 15.84 20.56
6 19.80 24.52
7 23.76 28.48
8 27.72 32.44
9 31.68 36.40

10 35.64 40.36
11 39.60 44.32
12 43.56 48.28
-- -- -- -- --
16 59.40 64.12

7.8

16
3.

6

10.15
1.14�  

12
.4

Poles Part No. DIM=A DIM=B
2 3.96 7.92
3 7.92 11.88
-- -- -- -- --
16 59.40 63.36

B 3.6 10.15

3.
2

1.14�  

2 3.96 7.92
3 7.92 11.88
-- -- -- -- --
16 59.40 63.36

B

3.
5

3.
2

B

1.14�  

10.153.6
A

2 3.96 7.92
3 7.92 11.88
-- -- -- -- --
16 59.40 63.36

3.96
A

3.96
A

3.96
A

3.96

WA396-02H
WA396-03H
WA396-04H
WA396-05H
WA396-06H
WA396-07H

WA396-11H
WA396-12H

WA396-08H

WA396-10H
WA396-09H

WA396-16H

WA396-02S
WA396-03S

WA396-16S

WA396-02R
WA396-03R

WA396-16R

WA396-02RG
WA396-03RG

WA396-16RG

WA396-R WA396-RG

WA396-S

WA396-H
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Specifications
1、Poles：2 to 16P
2、Current rating：10A   AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AW G #26 to  #18
9、Applicable PC board thickness：1.6mm

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

TERMINAL

A

A B

B

16
.7

3.
6

16.7

10
.7

3.
6

3.
96

� 1.7

4

3.8

2.
65

2.1

3

4

10.8
9.4

5.4

3.
5

1

1

20.7

3.5

1.
98

 <
2P

>

3.5

3.
96

5.
94

 <
3~

NP
>

� 1.7

1.1� - 0
0.2+

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.33 to 0.83 AWG #22 to #18 1.7 to 3.0mm Phosphor bronze Tin-plated 3,000pcsWB396-TT
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WB396 - Connector 3.96mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

B

Poles Part No. DIM=A DIM=B
2 3.96 8.52
3 7.92 12.48
4 11.88 16.44
5 15.84 20.40
6 19.80 24.36
-- -- -- -- --
16 59.40 63.96

13
.5

H= HB
=1

3.
3

8.
35

10

7.35 1.9

3.96

B

3.
6

9.
4

8

3.
2

Poles Part No. DIM=A DIM=B
2 3.96 7.92
3 7.92 11.88
-- -- -- -- --
16 59.40 63.36

B
3.6 8

9.
4

3.
2

2 3.96 7.92
3 7.92 11.88
-- -- -- -- --
16 59.40 63.36

2 3.96 7.92
3 7.92 11.88
-- -- -- -- --
16 59.40 63.36

3.96
A

A

3.96
A

1.1
4

�
 

4.
4

7.
7

1.14�  

3.96
A
B

1� 3

1.14�  

9.
4

3.
6

1.
6

7.92 <3P~NP> 3.96 <2P>

2 3.96 7.86
3 7.92 11.82
4 11.88 15.78
5 15.84 19.74
6 19.80 23.70
-- -- -- -- --
16 59.40 63.30

WB396-02H
WB396-03H
WB396-04H
WB396-05H
WB396-06H

WB396-16H

WB396-02S
WB396-03S

WB396-16S

WB396-02R
WB396-03R

WB396-16R

WB396-02RG
WB396-03RG

WB396-16RG

WB396-H

WB396-S

WB396-R

WB396-RG

WB396-SW

WB396-02HB
WB396-03HB
WB396-04HB
WB396-05HB
WB396-06HB

WB396-16HB

2 3.96 7.92
3 7.92 11.88
-- -- -- -- --
16 59.40 63.36

WB396-02SW
WB396-03SW

WB396-16SW
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W
B

39
6 

- C
on

ne
ct

or
 3

.9
6m

m
 p

itc
h

Specifications
1、Poles：2 to 16P
2、Current rating：10A   AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AW G #26 to  #18
9、Applicable PC board thickness：1.6mm

Mounting Measurement
Straight Angle(V-Type) Right Angle(R-Type)

TERMINAL

B

BA

A

10.9 10.7

18
3.

6

16
.5

3.
6

10
.9

10
.7

18

16.5

3

1

3.8

4

2.1

2.
65

1
3.

5

5.4

9.4
10.8

4

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.33 to 0.83 AWG #22 to #18 1.7 to 3.0mm Phosphor bronze Tin-plated 3,000pcsWB396-TT
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WB396 - Connector 3.96mm pitch

FITTING
Material：

HOUSING
Material：

Material： Material：

Nylon 66 UL94V-0

Nylon 66 UL94V-0

Nylon 66 UL94V-0 Nylon 66 UL94V-0

Z
13

.3
8.

25

3.96
A
B

Poles Part No. DIM=A DIM=B
2 3.96 7.86
3 7.92 11.82
4 11.88 15.78
5 15.84 19.74
6 19.80 23.70
7 23.76 27.66
8 27.72 31.62
9 31.68 35.58

10 35.64 39.54
11 39.60 43.50
12 43.56 47.46
-- -- -- -- --
16 59.40 63.30

7.25 7.25

3.81
A

B

3.96

1.
9

6
1.

5
7.3

7.3

8.5

8.
5

A
3.81 3.96

6.8

B

2.
8

3.
9

3.
9

2.
8

B

6.8

8.5

8.
5

A
7.77

Poles Part No. DIM=A DIM=B
2 3.66 7.66
3 7.62 11.62
4 11.58 15.58
5 15.54 18.54
6 19.50 22.50
7 23.46 26.46
8 27.42 30.42
9 31.38 34.38

10 35.34 38.34
11 39.30 42.30
12 43.26 46.26
-- -- -- -- --
16 59.10 62.10
5 15.54 18.54

WB396-02H1
WB396-03H1
WB396-04H1
WB396-05H1
WB396-06H1
WB396-07H1

WB396-11H1
WB396-12H1

WB396-08H1

WB396-10H1
WB396-09H1

WB396-16H1

WB396-02F1
WB396-03F1
WB396-04F1
WB396-05F1
WB396-06F1
WB396-07F1

WB396-11F1
WB396-12F1

WB396-08F1

WB396-10F1
WB396-09F1

WB396-16F1
WB396-05F1

WB396-XXH1

WB396-XXF1

WB396-XXF2 WB396-05F2A

WB396-XXH2

02 - 04 Positions

05 - 16 Positions
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TERMINAL

B

BA

A

1.
7

6.8 4.4TP2=
T12P2=2.6

4
TP

2=
T1

2P
2=

2.
7

2.9TP2=
T12P2=2.2TP

2=
2.

4
T1

2P
2=

2.
1

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.52 to 1.31 AWG #20 to #16 1.9 to 3.1mm Phosphor bronze Tin-plated 3,500pcs
0.22 to 0.33 AWG #28 to #22 1.2 to 2.4mm Phosphor bronze Tin-plated 3,500pcs

14.7
8.6

2.
05

1.
65

0.82

EMFB-T2
EMFB-T1

Specifications
1、Poles：2 to 6P
2、Current rating：9.0A  AC,DC
3、Voltage  rating：300V  AC,DC
4、Temperature range：-25°C  to +85°C

   
  (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  15mΩ
      After environmenta l test ing / ≤  25mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AW G #28 to  #16
9、Applicable PC board thickness：1.6mm

Mounting Measurement
Right Angle(R-Type)

9.
6

3.6

4.
2

� 1.8

7.3

� 3

� 3

7.3

4.
2

2.
1

� 1.8

2P

17.3 7.3

Straight Angle(V-Type)

3.
5

23
.5

4.
2

� 3.2

� 1.4

5.4

4

2.
1

9.4
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MINI420 - Connector 4.2mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

5.3

B
A

4.2

14.8

7.
4

19.5

Poles Part No. DIM=A DIM=B
2 4.20 9.60
3 8.40 13.80
4 12.60 18.00
5 16.80 22.20
6 21.00 26.40

4.2

B

Poles Part No. DIM=A DIM=B
2 4.20 9.60
3 8.40 13.80
4 12.60 18.00
5 16.80 22.20
6 21.00 26.40

12
.8

3.
6

5.4 0.4

4.2

B

13
.3

3

3.65.8

Poles Part No. DIM=A DIM=B
2 4.20 9.60
3 8.40 13.80
4 12.60 18.00
5 16.80 22.20
6 21.00 26.40

1.
14

�
 

A 1.14�  

A

EMMT-102HW00

EMMT-103HW00

EMMT-104HW00
EMMT-105HW00

EMMT-106HW00

EMMD-102TW00

EMMD-103TW00

EMMD-104TW00
EMMD-105TW00

EMMD-106TW00

EMMQ-102TW00

EMMQ-103TW00

EMMQ-104TW00
EMMQ-105TW00

EMMQ-106TW00
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WAFER
Material：
Right Angle(R-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0 & Brass/Tin-plated

A
B

12
.8

1.14�  

B

12
.8

3.6 5.8

Poles Part No. DIM=A DIM=B
2 4.20 9.60

Poles Part No. DIM=A DIM=B
3 8.40 13.80
4 12.60 18.00
5 16.80 22.20
6 21.00 26.40

3.6 5.8

4.2
A

7.3
7.

3

EMMQ-102TW10

EMMQ-103TW10

EMMQ-104TW10
EMMQ-105TW10

EMMQ-106TW10

87
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Connector 4.2mm pitch
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MINI420 - Connector 4.2mm pitch
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Specifications
1、Poles：1PX2 to 12PX2
2、Current rating：9.0A  AC,DC
3、Voltage  rating：300V  AC,DC
4、Temperature range：-25°C  to +85°C
     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  15mΩ
      After environmenta l test ing / ≤  25mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AW G #28 to  #16
9、Applicable PC board thickness：1.6mm

TERMINAL

A

A B

B

6.8

1.
7

4
TP

2=
T1

2P
2=

2.
7

4.4TP2=
T12P2=2.6 TP

2=
2.

4
T1

2P
2=

2.
1

2.9TP2=
T12P2=2.2

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.52 to 1.31 AWG #20 to #16 1.9 to 3.1mm Phosphor bronze Tin-plated 3,500pcs
0.22 to 0.33 AWG #28 to #22 1.2 to 2.4mm Phosphor bronze Tin-plated 3,500pcs

14.7
8.6

2.
05

1.
65

0.82

EMFB-T2

EMFB-T1

Mounting Measurement
Right Angle(R-Type)

3.
6

13
.8

7.3 5.5

� 3 4.
2

� 1.8

7.3 5.5

� 3 � 1.8

7.3 5.5

� 3 � 1.8

4.
2

2.
1

1P 2P

17.3 7.3 5.5

 Straight Angle(V-Type) Right Angle(R-Type)

4.
2

� 1.8

4.23.6
23

.5 13
.8

3.
6

4.
2

� 1.8

5.54.2

24.6 5.5
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MINI420 - Connector 4.2mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

B

5.3

19.5

11
.6

14.8

B

4.2

0.49.6

3.
6

12
.8

B

4.2

10 3.6

13
.3

Poles Part No. DIM=A DIM=B
2 5.40
4 4.20 9.60
6 8.40 13.80
8 12.60 18.00

10 16.80 22.20
12 21.00 26.40
14 25.20 30.60
16 29.40 34.80
18 33.60 39.00
20 37.80 43.20
22 42.00 47.40
24 46.20 51.60

Poles Part No. DIM=A DIM=B
2 5.40
4 4.20 9.60
6 8.40 13.80
8 12.60 18.00

10 16.80 22.20
12 21.00 26.40
14 25.20 30.60
16 29.40 34.80
18 33.60 39.00
20 37.80 43.20
22 42.00 47.40
24 46.20 51.60

Poles Part No. DIM=A DIM=B
2 5.40
4 4.20 9.60
6 8.40 13.80
8 12.60 18.00

10 16.80 22.20
12 21.00 26.40
14 25.20 30.60
16 29.40 34.80
18 33.60 39.00
20 37.80 43.20
22 42.00 47.40
24 46.20 51.60

0.4

0.4

A 4.21.14�  

A

5.
5

1.
14

�
 

4.2
A

EMMT-201HW00
EMMT-202HW00
EMMT-203HW00
EMMT-204HW00
EMMT-205HW00
EMMT-206HW00

EMMT-210HW00
EMMT-211HW00

EMMT-207HW00

EMMT-209HW00
EMMT-208HW00

EMMT-212HW00

EMMD-201TW0A
EMMD-202TW0A
EMMD-203TW0A
EMMD-204TW0A
EMMD-205TW0A
EMMD-206TW0A

EMMD-211TW0A

EMMD-207TW0A

EMMD-209TW0A
EMMD-208TW0A

EMMD-212TW0A

EMMD-210TW0A

EMMQ-201TW0A
EMMQ-202TW0A
EMMQ-203TW0A
EMMQ-204TW0A
EMMQ-205TW0A
EMMQ-206TW0A

EMMQ-211TW0A

EMMQ-207TW0A

EMMQ-209TW0A
EMMQ-208TW0A

EMMQ-212TW0A

EMMQ-210TW0A
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MINI420 - Connector 4.2mm pitch

WAFER
Material：
Right Angle(R-Type)

Right Angle(R-Type)

Nylon 66 UL94V-0 & Brass/Tin-plated

B

B 103.6

12
.8

1.14�  
B 3.6 10

Poles Part No. DIM=A DIM=B
2 5.40
4 4.20 9.60

Poles Part No. DIM=A DIM=B
6 8.40 13.80
8 12.60 18.00

10 16.80 22.20
12 21.00 26.40
14 25.20 30.60
16 29.40 34.80
18 33.60 39.00
20 37.80 43.20
22 42.00 47.40
24 46.20 51.60

0.4
A

12
.8

4.2

A

7.
3

5.
5

5.
5

7.
3

EMMQ-201TW1A
EMMQ-202TW1A

EMMQ-203TW1A
EMMQ-204TW1A
EMMQ-205TW1A
EMMQ-206TW1A

EMMQ-210TW1A
EMMQ-211TW1A

EMMQ-207TW1A

EMMQ-209TW1A
EMMQ-208TW1A

EMMQ-212TW1A
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Specifications
1、Poles：4PX2
2、Current rating：9.0A  AC,DC
3、Voltage  rating：300V  AC,DC
4、Temperature range：-25°C  to +85°C
     (Including temperature rise in applying electrical  current)  

5、Contact resistance：Initia l value / ≤  15mΩ
 After environmenta l test ing / ≤  25mΩ 

6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute 
8、Applicable wire：AW G #28 to  #16

Mounting Measurement
Right Angle(R-Type)

TERMINAL

A

A B

B

5.5

� 1.8

4.
2

13
.8

3.
6

6.8

1.
7

4
TP

2=
T1

2P
2=

2.
7

4.4TP2=
T12P2=2.6 TP

2=
2.

4
T1

2P
2=

2.
1

2.9TP2=
T12P2=2.2

1.
65

2.
05

8.6
14.7

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.52 to 1.31 AWG #20 to #16 1.9 to 3.1mm Phosphor bronze Tin-plated 3,500pcs
0.22 to 0.33 AWG #28 to #22 1.2 to 2.4mm Phosphor bronze Tin-plated 3,500pcs

0.82

24.6 5.5

EMFB-T2

EMFB-T1

92

Mounting Measurement
Right Angle(R-Type)

4.
5

4.
2

� 1.7

4.2 5.5

� 3.2

3.
6

13
.8

24.6 5.5
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MINI420 - Connector 4.2mm pitch

WAFER
Material：

HOUSING
Material：

Right Angle(R-Type)

Nylon 66 UL94V-0

Nylon 66 UL94V-0 & Brass/Tin-plated

Z

Z

5.3

B

14.8

11
.6

19.5

Poles Part No. DIM=A DIM=B
8 12.60 18.00

Poles Part No. DIM=A DIM=B
8 12.60 18.00

B 13.33 5.5 1.14�  

3.
6

10

4.2
A

4.2
A

EMMT-204TW01

EMMQ-204TW0A1

WAFER
Material：
Right Angle(R-Type)

Nylon 66 UL94V-0 & Brass/Tin-plated

Poles Part No. DIM=A DIM=B
2 5.40
4 4.20 9.60
6 8.40 13.80
8 12.60 18.00

10 16.80 22.20
12 21.00 26.40
14 25.20 30.60
16 29.40 34.80
18 33.60 39.00
20 37.80 43.20
22 42.00 47.40
24 46.20 51.60

4.2

B 1.8

3.
1

13
.3

3

10 3.65
A

5.
5

�
 1

.1
4

EMMQ-201TW2A
EMMQ-202TW2A

EMMQ-205TW2A
EMMQ-206TW2A

EMMQ-211TW2A

EMMQ-207TW2A

EMMQ-209TW2A
EMMQ-208TW2A

EMMQ-212TW2A

EMMQ-210TW2A

EMMQ-203TW2A
EMMQ-204TW2A
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MINI420 - Connector 4.2mm pitch

WAFER
Material：
Straight Angle(V-Type)

Straight Angle(V-Type)

Nylon 66 UL94V-0 & Brass/Tin-plated

B 5.4

B 5.4

Poles Part No. DIM=A DIM=B
2 4.20 9.60
3 8.40 13.80
4 12.60 18.00
5 16.80 22.20
6 21.00 26.40

Poles Part No. DIM=A DIM=B
4 12.60 18.00
5 16.80 22.20
6 21.00 26.40

4.2

12
.8

3.
5

4.2

3.4

2.7

4.8

2

2

3.
3

3.
5 16

.3

A

A

EMMD-102TW01

EMMD-103TW01

EMMD-104TW01
EMMD-105TW01

EMMD-106TW01

EMMD-104TW11
EMMD-105TW11

EMMD-106TW11
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MINI420 - Connector 4.2mm pitch
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Specifications
1、Poles：1PX2 to 12PX2
2、Current rating：9.0A  AC,DC
3、Voltage  rating：300V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  15mΩ
      After environmenta l test ing / ≤  25mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AW G #28 to  #16
9、Applicable PC board thickness：1.6mm

Mounting Measurement
Straight Angle(V-Type) Straight Angle(V-Type)

23
.5

3.
5

5.5

4.
2

� 1.4

3.
5

23
.5 4.

2
4.

7

0.45

5.5

� 1.4

� 3.2
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MINI420 - Connector 4.2mm pitch

WAFER
Material：
Straight Angle(V-Type)

Straight Angle(V-Type)

Nylon 66 UL94V-0 & Brass/Tin-plated

0.4 B 9.6

0.4 B

Poles Part No. DIM=A DIM=B
2 5.40
4 4.20 9.60
6 8.40 13.80
8 12.60 18.00

10 16.80 22.20
12 21.00 26.40
14 25.20 30.60
16 29.40 34.80
18 33.60 39.00
20 37.80 43.20
22 42.00 47.40
24 46.20 51.60

Poles Part No. DIM=A DIM=B
2 5.40
4 4.20 9.60
6 8.40 13.80
8 12.60 18.00

10 16.80 22.20
12 21.00 26.40
14 25.20 30.60
16 29.40 34.80
18 33.60 39.00
20 37.80 43.20
22 42.00 47.40
24 46.20 51.60

4.2
A 5.5

3.
5

12
.8

3.4

4.2 3.
5

12
.8

2.
3

9.
6

23.4

A

EMMD-201TW0A1
EMMD-202TW0A1
EMMD-203TW0A1
EMMD-204TW0A1
EMMD-205TW0A1
EMMD-206TW0A1

EMMD-211TW0A1

EMMD-207TW0A1

EMMD-209TW0A1
EMMD-208TW0A1

EMMD-212TW0A1

EMMD-210TW0A1

EMMD-201TW1A1
EMMD-202TW1A1
EMMD-203TW1A1
EMMD-204TW1A1
EMMD-205TW1A1
EMMD-206TW1A1

EMMD-211TW1A1

EMMD-207TW1A1

EMMD-209TW1A1
EMMD-208TW1A1

EMMD-212TW1A1

EMMD-210TW1A1
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A-A B-B

Specifications
1、Poles：2 to 14P
2、Current rating：5.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

  
   (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  20mΩ
      After environmenta l test ing / ≤  30mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AW G #24 to  #18
9、Applicable PC board thickness：1.6mm

Mounting Measurement
Straight Angle(V-Type)

TERMINAL

A

A B

B

19
.2

3.
6

� 1.7

5.
08

1.
9

2.
9

0.
95

4

3.2 2.2

2.
5

4.
55

0.
9

6.2

14

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.83 AWG #24 to #18 2.8mm(MAX) Phosphor bronze Tin-plated 5,000pcs396-
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WA508 onnector 5.08mm pitch
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WA508 onnector 5.08mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

ight Angle(R-Type)

Nylon 66 UL94V-2(0)

Nylon 66 UL94V-2(0) & Brass/Tin-plated

B

Poles Part No. DIM=A DIM=B
2 5.08 10.16
3 10.16 15.24
4 15.24 20.32
5 20.32 25.40
6 25.40 30.48
7 30.48 35.56
8 35.56 40.64
9 40.64 45.72

10 45.72 50.80
11 50.80 55.88
12 55.88 60.96
13 60.96 66.04
14 66.04 71.12

16

5.08
A
B 10.16

1.14�  

12
.4

3.
2

3.
6

5.08
A
B 3.6 10.16

3.
5

3.
2

12
.4

1.14�  

Poles Part No. DIM=A DIM=B
2 5.08 10.16
3 10.16 15.24
-- -- -- -- --
14 66.04 71.12

2 5.08 10.16
3 10.16 15.24
-- -- -- -- --
14 66.04 71.12

2 5.08 10.16
3 10.16 15.24
-- -- -- -- --
14 66.04 71.12

B

1.14�  

12
.4

10.163.6

5.08
A

7.9

5.08
A
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WA508 - Connector 5.08mm pitch

WAFER
Material：

HOUSING
Material：

Straight Angle(V-Type)

Nylon 66 UL94V-2(0)

Nylon 66 UL94V-2(0) & Brass/Tin-plated

16
6.

7

B

6.5

Poles Part No. DIM=A DIM=B
2 5.08 10.16
3 10.16 15.24
4 15.24 20.32
5 20.32 25.40
6 25.40 30.48
7 30.48 35.56
8 35.56 40.64
9 40.64 45.72

10 45.72 50.80
11 50.80 55.88
12 55.88 60.96
13 60.96 66.04
14 66.04 71.12

5.08
A
B 6.4

1.14�  

3.6
13

.9

Poles Part No. DIM=A DIM=B
2 5.08 10.16
3 10.16 15.24
4 15.24 20.32
5 20.32 25.40
6 25.40 30.48
7 30.48 35.56
8 35.56 40.64
9 40.64 45.72

10 45.72 50.80
11 50.80 55.88
12 55.88 60.96
13 60.96 66.04
14 66.04 71.12

5.08
A

WA508-02H0
WA508-03H0
WA508-04H0
WA508-05H0
WA508-06H0
WA508-07H0
WA508-08H0
WA508-09H0
WA508-10H0
WA508-11H0
WA508-12H0
WA508-13H0
WA508-14H0

WA508-02S0
WA508-03S0
WA508-04S0
WA508-05S0
WA508-06S0
WA508-07S0
WA508-08S0
WA508-09S0
WA508-10S0
WA508-11S0
WA508-12S0
WA508-13S0
WA508-14S0

WA508-H0

WA508-S0
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WE150 - Connector 1.5mm pitch
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Specifications
1、Poles：2 to 20P
2、Current rating：0.7A  AC,DC 
3、Voltage  rating：50V  AC,DC
4、Temperature range：-25°C  to +85°C

  
   (Including temperature rise in applying electrical  current)  

5、Insulation resistance：≥  500MΩ
6、Withstanding voltage：500 V  AC/minute
7、Applicable wire：AW G #30 to  #26
8、Applicable PC board thickness：0.6~1.2mm

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-0

A

A

B

B

Poles Part No. DIM=A DIM=B
2 1.50 3.90
3 3.00 5.40
4 4.50 6.90
5 6.00 8.40
6 7.50 9.90
7 9.00 11.40
8 10.50 12.90
9 12.00 14.40

10 13.50 15.90
11 15.00 17.40
12 16.50 18.90
-- -- -- -- --
20 28.50 30.90

1.5
A
B

2.
6

4.
75 4.
5

0.
8

6.9

T1=3.4
T3=3.65

0.
4

1.7

1.9

1.1

1.3

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.05 to 0.08 AWG #30 to #26 0.7 to 1.1mm Phosphor bronze Tin-plated 8,000pcs
0.05 to 0.08 AWG #30 to #26 0.7 to 1.1mm Phosphor bronze Tin-plated 8,000pcs
0.05 to 0.08 AWG #30 to #26 0.7 to 1.1mm Phosphor bronze Tin-plated 8,000pcs

T3
=1

.4
5

T2
=1

.3
2

T1
=1

.4
5

1.1
5

4.25

WE150-02HS
WE150-03HS
WE150-04HS
WE150-05HS
WE150-06HS
WE150-07HS
WE150-08HS
WE150-09HS
WE150-10HS
WE150-11HS
WE150-12HS

WE150-20HS

WE150-T2
WE150-T1
WE150-T3
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WE150 - Connector 1.5mm pitch

Specifications
1、Poles：2 to 20P
2、Current rating：0.7A   AC,DC 
3、Voltage  rating：50V  AC,DC
4、Temperature range：-25°C  to +85°C

    
 (Including temperature rise in applying electrical current )  

5、Insulation resistance：≥  500MΩ
6、Withstanding voltage：500V  AC/minute
7、Applicable  wire：A WG #30 to #26
8、Applicable  PC board thickness：0.6~1.2mm

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-0

A

A

B

B

Poles Part No. DIM=A DIM=B
2 1.50 3.90
3 3.00 5.40
4 4.50 6.90
5 6.00 8.40
6 7.50 9.90
7 9.00 11.40
8 10.50 12.90
9 12.00 14.40

10 13.50 15.90
11 15.00 17.40
12 16.50 18.90
-- -- -- -- --
20 28.50 30.90

1.5
A
B

4.
75

2.
6

4.5

1.
5

1.1
5

4.25
1.15

0.8TP2=
T12P2=0.66

0.
3

0.4

1.
6

1.7 1.4

1.
5

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.05 to 0.08 AWG #30 to #26 0.7 to 1.1mm Phosphor bronze Tin-plated 10,000pcs
0.05 to 0.08 AWG #30 to #26 0.7 to 1.1mm Phosphor bronze Tin-plated 10,000pcs

3

WE150-02HR
WE150-03HR
WE150-04HR
WE150-05HR
WE150-06HR
WE150-07HR
WE150-08HR
WE150-09HR
WE150-10HR
WE150-11HR
WE150-12HR

WE150-20HR

WE150-TTR

WE150-TTR1
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WE200 - Connector 2.0mm pitch
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Specifications
1、Poles：2 to 16P
2、Current rating：2.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

   
  (Including temperature rise in applying electrical  current)  

5、Insulation resistance：≥  1000MΩ
6、Withstanding voltage：800 V  AC/minute
7、Applicable wire：AW G #30 to  #24
8、Applicable PC board thickness：1.2~1.6mm

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-0

2
A
B

Poles Part No. DIM=A DIM=B
2 2.00 5.30
3 4.00 7.30
4 6.00 9.30
5 8.00 11.30
6 10.00 13.30
7 12.00 15.30
8 14.00 17.30
9 16.00 19.30

10 18.00 21.30
11 20.00 23.30
12 22.00 25.30
-- -- -- -- --
16 30.00 33.30

3

3.
3

T2
=0

.9
5

T1
=0

.8
5

T3
=1

.1

5.05

5.5

1.
65

0.
45

1.
5

0.
6

2.
2

2.4

1.
6

1.2

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.05 to 0.22 AWG #30 to #24 0.8 to 1.5mm Phosphor bronze Tin-plated 10,000pcs
0.05 to 0.22 AWG #30 to #24 0.8 to 1.5mm Phosphor bronze Tin-plated 10,000pcs
0.05 to 0.22 AWG #30 to #24 0.8 to 1.5mm Phosphor bronze Tin-plated 10,000pcs

9

5.
76

WE200-02HS
WE200-03HS
WE200-04HS
WE200-05HS
WE200-06HS
WE200-07HS
WE200-08HS
WE200-09HS
WE200-10HS
WE200-11HS
WE200-12HS

WE200-16HS

WE200-T2
WE200-T1
WE200-T3
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WE200 - Connector 2.0mm pitch

Specifications
1、Poles：2 to 16P
2、Current rating：2.0A   AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical current )  

5、Insulation resistance：≥  1000MΩ
6、Withstanding voltage：800V  AC/minute
7、Applicable  wire：A WG #30 to #24
8、Applicable  PC board thickness：1.2~1.6mm

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-0

2
A
B

5.
76.
2

3.
5

Poles Part No. DIM=A DIM=B
2 2.00 4.50
3 4.00 6.50
4 6.00 8.50
5 8.00 10.50
6 10.00 12.50
7 12.00 14.50
8 14.00 16.50
9 16.00 18.50

10 18.00 20.50
11 20.00 22.50
12 22.00 24.50
-- -- -- -- --
16 30.00 32.50

0.95

1.
75

0.
4

3.
9

1.
4

2.5
5.2

0.55

2.
2

2

1.
6

1.2

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.05 to 0.22 AWG #30 to #24 0.8 to 1.5mm Phosphor bronze Tin-plated 11,000pcs

WE200-02HR
WE200-03HR
WE200-04HR
WE200-05HR
WE200-06HR
WE200-07HR
WE200-08HR
WE200-09HR
WE200-10HR
WE200-11HR
WE200-12HR

WE200-16HR

WE200-TTR
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Specifications
1、Poles：2 to 16P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Insulation resistance：≥  1000MΩ
6、Withstanding voltage：800 V  AC/minute
7、Applicable wire：AW G #28 to  #22
8、Applicable PC board thickness：1.2~1.6mm

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-0

B

WE250 - Connector 2.5mm pitch
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Poles Part No. DIM=A DIM=B
1 3.10
2 2.50 6.50
3 5.00 9.00
4 7.50 11.50
5 10.00 14.00
6 12.50 16.50
7 15.00 19.00
8 17.50 21.50
9 20.00 24.00

10 22.50 26.50
11 25.00 29.00
-- -- -- -- --
16 37.50 41.50

B

6.
7

3.8

TT
=1

.0
5

TT
S=

1.
2 1.
75

1.
8

6
9.75

5.8 0.
5

0.
65

2.
6

2.6

1.
8

1.5

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 0.9 to 1.7mm Phosphor bronze Tin-plated 10,000pcs
0.08 to 0.33 AWG #28 to #22 0.9 to 1.7mm Phosphor bronze Tin-plated 10,000pcs

2.5
A

WE250-01HS
WE250-02HS
WE250-03HS
WE250-04HS
WE250-05HS
WE250-06HS
WE250-07HS
WE250-08HS
WE250-09HS
WE250-10HS
WE250-11HS

WE250-16HS

WE250-TT
WE250-TTS
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Specifications
1、Poles：2 to 16P
2、Current rating：2.0A   AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical current )  

5、Insulation resistance：≥  1000MΩ
6、Withstanding voltage：800V  AC/minute
7、Applicable  wire：A WG #28 to #22
8、Applicable  PC board thickness：1.2~1.6mm

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-0

B

W
E250 - C

onnector 2.5m
m

 pitch

WE250 - Connector 2.5mm pitch

Poles Part No. DIM=A DIM=B
2 2.50 5.50
3 5.00 8.00
4 7.50 10.50
5 10.00 13.00
6 12.50 15.50
7 15.00 18.00
8 17.50 20.50
9 20.00 23.00

10 22.50 25.50
11 25.00 28.00
12 27.50 30.50
-- -- -- -- --
16 37.50 40.50

2.5
A
B

3.5

6.
25

2.
7

2.55

1.
7

1.35

2
0.

35
1.

7

1.25
5.6

TT2=1.05
TT12=1.2

3.
95

0.6

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 0.9 to 1.7mm Phosphor bronze Tin-plated 8,000pcs
0.08 to 0.33 AWG #28 to #22 0.9 to 1.7mm Phosphor bronze Tin-plated 8,000pcs

WE250-02HR
WE250-03HR
WE250-04HR
WE250-05HR
WE250-06HR
WE250-07HR
WE250-08HR
WE250-09HR
WE250-10HR
WE250-11HR
WE250-12HR

WE250-16HR

WE250-TTR
WE250-TT12
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BH254 - Connector 2.54mm pitch
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Specifications
1、Poles：1 to 40P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

 
    (Including temperature rise in applying electrical  current)  

5、Insulation resistance：≥  1000MΩ
6、Withstanding voltage：1500V  AC/minute
7、Applicable wire：AW G #26 to  #22
8、Applicable PC board thickness：1.6mm

HOUSING
Material：

TERMINAL

PPO & Nylon 66 UL94V-0

14

B
A

2.54

2.6

Poles Part No. DIM=A DIM=B
1 2.54
2 2.54 5.08
3 5.08 7.62
4 7.62 10.16
5 10.16 12.70
6 12.70 15.24
7 15.24 17.78
8 17.78 20.32
9 20.32 22.86

10 22.86 25.40
11 25.40 27.94
-- -- -- -- --
40 99.06 101.60

8.22
11.5

18.5

0.
66

0.
7

2.
3

2.6

1.
55

1.8

1.
7

1.5

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.13 to 0.33 AWG #26 to #22 1.2 to 1.6mm Phosphor bronze Tin-plated 10,000pcs

BH254-01H
BH254-02H
BH254-03H
BH254-04H
BH254-05H
BH254-06H
BH254-07H
BH254-08H
BH254-09H
BH254-10H
BH254-11H

BH254-40H

BTM254-22T
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MATE368 - Connector
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A
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Specifications
1、Poles：1P
2、Current rating：5A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  10mΩ
 After environmenta l test ing / ≤  20mΩ 

6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute 
8、Applicable wire：AW G #24 to  #18

Mounting Measurement

TERMINAL

A

A

B

B

C

C

37.2

3.
3

2
Ø

10.1

16.3

0.
6

3.
4

3.4

2.
4

2
� 2.25

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.83 AWG #24 to #18 1.5 to 2.5mm Brass Tin-plated 6,000pcs

7

MN368FB-T1

109



A-A B-B C-CA

A

B

B

C

C

C

M
A

TE368 - C
onnector

MATE368 - Connector

Material：

HOUSING 

Material：

TERMINAL

Nylon 66 UL94V-2(0)

Nylon 66 UL94V-2(0)

�
5

22.2 2.2

6.
3

9.5
23.5

�
7.

5

�
5

3.
3

1.
58

Ø

10.6

16.8

0.
6

3.4

3.4 2

2.
4

� 2.25

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.83 AWG #24 to #18 1.5 to 2.5mm Brass Tin-plated 6,000pcs

7.6

MN368MB-T1

MN368M-101HWH

MN368F-101HWH
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WA125 - Connector 1.25mm pitch
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Specifications
1、Poles：2 to 16P
2、Current rating：1.0A  AC,DC(AWG  32# 0.8A)  
3、Voltage  rating：125V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  20mΩ
 After environmenta l test ing / ≤  40mΩ 

6、Insulation resistance：≥  100MΩ
7、Withstanding voltage：500 V  AC/minute  
8、Applicable wire：AW G #32 to  #28

Mounting Measurement

TERMINAL

A

A

B

B

9.2

3.2
5

0.
32

1.
05

0.
354.5

7.4

0.
94

0.4
6

1.
3

1.35

1

0.95

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.032 to 0.08 AWG #32 to #28 1.0mm(Max) Phosphor bronze Tin-plated 15,000pcsWA125-TTP
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A-A B-B C-C

C

W
A

125 - C
onnector 1.25m

m
 pitch

WA125 - Connector 1.25mm pitch

Material：

HOUSING 

Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

C

C

B

B

A

A

Poles Part No. DIM=A DIM=B
2 1.25 4.20
3 2.50 5.45
4 3.75 6.70
5 5.00 7.95
6 6.25 9.20
7 7.50 10.45
8 8.75 11.70
9 10.00 12.95

10 11.25 14.20
11 12.50 15.45
12 13.75 16.70
-- -- -- -- --
16 18.75 21.70

1.25
A
B

B-1.24

3.
25

8.
1

2.65 0.2

40.
5

B-1.3 2.3

3.
1

B

1.25
A

Poles Part No. DIM=A DIM=B
2 1.25 4.25
3 2.50 5.50
4 3.75 6.75
5 5.00 8.00
6 6.25 9.25
7 7.50 10.50
8 8.75 11.75
9 10.00 13.00

10 11.25 14.25
11 12.50 15.50
12 13.75 16.75
-- -- -- -- --
25 30.00 33.00

1.
78

1

3.4
0.8

0.
75

0.
93

1.45 1.6

1.
45

1

1.
1

0.
13

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.032 to 0.08 AWG #32 to #28 1.0mm(Max) Phosphor bronze Tin-plated 12,000pcs

WA125-02HS
WA125-03HS
WA125-04HS
WA125-05HS
WA125-06HS
WA125-07HS
WA125-08HS
WA125-09HS
WA125-10HS
WA125-11HS
WA125-12HS

WA125-16HS

WA125-02H
WA125-03H
WA125-04H
WA125-05H
WA125-06H
WA125-07H
WA125-08H
WA125-09H
WA125-10H
WA125-11H
WA125-12H

WA125-16H

WA125-TT
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WI200 - Connector 2.0mm pitch
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Specifications
1、Poles：2 to 16P
2、Current rating：2.0A  AC,DC
3、Voltage  rating：125V  AC,DC
4、Temperature range：-25°C  to +85°C

    
 (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  20mΩ
 After environmenta l test ing / ≤  30mΩ 

6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：500 V  AC/minute  
8、Applicable wire：AWG #28 to  #24

Mounting Measurement

TERMINAL

A

A

B

B

14.8

1 1.
5

0.
42 1.

25

5.5

8.7

0.
7

2

2

1.
6

1.5

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.22 AWG #28 to #24 1.2mm(MAX) Brass Tin-plated 10,000pcsWI200-TTP
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A-A B-B

W
I200 - 

onnector 2.0m
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pitch

WI200 - onnector 2.0mm pitch

Material：

TERMINAL

Nylon 66 UL94V-0

A

A

B

B

Poles Part No. DIM=A DIM=B
2 2.00 6.60
3 4.00 8.60
4 6.00 10.60
5 8.00 12.60
6 10.00 14.60
7 12.00 16.60
8 14.00 18.60
9 16.00 20.60

10 18.00 22.60
11 20.00 24.60
12 22.00 26.60
-- -- -- -- --
16 30.00 34.60

B

B-2

2.
7

9.
25

2.1

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.22 AWG #28 to #24 1.2mm(MAX) Brass Tin-plated 13,000pcs

0.
7

1.
5

1.
25

3.6 0.
5

8.35

2

2

1.
6

1.5

4.8

2
A

WI200 2 P
WI200-03HP
WI200-04HP
WI200-05HP
WI200-06HP
WI200-07HP
WI200-08HP
WI200-09HP
WI200-10HP
WI200-11HP
WI200-12HP

WI200-16HP

WI200-TTS

Z
6 : 1

HOUSING 

Material：Nylon 66 UL94V-0

Z

10
.8

B-1.4 2.7

2.
5

A
B

2

Poles Part No. DIM=A DIM=B
2 2.00 8.00
3 4.00 10.00
4 6.00 12.00
5 8.00 14.00
6 10.00 16.00
7 12.00 18.00
8 14.00 20.00
9 16.00 22.00

10 18.00 24.00
11 20.00 26.00
12 22.00 28.00
-- -- -- -- --
16 30.00 36.00

WI200 2 1
WI200-03H1
WI200-04H1
WI200-05H1
WI200-06H1
WI200-07H1
WI200-08H1
WI200-09H1
WI200-10H1
WI200-11H1
WI200-12H1

WI200-16H1

HOUSING 

Material：Nylon 66 UL94V-0

2
A
B

B-3.4
2.

5
10

.8

2.7

Poles Part No. DIM=A DIM=B
2 2.00 8.00
3 4.00 10.00
4 6.00 12.00
5 8.00 14.00
6 10.00 16.00
7 12.00 18.00
8 14.00 20.00
9 16.00 22.00

10 18.00 24.00
11 20.00 26.00
12 22.00 28.00
-- -- -- -- --
16 30.00 36.00

WI200 2 S
WI200-03HS
WI200-04HS
WI200-05HS
WI200-06HS
WI200-07HS
WI200-08HS
WI200-09HS
WI200-10HS
WI200-11HS
WI200-12HS

WI200-16HS

114



A-A B-B

C

WA200 - Connector 2.0mm pitch
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Specifications
1、Poles：2 to 6P
2、Current rating：2.0A  AC,DC
3、Voltage  rating：125V  AC,DC
4、Temperature range：-25°C  to +85°C

  
   (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  20mΩ
 After environmenta l test ing / ≤  30mΩ 

6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：500 V  AC/minute  
8、Applicable wire：AWG #28 to  #24

Mounting Measurement

TERMINAL

A

A

B

B

14

0.
55

5

7.3

2.7
11.2

0.
5

1.
45

0.
68

1.
06

1.
8

1.85

1.
2

1.3

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel

0.032 to 0.13 AWG #32 to #26 0.5 to 1.1mm Phosphor bronze Tin-plated 11,000pcsWA200-TTP
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WA200 - Connector 2.0mm pitch

Material：

HOUSING 

Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

B

B

A

A

6.
95

B-1.2 0.33.4

4.64

B
A

2

Poles Part No. DIM=A DIM=B
2 2.00 5.70
3 4.00 7.70
4 6.00 9.70
5 8.00 11.70
6 10.00 13.70
7 12.00 15.70
8 14.00 17.70
9 16.00 19.70

10 18.00 21.70
11 20.00 23.70
12 22.00 25.70
-- -- -- -- --
20 38.00 41.70

1.
5

TT=5.75
TT2=5.5

2.
1

- 0
.10 +

1.45

0.
65

1

TT2=2.5
TT=2.6

2.
5

1.4

1.
6

B-1.4

2
A
B

2.85

12
.5

4.
8

Poles Part No. DIM=A DIM=B

2 2.00 6.00

3 4.00 8.00

4 6.00 10.00

5 8.00 12.00

6 10.00 14.00

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.05 to 0.22 AWG #30 to #24 0.9 to 1.5mm Phosphor bronze Tin-plated 10,000pcs
0.05 to 0.22 AWG #30 to #26 0.9 to 1.5mm Phosphor bronze Tin-plated 10,000pcs

2.
5

WA200-TT
WA200-TT-2

WA200-02H
WA200-03H
WA200-04H
WA200-05H
WA200-06H
WA200-07H
WA200-08H
WA200-09H
WA200-10H
WA200-11H
WA200-12H

WA200-20H

WA200-02HS

WA200-03HS

WA200-04HS

WA200-05HS

WA200-06HS
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Specifications
1、Poles：2 to 16P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

    
 (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  500MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AWG #28 to  #22
9、Applicable panel thickness：0.5~2.0mm

Mounting Measurement

TERMINAL

A

A

B

B

4

AB

5.15
6.75

4.15

Poles DIM=A DIM=B
2 5.70 9.60
3 8.20 12.10
4 10.70 14.60
5 13.20 17.10
6 15.70 19.60
7 18.20 22.10
8 20.70 24.60
9 23.20 27.10

10 25.70 29.60
11 28.20 32.10
12 30.70 34.60
-- -- --
16 40.70 44.60

1.
1

1.
85

0.
64

9.65

15.9

0.
7

3

2.6

2

1.8

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.2 to 1.8mm Phosphor bronze Tin-plated 8,000pcs

23.3

1.
7

WP250-TTP
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WP250 - onnector 2.5mm pitch

A

A

B

B

Material：

HOUSING 

Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

Poles Part No. DIM=A DIM=B
2 2.50 8.10
3 5.00 10.60
4 7.50 13.10
5 10.00 15.60
6 12.50 18.10
7 15.00 20.60
8 17.50 23.10
9 20.00 25.60

10 22.50 28.10
11 25.00 30.60
12 27.50 33.10
-- -- -- -- --
16 37.50 43.10

2.5
A
B

B-2.5 5.6

7.6
18

.3
5

B

B+6.2 5.05

2 2.50 5.50
3 5.00 8.00
4 7.50 10.50
5 10.00 13.00
6 12.50 15.50
7 15.00 18.00
8 17.50 20.50
9 20.00 23.00

10 22.50 25.50
11 25.00 28.00
12 27.50 30.50
-- -- -- -- --
16 37.50 40.50

7.
55

12

1.
1

1.
9

2.
95

2.4

2.4

3

TT1=2.9
TT2=3.15

TT1=1.7
TT2=2.15

2

0.
65

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.2 to 1.8mm Phosphor bronze Tin-plated 5,000pcs
0.08 to 0.33 AWG #28 to #22 1.2 to 1.8mm Phosphor bronze Tin-plated 5,000pcs

0.
8

2.5
A

WP250 2 S
WP250-03HS
WP250-04HS
WP250-05HS
WP250-06HS
WP250-07HS
WP250-08HS
WP250-09HS
WP250-10HS
WP250-11HS
WP250-12HS

WP250-16HS

WP250 2 P
WP250-03HP
WP250-04HP
WP250-05HP
WP250-06HP
WP250-07HP
WP250-08HP
WP250-09HP
WP250-10HP
WP250-11HP
WP250-12HP

WP250-16HP

WP250-TT1
WP250-TT2
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Specifications
1、Poles：2 to 16P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  500MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AW G #28 to  #22
9、Applicable panel thickness：0.5~2.0mm

Mounting Measurement

TERMINAL

B

B

A

A

19.7

10

1.
851.

1

0.
7

2.6

3

1.8

2

1.
7

15.9

9.65

0.
64

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.2 to 1.8mm Phosphor bronze Tin-plated 8,000pcsWP250-TTP
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WP250 - Connector 2.5mm pitch

FITTING
Material：

HOUSING
Material：

Material：

Nylon 66 UL94V-0

Nylon 66 UL94V-0

Nylon 66 UL94V-0

18
.3

5

B-2.5 5.6

7.
6

B
A

2.5

Poles Part No. DIM=A DIM=B
2 2.50 8.10
3 5.00 10.60
4 7.50 13.10
5 10.00 15.60
6 12.50 18.10
7 15.00 20.60
8 17.50 23.10
9 20.00 25.60

10 22.50 28.10
11 25.00 30.60
12 27.50 33.10
-- -- -- -- --
16 37.50 43.10

6

B

4

4.35

4.2

2.5
A

Poles Part No. DIM=A DIM=B
2 2.50 5.00
3 5.00 7.50
4 7.50 10.00
5 10.00 12.50

A
B 2.2

1.1

9.
6

17
.7

Poles Part No. DIM=A DIM=B
2 3.70 7.60
3 4.20 8.20

WP250-02F1
WP250-03F1
WP250-04F1
WP250-05F1

WP250-02F3
WP250-03F3

WP250-02HS
WP250-03HS
WP250-04HS
WP250-05HS
WP250-06HS
WP250-07HS
WP250-08HS
WP250-09HS
WP250-10HS
WP250-11HS
WP250-12HS

WP250-16HS
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Specifications
1、Poles：2 to 4P
2、Current rating：2.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

  
   (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  20mΩ
 After environmenta l test ing / ≤  30mΩ 

6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute 
8、Applicable wire：AW G #28 to  #22

Mounting Measurement

TERMINAL

A

A

B

B

22.7

0.
7

1.
6

0.
7 1.

5

9.65
14.8

7.1

2.
4

2.2

1.
9

20.
65

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.0 to 1.7mm Phosphor bronze Tin-plated 11,000pcs

0.
5

WL250-TTP
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WL250 - Connector 2.5mm pitch

Material：

HOUSING 

Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

A

A

B

B

2.5
A
B

Poles Part No. DIM=A DIM=B
2 2.50 8.70
3 5.00 11.20
4 7.50 13.70

B-2.8 5.1

7.
9

19
.2

2.5
A
B

B-1.6

Poles Part No. DIM=A DIM=B
2 2.50 7.50
3 5.00 10.00
4 7.50 12.50

4.
9

10
.5

6.4

2.
6

2.3

1.
7

1.8

1.
4

2.
7

2.9

2.6

8.45

0.
6

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.0 to 1.7mm Phosphor bronze Tin-plated 8,000pcs

WL250-02HS
WL250-03HS
WL250-04HS

WL250-02HP
WL250-03HP
WL250-04HP

WL250-TTS
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Specifications
1、Poles：2 to 4P
2、Current rating：2.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

 
    (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  20mΩ
 After environmenta l test ing / ≤  30mΩ 

6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute 
8、Applicable wire：AW G #28 to  #22

Mounting Measurement

TERMINAL

B

B

A

A

25.1

1.
60.
7

0.
65 2.2

2.
4

2

1.
9

7.1

14.8
9.65

1.
5

0.
7

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.0 to 1.7mm Phosphor bronze Tin-plated 11,000pcs

0.
5

WA254-TTP
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WA254 - Connector 2.5mm pitch

Material：

HOUSING 

Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

A

A

B

B

19
.2

B-2.8

7.
9

B
A
2.5

5.1

12
.9

8

64.
8

B

Poles Part No. DIM=A DIM=B
2 2.54 5.76
3 5.08 8.30
4 7.62 10.84
5 10.16 13.38
6 12.70 15.92
7 15.24 18.46
8 17.78 21.00
9 20.32 23.54

10 22.86 26.08
11 25.40 28.62
12 27.94 31.16
-- -- -- -- --
16 38.10 41.32

Poles Part No. DIM=A DIM=B
2 2.50 8.70
3 5.00 11.20
4 7.50 13.70

2.54
A

1 1.
9

0.
7

2.
3

2

2

1.7

3
0.

653.5

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 10,000pcs
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Nickel-Gold 10,000pcs

WA25402HS
WA254-03HS
WA254-04HS

WA254-02H
WA254-03H
WA254-04H

WA254-05H
WA254-06H
WA254-07H
WA254-08H
WA254-09H
WA254-10H
WA254-11H
WA254-12H

WA254-16H

WA254-TT
WA254-TG
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W
A

25
4P

 - 
C

on
ne

ct
or

 2
.5

m
m

 p
itc

h

Specifications
1、Poles：4P
2、Current rating：2.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  20mΩ
 After environmenta l test ing / ≤  30mΩ 

6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute 
8、Applicable wire：AW G #28 to  #22

Mounting Measurement

TERMINAL

B

B

A

A

25.2

1.
60.
7

0.
65 2.2

2.
4

2

1.
9

7.1

14.8
9.65

1.
5

0.
7

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.0 to 1.7mm Phosphor bronze Tin-plated 11,000pcs

0.
5

WA254P-TTP
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WA254P - Connector 2.5mm pitch

Material：

HOUSING 

Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

B

B

A

A

19
.2

B-2.8

7.
9

B
A
2.5

5.1

Poles Part No. DIM=A DIM=B
4 7.50 13.70

13

8

7.62.9

4.
8

6

2.5
A

B

Poles Part No. DIM=A DIM=B
4 7.62 10.84

1.
91

0.
7

2

2.
3

1.7

2

3.5

0.
65

3

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 10,000pcs
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Nickel-Gold 10,000pcs

WA254P-TT
WA254P-TG

WA254P-04HP

WA254P-04HS
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Specifications
1、Poles：2 to 15P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  20mΩ
 After environmenta l test ing / ≤  30mΩ 

6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute 
8、Applicable wire：AWG #28 to  #22

Mounting Measurement

TERMINAL

A

A

B

B

22.7

0.
75

1.
9

0.
75 1.

5

9.6
14.4

8.8

0.
7

3

2.6

1.
65

1.5

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 8,000pcsWC250-TTP
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WC250 - Connector 2.5mm pitch

Material：

HOUSING 

Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

A

A

B

B

C

B

2.5
A

Poles Part No. DIM=A DIM=B DIM=C
2 2.50 8.00 1.0
3 5.00 10.50 1.0
4 7.50 13.00 1.9
5 10.00 15.50 1.9
6 12.50 18.00 6.9
7 15.00 20.50 9.4
8 17.50 23.00 11.9
9 20.00 25.50 14.4

10 22.50 28.00 16.9
11 25.00 30.50 19.4
12 27.50 33.00 21.9
-- -- -- -- -- --
15 35.00 40.50 29.4

2.5
A
B

C

B-1.7

Poles Part No. DIM=A DIM=B DIM=C
2 2.50 7.20 3.0
3 5.00 9.70 3.0
4 7.50 12.20 4.8
5 10.00 14.70 4.8
6 12.50 17.20 10.0
7 15.00 19.70 10.0
8 17.50 22.20 12.5
9 20.00 24.70 12.5

10 22.50 27.20 15.0
11 25.00 29.70 15.0
12 27.50 32.20 17.5
-- -- -- -- -- --
15 35.00 39.70 17.5

3.85

6

4

21
.2

10
.5 9

3.1

1.
8

4
8.1

1.
9

0.
85

2.2

2.
3

1.
8

1.6

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 10,000pcsWC250-TTS

WC250-02HP
WC250-03HP
WC250-04HP

WC250-05HP
WC250-06HP
WC250-07HP
WC250-08HP
WC250-09HP
WC250-10HP
WC250-11HP
WC250-12HP

WC250-16HP

WC250-02HS
WC250-03HS
WC250-04HS

WC250-05HS
WC250-06HS
WC250-07HS
WC250-08HS
WC250-09HS
WC250-10HS
WC250-11HS
WC250-12HS

WC250-16HS
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Specifications
1、Poles：2P
2、Current rating：3.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：Initial value / ≤  20mΩ
 After environmenta l test ing / ≤  30mΩ 

6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1000V  AC/minute 
8、Applicable wire：AWG #28 to  #22

Mounting Measurement

TERMINAL

A

A

B

B

30.5

6.
8

1.
44

6.4

3.6

13.3

2.
8

2.95 1.75

1.
9

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.0 to 2.0mm Phosphor bronze Tin-plated 15,000pcs

1.
53

EC2541-TP2
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- Connector 2.54mm pitch

Material：

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

A

A

B

B

C

C

2.54

6.
25

6.4 2.85

15
.3

10
.6

10
.3

15
.3

6.
25

10
.3

15
.3

6.
25

5.7 5.7 2.85

2.54 2.54

2.85

2.54
7.12

6

24
.3

5

2.54
7.12

6

24
.3

5

2.54
7.12

6

24
.3

5

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.0 to 2.0mm Phosphor bronze Tin-plated 8,000pcs

0.
82

0.
73

8.45
10.8

14.8
21.4

2.
8

3

1.
8

1.85

1.
6

1.52

EC2542-TP2
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MICRO300 - Connector 3.0mm pitch
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Specifications
1、Poles：2 to 12P
2、Current rating：5.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  15mΩ
 After environmenta l test ing / ≤  25mΩ 

6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute 
8、Applicable wire：AWG #30 to  #20

Mounting Measurement

TERMINAL

A

A

B

B

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.52 AWG #24 to #20 1.2 to 1.9mm Phosphor bronze Tin-plated 10,000pcs
0.22 to 0.52 AWG #24 to #20 1.2 to 1.9mm Phosphor bronze Tin-plated 10,000pcs

24.5

5

1.
2

6.4

1.
3

11

2.5

2.
4 2

2

1.
75

RMFB-T2
RMFB-T1

T1T2
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MICRO300 - Connector 3.0mm pitch

A

A

B

B

Material：

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

0.
67 1.
38

7.31.2

0.
7

8.6
12.4

1.
9

2.
5

2.4

1.
95

2

3
A
B

5

4.
7

8.
2

11.5

14

16.8

B

5.4

A
3

16.8

B

5.4

A
3

2 3.00 6.85
3 6.00 9.85
-- -- -- -- -- -- --
12 33.00 36.85

2 3.00 6.85
3 6.00 9.85
-- -- -- -- -- -- --
12 33.00 36.85

Poles Part No. DIM=A DIM=B
2 3.00 8.20
3 6.00 11.20
-- -- -- -- -- -- --
12 33.00 38.20

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.52 AWG #24 to #20 1.2 to 1.9mm Phosphor bronze Tin-plated 10,000pcs

RMMT-102HZ0V
RMMT-103HZ0V

RMMT-112HZ0V

RMFT-102HZ2V
RMFT-103HZ2V

RMFT-112HZ2V

RMFT-102HZ0V
RMFT-103HZ0V

RMFT-112HZ0V

RMMB-TT
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MICRO300 - Connector 3.0mm pitch
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Specifications
1、Poles：1PX2 to 12PX2
2、Current rating：5.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

  
   (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  15mΩ
 After environmenta l test ing / ≤  25mΩ 

6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute 
8、Applicable wire：AWG #30 to  #20

Mounting Measurement

TERMINAL

B

B

A

A

24.5

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.52 AWG #24 to #20 1.2 to 1.9mm Phosphor bronze Tin-plated 10,000pcs
0.22 to 0.52 AWG #24 to #20 1.2 to 1.9mm Phosphor bronze Tin-plated 10,000pcs

1.
2

5

2.
4

2.5 2

2

1.
75

11

1.
3

6.4

RMFB-T2
RMFB-T1

T1T2
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MICRO300 - Connector 3.0mm pitch

B

B

A

A

Material：

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

3
A
B

Poles Part No. DIM=A DIM=B
2 5.20
4 3.00 8.20

-- -- -- -- -- --
24 33.00 38.20

3 7.
7 11

.2
5

11.5

14

4

16.8
3

8.4

3
A B

16.8

3
A B

8.4

2 5.35
4 3.00 8.35

-- -- -- -- -- --
24 33.00 38.35

2 5.35
4 3.00 8.35

-- -- -- -- -- --
24 33.00 38.35

3

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.52 AWG #24 to #20 1.2 to 1.9mm Phosphor bronze Tin-plated 10,000pcs

1.2 7.3

1.
38

0.
67

2.4

2.
5

2

1.
95

1.
9

12.4
8.6

0.
7

RMMT-201HZ0V
RMMT-202HZ0V

RMMT-212HZ0V

RMFT-201HZ2V
RMFT-202HZ2V

RMFT-212HZ2V

RMFT-201HZ0V
RMFT-202HZ0V

RMFT-212HZ0V

RMMB-TT
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EC3501 & EC3502 - Connector 3.5mm pitch
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Specifications
1、Poles：2P
2、Current rating：1.0A  AC,DC
3、Voltage  rating：1400V  AC,DC
4、Temperature range：-25°C  to +85°C

   
  (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  10mΩ
 After environmenta l test ing / ≤  20mΩ 

6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：3800V  AC/minute 
8、Applicable wire：AW G #28 to  #24

Mounting Measurement

TERMINAL

A

A

B

B

21.35

12.1
2.65 5.85

2.
1

0.
6

7.75

1.
9

0.
5

0.
75

2.5

2.7

1.7

1.6

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.22 AWG #28 to #24 0.9 to 1.8mm Phosphor bronze Tin-plated 8,000pcsEC3501-TP2
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EC3501 & EC3502 - Connector 3.5mm pitch

Material：

HOUSING 

Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

A

A

B

B

18 3.7

3.
5

7.
5

3.
5

3.
2

10.65

2.
4

6.
8

7.
6

1.
5

4.3

1.
45

0.
6

8.35

0.
65

2.
3

2.5

1.
6

1.6

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.22 AWG #28 to #24 0.9 to 1.7mm Phosphor bronze Tin-plated 10,000pcsEC3502-TP2
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Specifications
1、Poles：2 to 5P
2、Current rating：5.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  
5、Contact resistance：  Initial value / ≤  10mΩ

 After environmenta l test ing / ≤  20mΩ 
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute 
8、Applicable wire：AW G #24 to  #18

Mounting Measurement

TERMINAL

C

C

B

B

A

A

31.86

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.83 AWG #24 to #18 1.5 to 2.5mm Brass Tin-plated 6,000pcs

3.
2

0.
6

3.4

3.
4

2

2.
4

� 2.25

7
16.3

10.1

2
Ø

MN368FB-T1
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MATE368 - Connector 3.68mm pitch

C

C

B

B

A

A

Material：

HOUSING 

Material：

TERMINAL

Nylon 66 UL94V-2(0)

Nylon 66 UL94V-2(0)

19.8

2

6
4.9

BA3.
68

19.8
9.5

B-
2.

3

7.3

BA3.
68

Poles Part No. DIM=A DIM=B
2 3.68 8.64
3 7.36 12.32
4 11.04 16.00
5 14.72 19.68

Poles Part No. DIM=A DIM=B
2 3.68 11.28
3 7.36 14.96
4 11.04 18.64
5 14.72 22.32

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.83 AWG #24 to #18 1.5 to 2.5mm Brass Tin-plated 6,000pcs

3.
2

0.
6

16.8
7.6

10.6

1.
58

Ø

3.4

3.
4

2.
4

2
� 2.25

MN368MB-T1

MN368M-102HWH

MN368M-103HWH

MN368M-104HWH

MN368M-105HWH

MN368F-102HWH

MN368F-103HWH

MN368F-104HWH

MN368F-105HWH
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Specifications
1、Poles：2 to 5P
2、Current rating：5.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AW G #24 to  #18
9、Applicable panel thickness：1.2~1.6mm

Mounting Measurement

TERMINAL

A

A

B

B

C

C

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.83 AWG #24 to #18 1.5 to 2.5mm Brass Tin-plated 6,000pcs

5.8 5
31.86

6.7

A
B

8.05

Poles DIM=A DIM=B
2 12.83 15.47
3 16.51 19.15
4 20.19 22.83
5 23.87 26.51

3.
2

0.
6

3.
4

3.4

2.
4

2
� 2.25

2
Ø

10.1

16.3
7

MN368FB-T1
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MATE368 - Connector 3.68mm pitch

C

C

B

B

A

A

Material：

HOUSING 

Material：

TERMINAL

Nylon 66 UL94V-2(0)

Nylon 66 UL94V-2(0)

19.8

B 2

4.9
A3.

68

B-
2.

3

B

19.8 7.3

A3.
68

Poles Part No. DIM=A DIM=B
2 3.68 11.28
3 7.36 14.96
4 11.04 18.64
5 14.72 22.32

Poles Part No. DIM=A DIM=B
2 3.68 8.64
3 7.36 12.32
4 11.04 16.00
5 14.72 19.68

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.83 AWG #24 to #18 1.5 to 2.5mm Brass Tin-plated 6,000pcs

3.
2

0.
6

16.8
7.6

10.6

1.
58

Ø

3.4

3.
4

2.
4

2
� 2.25

MN368M-102HW2

MN368M-103HW2

MN368M-104HW2
MN368M-105HW2

MN368F-102HW2

MN368F-103HW2

MN368F-104HW2

MN368F-105HW2

MN368MB-T1
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Specifications
1、Poles：2 to 5P
2、Current rating：5.0A  AC,DC
3、Voltage  rating：250V  AC,DC
4、Temperature range：-25°C  to +85°C

    
 (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AW G #24 to  #18
9、Applicable panel thickness：1.2~1.6mm

Mounting Measurement

TERMINAL

A

A

B

B

C

C

5.8 5
31.86

A

6.7

8.05

B

Poles DIM=A DIM=B
2 12.83 15.47
3 16.51 19.15
4 20.19 22.83
5 23.87 26.51

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.83 AWG #24 to #18 1.5 to 2.5mm Brass Tin-plated 6,000pcs

3.
2

0.
6

3.
4

3.4

2.
4

2
� 2.25

2
Ø

10.1

16.3
7

MN368FB-T1
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MATE368 - Connector 3.68mm pitch

C

C

B

B

A

A

Material：

HOUSING 

Material：

TERMINAL

Nylon 66 UL94V-2(0)

Nylon 66 UL94V-2(0)

19.8

B 2

4.9
3.

68
A

19.8

B

B-
2.

3

7.3

A3.
68

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.83 AWG #24 to #18 1.5 to 2.5mm Brass Tin-plated 6,000pcs

Poles Part No. DIM=A DIM=B
2 3.68 8.64
3 7.36 12.32
4 11.04 16.00
5 14.72 19.68

Poles Part No. DIM=A DIM=B
2 3.68 11.28
3 7.36 14.96
4 11.04 18.64
5 14.72 22.32

3.
2

0.
6

16.8
7.6

10.6

1.
58

Ø

3.4

3.
4

2.
4

2
� 2.25

MN368M-102HW3

MN368M-103HW3

MN368M-104HW3
MN368M-105HW3

MN368F-102HW3

MN368F-103HW3

MN368F-104HW3

MN368F-105HW3

MN368MB-T1
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Specifications
1、Poles：2 to 5P
2、Current rating：1.0A  AC,DC
3、Voltage  rating：600V  AC,DC
4、Temperature range：-25°C  to +85°C
     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  10mΩ
 After environmenta l test ing / ≤  20mΩ 

6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1800V  AC/minute 
8、Applicable wire：AW G #28 to  #22

Mounting Measurement

TERMINAL

A

A

B

B

20.5

3.
6

3.9

1.6

1.5

1.
8

0.
5

2.
1

0.
556.85

11.85

0.
7

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.6 to 2.4mm Phosphor bronze Tin-plated 4,000pcs

2.55 4.85

EC4001-TP2
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EC4001 & EC4002 - Connector 4.0mm pitch

Material：

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

A

A

B

B

Poles Part No. DIM=A DIM=B
2 4.00 9.30
3 8.00 13.30
4 12.00 17.30
5 16.00 21.30

B-
1.

2

19.5 3.7
B

B

B-3.2

Poles Part No. DIM=A DIM=B
2 4.00 9.60
3 8.00 13.60
4 12.00 17.60
5 16.00 21.60

2.2

3.
2

8.
9

3.
8

3.9

1.9

1.5

0.
51.
5

1.
55

0.
45

7.4

3.25

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.6 to 2.4mm Phosphor bronze Tin-plated 4,000pcs

4
A

3.3

4
A

EC4001-H02
EC4001-H03
EC4001-H04
EC4001-H05

EC4002-H02
EC4002-H03
EC4002-H04
EC4002-H05

EC4002-TP2
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MINI420 - Connector 4.2mm pitch

Specifications
1、Poles：1PX2 to 12PX2
2、Current rating：9.0A  AC,DC
3、Voltage  rating：300V  AC,DC
4、Temperature range：-25°C  to +85°C

 
    (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  15mΩ
      After environmenta l test ing / ≤  25mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AW G #28 to  #16
9、Applicable panel thickness：1.6~2.0mm

Mounting Measurement

TERMINAL

B

BA

A

4

AB

10 1.6

5.6

Poles DIM=A DIM=B
2 10.00 15.00
3 14.20 19.20
4 18.40 23.40
5 22.60 27.60
6 26.80 31.80
7 31.00 36.00
8 35.20 40.20
9 39.40 44.40

10 43.60 48.60
11 47.80 52.80
12 52.00 57.00

1.
7

6.8 T2=4.4
T1=2.6

T2
=4

T1
=2

.7

T2=2.9
T1=2.2T2

=2
.4

T1
=2

.1

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.52 to 1.31 AWG #20 to #16 1.9 to 3.1mm Phosphor bronze Tin-plated 3,500pcs
0.22 to 0.33 AWG #28 to #22 1.2 to 2.4mm Phosphor bronze Tin-plated 3,500pcs

34
.6

14.7
8.6

2.
05

1.
65

0.82

EMFB-T2

EMFB-T1
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A-A B-B

MINI420 - Connector 4.2mm pitch

Material：

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

A

A

B

B

4.2

B

5.3

Poles Part No. DIM=A DIM=B
2 4.20 9.60
3 8.40 13.80
-- -- -- -- --
6 21.00 26.40

19.5

7.
4

14.8
B

2 4.20 9.60
3 8.40 13.80
-- -- -- -- --
6 21.00 26.40

23.9 7.5 23.9 7.5

B

2 4.20 9.60
3 8.40 13.80
-- -- -- -- --
6 21.00 26.40

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.52 to 1.31 AWG #20 to #16 1.9 to 3.1mm Phosphor bronze Tin-plated 5,000pcs
0.22 to 0.33 AWG #28 to #22 1.2 to 2.4mm Phosphor bronze Tin-plated 5,000pcs

9.4

65.35

1.
14

0.
7

1.
14

2.
53

1.
75

16.7

T2
=3

.8
T1

=2
.7

TP=3.7
T1=2.6 T2

=1
.9

T1
=2

.1 T2=2.3
T1=2.2

A

4.
2

A

4.
2

A

0.85

EMMT-102HW00

EMMT-103HW00

EMMT-106HW00

EMFT-102HW20

EMFT-103HW20

EMFT-106HW20

EMFT-102HW00

EMFT-103HW00

EMFT-106HW00

EMMB-T2

EMMB-T1
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MINI420 - Connector 4.2mm pitch

Material：

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

B

B

A

A

5.3

B

4.2

14.8

11
.6

19.5

23.9

B

11.7

B

23.9 11.7

A

Poles Part No. DIM=A DIM=B
2 5.40
4 4.20 9.60

-- -- -- --
24 46.20 51.60

2 5.40
4 4.20 9.60

-- -- -- --
24 46.20 51.60

2 5.40
4 4.20 9.60

-- -- -- --
24 46.20 51.60

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.52 to 1.31 AWG #20 to #16 1.9 to 3.1mm Phosphor bronze Tin-plated 5,000pcs
0.22 to 0.33 AWG #28 to #22 1.2 to 2.4mm Phosphor bronze Tin-plated 5,000pcs

A

4.
2

A

4.
2

1.
75

1.
14

9.4 0.85
T2=3.7

T1=2.6

T2
=3

.8
T1

=2
.7

T2=2.3
T1=2.2T2

=1
.9

T1
=2

.1

16.7

2.
53

0.
7

1.
14

5.35 6

EMMT-201HW00

EMMT-202HW00

EMMT-212HW00

EMFT-201HW20

EMFT-202HW20

EMFT-212HW20

EMFT-201HW00

EMFT-202HW00

EMFT-212HW00

EMMB-T2

EMMB-T1
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Specifications
1、Poles：4PX2
2、Current rating：9.0A  AC,DC
3、Voltage  rating：300V  AC,DC
4、Temperature range：-25°C  to +85°C

  
   (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  15mΩ
 After environmenta l test ing / ≤  25mΩ 

6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute 
8、Applicable wire：AW G #28 to  #16

Mounting Measurement

TERMINAL

A

A B

B

34.6

6.8

1.
7

T2
=4

T1
=2

.7

T2=4.4
T1=2.6 T2

=2
.4

T1
=2

.1 T2=2.9
T1=2.2

1.
65

2.
05

8.6
14.7

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.52 to 1.31 AWG #20 to #16 1.9 to 3.1mm Phosphor bronze Tin-plated 3,500pcs
0.22 to 0.33 AWG #28 to #22 1.2 to 2.4mm Phosphor bronze Tin-plated 3,500pcs

0.82

EMFB-T2

EMFB-T1

149
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MINI420 - Connector 4.2mm pitch

Z

Z

B

B

A

A

TERMINAL

HOUSING 

Material： 

Material： 

18

5.3

4.2

19.5

11
.6

14.8
18

23.9 11.7

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.52 to 1.31 AWG #20 to #16 1.9 to 3.1mm Phosphor bronze Tin-plated 5,000pcs
0.22 to 0.33 AWG #28 to #22 1.2 to 2.4mm Phosphor bronze Tin-plated 5,000pcs

4.
2

12
.6

12.6
1.

75
1.

14

9.4 0.85
T2=3.7

T1=2.6

T2
=3

.8
T1

=2
.7

T2=2.3
T1=2.2T2

=1
.9

T1
=2

.1

16.7

2.
53

0.
7

1.
14

5.35 6

5.3

13.8

4.2

14.8

11
.6

19.5
8.4

EMMB-T2

EMMB-T1

150



C

MINI421 - Connector 4.2mm pitch

M
IN

I4
21

 - 
C

on
ne

ct
or

 4
.2

m
m

 p
itc

h

Specifications
1、Poles：1PX2 to 12PX2
2、Current rating：9.0A  AC,DC
3、Voltage  rating：300V  AC,DC
4、Temperature range：-25°C  to +85°C

  
   (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  15mΩ
 After environmenta l test ing / ≤  25mΩ 

6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute 
8、Applicable wire：AWG #28 to  #16

Mounting Measurement

Mounting Measurement

 � 
 � 

 � 

18

19
.5

 � 
 � 

 � 

18

19
.5

 � 
 � 

 � 

51.6

19
.5

16
.8

14
.4

14
.4
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Specifications
1、Poles：2 to 4P
2、Current rating：10A   AC,DC
3、Voltage  rating：300V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AWG #24 to  #20
9、Applicable panel thickness：1.6~2.0mm

Mounting Measurement

TERMINAL

A

A

B

B

C

C

5.
2

6
7

A

Poles DIM=A
2 15.20
3 19.70
4 24.20

�
2.

1
1.

7
Ø

7.3

18

4.
2

4.1 2.7

2.
4 3.
3

1.1

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.52 AWG #24 to #20 1.5 to 2.5mm Phosphor bronze Tin-plated 4,000pcs

39.2

12.2

MN450FB-T1
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MATE450 - Connector 4.5mm pitch

A

A

B

B

C

C

Material：

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

Poles Part No. DIM=A DIM=B
2 4.50 10.30
3 9.00 14.80
4 13.50 19.30

B

14.6
24.6 10.5

4.
5

A

2 4.50 10.30
3 9.00 14.80
4 13.50 19.30

B B+
9

24.6 7.8

4.
2

4 2.7

2.
5

3.
3

1.12.
15

Ø
1.3Ø

17.85

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.52 AWG #24 to #20 1.5 to 2.5mm Phosphor bronze Tin-plated 4,000pcs

7

12.1

4.
5

A

4 MIN

2 4.50 10.30
3 9.00 14.80
4 13.50 19.30

B

24.6 7.8

4.
5

A

MN450MB-T1

MN450M-102HWH

MN450M-103HWH

MN450M-104HWH

MN450F-102HW2

MN450F-103HW2

MN450F-104HW2

MN450F-102HW

MN450F-103HW

MN450F-104HW
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Specifications
1、Poles：2PX2 to 3PX2
2、Current rating：10A   AC,DC
3、Voltage  rating：300V  AC,DC
4、Temperature range：-25°C  to +85°C

    
 (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AWG #24 to  #20
9、Applicable panel thickness：1.6~2.0mm

Mounting Measurement

TERMINAL

C

C

B

B

A

A

10.5

5.2

1

A

Poles DIM=A
4 15.20
6 19.70

�
2.

1

7.3 4.1

4.
2

2.
4

2.7 1.1

3.
3

12.2
18

1.
7

Ø

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.52 AWG #24 to #20 1.5 to 2.5mm Phosphor bronze Tin-plated 4,000pcs

39.2

39.2

MN450FB-T1

155
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MATE450 - Connector 4.5mm pitch

C

C

B

B

A

A

Material：

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

24.6
14.6

BA
4.

5

24.6

B B+
9

7

2.
15

Ø 4

4.
2

2.
5

2.7 1.1

3.
3

4 MIN

17.85

1.3Ø

Poles Part No. DIM=A DIM=B
4 4.50 10.30
6 9.00 14.80

4 4.50 10.30
6 9.00 14.80

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.52 AWG #24 to #20 1.5 to 2.5mm Phosphor bronze Tin-plated 4,000pcs

4.
5

A

8
12.3

15
12.3

B

24.6 12.3
10.3

4.
5

A

4 4.50 10.30
6 9.00 14.80

4.5

12.1

MN450M-202HWH

MN450M-2XXHWH

MN450F-202HW2

MN450F-203HW2

MN450F-202HW

MN450F-203HW

MN450MB-T1
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Specifications
1、Poles：3PX3 to 5PX3
2、Current rating：10A   AC,DC
3、Voltage  rating：300V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AWG #24 to  #20
9、Applicable panel thickness：1.6~2.0mm

Mounting Measurement

TERMINAL

A

A

B

B

C

C

A

1

5.
2

7.3

�
2.

1

4.
2

4.1 2.7

2.
4 3.
3

1.1

1.
7

Ø

18
12.2

Poles DIM=A
9 19.70

12 24.20
15 28.70

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.52 AWG #24 to #20 1.5 to 2.5mm Phosphor bronze Tin-plated 4,000pcs

15

39.2

39.2

MN450FB-T1
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MATE450 - Connector 4.5mm pitch

A

A

B

B

C

C

Material：

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-0

Nylon 66 UL94V-0

14.6
24.6

BA
4.

5

B

24.6

B+
9

4.
5 A

2.
15

Ø7

4.
2

4 2.7

2.
5

3.
3

1.1

1.3Ø

17.85

4 MIN

Poles Part No. DIM=A DIM=B
9 9.00 14.80

12 13.50 19.30
15 18.00 23.80

9 9.00 14.80
12 13.50 19.30
15 18.00 23.80

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.52 AWG #24 to #20 1.5 to 2.5mm Phosphor bronze Tin-plated 4,000pcs

16.8
19.5

12.5
16.8

B

24.6

9
14.8
16.8

4.
5 A

9 9.00 14.80
12 13.50 19.30
15 18.00 23.80

12.1

MN450MB-T1

MN450M-303HWH

MN450M-304HWH

MN450M-305HWH

MN450F-303HW2

MN450F-304HW2

MN450F-305HW2

MN450F-303HWH

MN450F-304HWH

MN450F-305HWH
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Specifications
1、Poles：2 to 4P
2、Current rating：10A   AC,DC
3、Voltage  rating：300V  AC,DC
4、Temperature range：-25°C  to +85°C

 
    (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  20mΩ
      After environmenta l test ing / ≤  30mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AWG #26 to  #18
9、Applicable panel thickness：1.6~2.0mm

Mounting Measurement

TERMINAL

A

A B

B

C

C

6.
5

A

5.5
7.4

34

34

Poles DIM=A
2 15.00
3 19.50
4 24.00

2.
1

�

7.25

9.5
15.3

4.
4

4.1

3.2

3.1

2.
85

� 2.25

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.13 to 0.83 AWG #26 to #18 1.1 to 2.5mm Phosphor bronze Tin-plated 4,000pcs

3.
6

MN453FB-T1
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MATE453 - Connector 4.5mm pitch

Material：

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-2(0)

Nylon 66 UL94V-2(0)

A

A

B

B

C

C

4.
5

A B

10.45
12

22

22

B 4.
5

A
B+

10
.6

22
7.4

7.4

4.
5

A B

Poles Part No. DIM=A DIM=B
2 4.50 9.90
3 9.00 14.40
4 13.50 18.90

2 4.50 9.90
3 9.00 14.40
4 13.50 18.90

2 4.50 9.90
3 9.00 14.40
4 13.50 18.90

3.
35

1.
3

�

7.2

15.4
9.4

4.
2

3.95

2.8
5

3.15

3.
2

� 2.2

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.13 to 0.83 AWG #26 to #18 1.1 to 2.5mm Phosphor bronze Tin-plated 4,000pcsMN453MB-T1

MN453M-102HWH

MN453M-103HWH

MN453M-104HWH

MN453F-102HW2

MN453F-103HW2

MN453F-104HW2

MN453F-102HWH

MN453F-103HWH

MN453F-104HWH
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Specifications
1、Poles：2 to 4P
2、Current rating：13A   AC,DC
3、Voltage  rating：300V  AC,DC
4、Temperature range：-25°C  to +85°C

  
   (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  20mΩ
      After environmenta l test ing / ≤  30mΩ
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute
8、Applicable wire：AWG #26 to  #20
9、Applicable panel thickness：1.6~2.0mm

Mounting Measurement

TERMINAL

A

A

B

B

C

C

43.5

43.5

3.
7

A

7.8
11

3.
7

Poles DIM=A
2 19.10
3 25.30
4 31.50

2.
5

Ø

20.2
12.8

8.3

� 3.2

5

4.9

3.
5

3.8

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.13 to 0.52 AWG #26 to #20 1.1 to 2.5mm Phosphor bronze Tin-plated 3,000pcsMN620FB-T1
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MATE620 - Connector 6.2mm pitch

A

A

B

B

C

C

Material：

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-2(0)

Nylon 66 UL94V-2(0)

16.5
26.2

6.
2

A B

7.1
12

Poles Part No. DIM=A DIM=B
2 6.20 13.20
3 12.40 19.40
4 18.60 25.60

27

6.
2

A
B+

11
.2

B

9.9

2 6.20 13.20
3 12.40 19.40
4 18.60 25.60

27 9.9

6.
2

A B

2
Ø

12.8
20.25

8.5

5

5

3.
5

3.7 � 3.2

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.13 to 0.52 AWG #26 to #20 1.1 to 2.5mm Phosphor bronze Tin-plated 3,000pcs

2 6.20 13.20
3 12.40 19.40
4 18.60 25.60

MN620M-102HWH

MN620M-103HWH

MN620M-104HWH

MN620F-102HW2

MN620F-103HW2

MN620F-104HW2

MN620F-102HWH

MN620F-103HWH

MN620F-104HWH

MN620MB-T1

MN620M-XXHWH

MN620M-XXHW2 MN620F-XXHWH
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Specifications
1、Poles：2 to 6P
2、Current rating：12~10A  AC,DC
3、Voltage  rating：300V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ 
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute 
8、Applicable wire：AWG #20 to  #14
9、Applicable panel thickness：1.6mm

Mounting Measurement

TERMINAL

A

A

B

B

C

C

43

8.64
13.46

A

2.
45

3.
9

4.
45

4.
45

Poles DIM=A
2 14.35
3 20.70
4 27.05
5 33.40

2.
5

Ø

12.7
19.7

8

4.
6

4.4

3.
45

3.2 � 2.75

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.52 to 2.0 AWG #20 to #14 2.7 to 3.8mm Phosphor bronze Tin-plated 3,500pcsMHFB-T1
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MATE635 - Connector 6.35mm pitch

Material：

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-2(0)

Nylon 66 UL94V-2(0)

A

A

B

B

C

C

Z Y

Poles Part No. DIM=A DIM=B
2 6.35 14.00
3 12.70 20.35
4 19.05 26.70
5 25.40 33.05

2 6.35 14.00
3 12.70 20.35
4 19.05 26.70
5 25.40 33.05

27.7 14.7

6.
35

AB

B+
9.4

27.7

B

14.7

6.
35

A
B+

9.
4

27.4

B

16.7

6.
35

A B+
5

2
Ø

9

13.6
20.5

4.
5

4.4

3

3.3
� 2.75

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.52 to 2.0 AWG #20 to #14 2.7 to 3.8mm Phosphor bronze Tin-plated 3,500pcs

2 6.35 14.00
3 12.70 20.35
4 19.05 26.70
5 25.40 33.05

MHMB-T1

MHMT-102HWH

MHMT-103HWH

MHMT-104HWH
MHMT-105HWH

MHMT-102HW1

MHMT-103HW1

MHMT-104HW1
MHMT-105HW1

MHFT-102HWH

MHFT-103HWH

MHFT-104HWH
MHFT-105HWH

MHMT-XXXHWH MHMT-XXXHW1

MHFT-XXXHWH
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A-A B-B C-C

C

MATE635 - Connector 6.35mm pitch
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m
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h

Specifications
1、Poles：2PX3 to 5PX3
2、Current rating：10~8A  AC,DC
3、Voltage  rating：300V  AC,DC
4、Temperature range：-25°C  to +85°C

     (Including temperature rise in applying electrical  current)  

5、Contact resistance：  Initial value / ≤  10mΩ
      After environmenta l test ing / ≤  20mΩ 
6、Insulation resistance：≥  1000MΩ
7、Withstanding voltage：1500V  AC/minute 
8、Applicable wire：AW G #20 to  #14
9、Applicable panel thickness：1.6mm

Mounting Measurement

TERMINAL

C

C

B

B

A

A

12.9
26.16

A
4.

45
4.

452.
45

B

Poles DIM=A DIM=B
6 14.35 3.90
9 20.70 3.90

12 27.05 6.44
15 33.40 6.44

43

8

2.
5

Ø 4.4

4.
6

3.2

3.
45

� 2.75

19.7
12.7

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.52 to 2.0 AWG #20 to #14 2.7 to 3.8mm Phosphor bronze Tin-plated 3,500pcsMHFB-T1
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A-A B-B C-C

Z
1 : 1

Y
1 : 1

C

M
A

TE635 - C
onnector 6.35m

m
 pitch

MATE635 - Connector 6.35mm pitch

Material：

HOUSING
Material：

TERMINAL

Nylon 66 UL94V-2(0)

Nylon 66 UL94V-2(0)

C

C

B

B

A

A

Z Y

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.52 to 2.0 AWG #20 to #14 2.7 to 3.8mm Phosphor bronze Tin-plated 3,500pcs

12.7

6.
35

A B
B+

9.
4

27.7 20.36

Poles Part No. DIM=A DIM=B
6 6.35 14.00
9 12.70 20.35

12 19.05 26.70
15 25.40 33.05

6 6.35 14.00
9 12.70 20.35

12 19.05 26.70
15 25.40 33.05

27.7
12.7

20.36

6.
35

A B
B+

9.
4

27.4 29.4
12.7

6.
35

A B B+
5 6 6.35 14.00

9 12.70 20.35
12 19.05 26.70
15 25.40 33.05

9

2
Ø

4.4

4.
5

3.3

3

� 2.75

13.6
20.5

MHMB-T1

MHMT-302HWH

MHMT-303HWH

MHMT-304HWH
MHMT-305HWH

MHMT-302HW1

MHMT-303HW1

MHMT-304HW1
MHMT-305HW1

MHFT-302HWH

MHFT-303HWH

MHFT-304HWH
MHFT-305HWH

MHMT-XXXHWH MHMT-XXXHW1

MHFT-XXXHWH
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ED2501 - Ring tongue terminal
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With insulation grip

W

L

D
W/2

Part No. DIM=W DIM=D DIM=L Material thickness Wire Range Insulation O.D Qty/reel
4.5 2.5 10.2 0.25 AWG #28 to #24 1.2 to 1.5mm 8,000pcs
4.5 2.5 10.2 0.25 AWG #24 to #20 1.5 to 2.7mm 8,000pcs
4.5 3 10.2 0.25 AWG #24 to #20 1.5 to 2.7mm 8,000pcs
5 3.5 10.2 0.3 AWG #24 to #20 1.5 to 2.7mm 8,000pcs

7.5 4.3 16.1 0.4 AWG #18 to #14 1.5 to 2.7mm 3,000pcs

ED250R-TA25

ED250R-TB25

ED250R-TC25
ED250R-TD25

ED250R-TE25
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D

ED
2801 - Tab-on term

inal

ED2801 - Tab-on terminal

Tab-on type

Tab-on type

W

E
L

Part No. DIM=W DIM=E DIM=L Material thickness Mating tab thickness Wire Range Qty/reel
3.8 6.3 15.6 0.25 0.3 AWG #24 to #20 15,000pcs
3.8 6.3 15.6 0.25 0.4 AWG #24 to #20 15,000pcs
3.8 6.3 15.6 0.25 0.5 AWG #24 to #20 15,000pcs
3.8 6.3 15.6 0.25 0.8 AWG #24 to #20 15,000pcs
3.8 6.3 15.6 0.25 0.3 AWG #22 to #18 15,000pcs
3.8 6.3 15.6 0.25 0.5 AWG #22 to #18 15,000pcs
3.8 6.3 15.6 0.25 0.6 AWG #22 to #18 15,000pcs
3.8 6.3 15.6 0.25 0.8 AWG #22 to #18 15,000pcs

4.25 6.3 15.6 0.25 0.5 AWG #22 to #18 15,000pcs
4.25 6.3 15.6 0.25 0.8 AWG #22 to #18 15,000pcs

E
L

W

Part No. DIM=W DIM=E DIM=L Material thickness Mating tab thickness Wire Range Qty/reel
3.7 6.3 17.4 0.25 0.5 AWG #22 to #18 13,000pcs
3.7 6.3 17.4 0.25 0.4 AWG #22 to #18 13,000pcs
3.7 6.3 17.4 0.25 0.8 AWG #22 to #18 13,000pcs
3.7 6.3 17.4 0.25 0.5 AWG #24 to #20 13,000pcs

ED2801-TNA253

ED2801-TNA254

ED2801-TNA255
ED2801-TNA258

ED2801-TNB253

ED2801-TNB255

ED2801-TNB256
ED2801-TNB258

ED2801-TN12B255

ED2801-TN12B258

ED2801-TKB255

ED2801-TKB254

ED2801-TKB258
ED2801-TKA255
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ED4801 - Tab-on terminal
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Tab-on type

Tab-on type

W

E
L

Part No. DIM=W DIM=E DIM=L Material thickness Mating tab thickness Wire Range Qty/reel
5.65 6 15.3 0.3 0.3 AWG #24 to #20 11,000pcs
5.65 6 15.3 0.3 0.5 AWG #24 to #20 11,000pcs
5.65 6 15.3 0.3 0.8 AWG #24 to #20 11,000pcs
5.65 6 15.3 0.3 0.3 AWG #20 to #16 10,000pcs
5.65 6 15.3 0.3 0.5 AWG #20 to #16 10,000pcs
5.65 6 15.3 0.3 0.6 AWG #20 to #16 10,000pcs
5.65 6 15.3 0.3 0.8 AWG #20 to #16 10,000pcs
5.65 6 15.3 0.35 0.3 AWG #24 to #20 11,000pcs
5.65 6 15.3 0.35 0.5 AWG #20 to #16 10,000pcs
5.65 6 15.3 0.35 0.8 AWG #20 to #16 10,000pcs
5.65 6 15.3 0.35 0.3 AWG #20 to #16 10,000pcs

Part No. DIM=W DIM=E DIM=L Material thickness Mating tab thickness Wire Range Qty/reel
5.45 5.25 19.5 0.3 0.3 AWG #20 to #16 8,000pcs
5.45 5.25 19.5 0.3 0.5 AWG #20 to #16 8,000pcs
5.45 5.25 19.5 0.3 0.8 AWG #20 to #16 8,000pcs

E
L

W

ED4801-TNA303

ED4801-TNA305

ED4801-TNA308
ED4801-TNB303

ED4801-TNB305

ED4801-TNB306

ED4801-TNB308
ED4801-TNA353

ED4801-TNB355

ED4801-TNB358

ED4801-TN12B353

ED4801-TKB303

ED4801-TKB305

ED4801-TKB308
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ED
4801 - Tab-on term

inal

ED4801 - Tab-on terminal

Tab-on f lag type

Tab-on type

W

E

L

Part No. DIM=W DIM=E DIM=L Material thickness Mating tab thickness Wire Range Qty/reel
5.7 6.4 11.2 0.35 0.5 AWG #20 to #16 5,000pcs
5.7 6.4 11.2 0.35 0.8 AWG #20 to #16 5,000pcs

W

E

W
2

L T

D

Part No. DIM=W DIM=W2 DIM=D DIM=E DIM=L DIM=T Qty/bag
4.8 6.3 3.2 6.4 12.5 0.5 1,000pcs
4.8 6.3 3.2 6.4 12.5 0.8 1,000pcs

ED4801-TQB355

ED4801-TQB358

ED4801-TJ5

ED4801-TJ8
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ED520 - Tab-on terminal

ED
52
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Tab-on type

Tab-on type

W

E
L

Part No. DIM=W DIM=E DIM=L Material thickness Mating tab thickness Wire Range Qty/reel

6.7 6 15.2 0.3 0.5 AWG #22 to #18 8,000pcs

6.7 6 15.2 0.3 0.8 AWG #22 to #18 8,000pcs

E
L

W

Part No. DIM=W DIM=E DIM=L Material thickness Mating tab thickness Wire Range Qty/reel

6.4 6.5 16 0.3 0.5 AWG #22 to #18 8,000pcs

6.4 6.5 16 0.3 0.8 AWG #22 to #18 8,000pcs

ED520H-TB305

ED520H-TB308

ED520K-TB305

ED520K-TB308
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ED
6301 - Tab-on term

inal

ED6301 - Tab-on terminal

Tab-on terminal

Tab-on terminal

W

D
E

L

W
2

T

Part No. DIM=W DIM=W2 DIM=D DIM=E DIM=L DIM=T Qty/bag
6.3 8.05 4.5 8 13.3 0.8 1,000pcs

W W
2

11.25

T
1.

3

2.35

9.
6

Part No. DIM=W DIM=W2 DIM=D DIM=E DIM=L DIM=T Qty/bag

6.35 7.55 4.75 8.05 13.35 0.8 2,500pcs

D
E

L

ED6301-TJ8

ED6301-T2180
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ED6301 - Tab-on terminal
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Tab-on type

Tab-on flag type

E
L

W

Part No. DIM=W DIM=E DIM=L Material thickness Mating tab thickness Wire Range Qty/reel
7.5 7.7 19 0.4 0.5 AWG #20 to #16 6,000pcs
7.5 7.7 19 0.4 0.8 AWG #22 to #18 7,500pcs
7.5 7.7 19 0.4 0.8 AWG #20 to #16 6,000pcs
7.6 7.7 19.6 0.4 0.8 AWG #18 to #14 6,000pcs
7.5 7.7 19 0.4 0.9 AWG #20 to #16 6,000pcs
7.5 7.7 19 0.4 1.0 AWG #20 to #16 6,000pcs

Part No. DIM=W DIM=E DIM=L Material thickness Mating tab thickness Wire Range Qty/reel
7.9 7.9 14.1 0.45 0.8 AWG #18 to #14 5,000pcs
7.9 7.9 14.1 0.4 0.8 AWG #18 to #14 5,000pcs

7.65 7.9 14.1 0.45 0.8 AWG #18 to #14 5,000pcs

W

E

L

ED6301-TNA408

ED6301-TNB408

ED6301-TNB408
ED6301-TNB409

ED6301-TNB4010

ED6301-TNA405

ED6301-TQB468

ED6301-TQB408
ED6301-TQ12B468
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A-A B-B

C-C D-D

1

1

B

B

A

A

C

C

D

D

TERMINAL

TERMINAL

4.15

3.
9

1.95

2.
4

7
4.7

2.3

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.33 to 0.83 AWG #22 to #18 1.5 to 3.0mm Phosphor bronze Tin-plated 4,000pcs

1.
85

2.
2

0.
8

2.4

6.3

0.
7

2.
9

3

1.
8

1.5

Part No. Section Area mm Wire Range Insulation O.D Material Finish Qty/reel
0.08 to 0.33 AWG #28 to #22 1.2 to 1.9mm Phosphor bronze Tin-plated 6,000pcs

WT1801-TTP

WC250-T31P2
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A-A B-B

C-C D-D

E-E F-F

2

2

TERMINAL

TERMINAL

TERMINAL

B

B

A

A

C

C

D

D

E

E

F

F

1.
2

5 2.5

2.
4 2

1.9

11
6.4

1.
75

1.
3

C3001-T21P2

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.52 AWG #24 to #20 1.2 to 1.9mm Phosphor bronze Tin-plated 10,000pcs

8.2

2.
25 3.
3

3.
5

3.4

2.
2

1.8

1.
75

9.12
16.5

3.
3

2.9

2.
2

1.8

9.12
16.5

8.2

2.
25 3.
3

1.
75

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.33 AWG #28 to #22 1.2 to 1.8mm Phosphor bronze Tin-plated 3,500pcs

Part No. Section Area mm² Wire Range Insulation O.D Material Finish Qty/reel
0.22 to 0.33 AWG #28 to #22 1.2 to 1.8mm Phosphor bronze Tin-plated 3,500pcs

RMFB-T2182

WT4203-T21

WT4203-T23
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Material：

Material：

Material：

Nylon 66 UL94V-0

Nylon 66 UL94V-0

Nylon 66 UL94V-0

16

18

7

161

6.
4

�
15

.7

20

6.
9

10

16
166

6.
8

�
16

20

5.3

15.8
206.8

�
15

.6
7.9

�

EC-P0003

EC-P0004

EC-P0005
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EC-XXX - 
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HOUSING
Material：LCP UL94V-0 & Phos.Bronze/Tin-plated

Poles Part No. DIM=A DIM=B
1 4.00
2 4.00 8.00
3 8.00 12.00

4.5

13
.1

11
.5

4
A
B

EC2060-S01
EC2060-S02

EC2060-S03
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