Material:

Huosing:L CP,UL94V-0,Black
Contact:Copper Alloy T=0.20
CAP:SUS T=0.20
Electroplating:

Overall Nickel Plating 50u” Terminal,
Gilt Contact Area 10u”
S S Tin Plating 100u” SMT Area.
Electrical:
| 1 Current Rating:0.5A at AC 100V
Withstanding Voltage:250V AC
Lock Contact Resistance:Before Test 40MQ Max
After Test60MQ Max
i Insulation Resistance:1000MQ Min
4 < Operating Temperature:-55°C 70 +105°C
S ; Pin A B 4 D Lock
EN 20 | 1422 | 5715 | 9.02 | 1062
s 30 17.40 889 12.20 13.80
| | S 40 | 2057 | 12065 | 1537 | 16.97 | wirs
- @”“HHH%HHHH“Q [=]013] +— 50 | 2375 | 1524 | 1855 | 2015 | Lock
M 60 | 2692 | 18415 | 2172 | 2332
¢ 70 30.10 | 2159 | 24.90 | 26.50
0 80 3327 | 24.765 | 28.07 | 2967
4 90 3645 | 27.94 | 3125 | 32.85
) B , 20.7520.05 100 | 3962 | 31715 | 34.42 | 36.02
L | 120 | 4597 |37.465| 40.77 | 4237 | withour
4.0 5232 | 43815 | 4712 | 4872 Lock
/ 160 5867 | 50.165 | 5347 | 5507
§ o /)fu N S 180 | 6502 | 56.515 | 5982 | 6142
200 7137 | 62.865 | 66.17 | 67.77
2.50
90.95+0.05 General description of ordering code
_ ‘ prcH | [ AN ] | mobeL [ PLATING H HeGHT |[ cotor || PG || Packace |
0.635  0.35 Min ‘ || 0635 |- XXX ][ Frocken] T mm |[ 10 || W white) || P with postl] | W ireel+cap]
Recommended PCB Layout General Tolorance +0.05 ‘ B [black H N o posﬂ‘
0.635mm Board To Board Sockeft
UNITS: mm SHEET SIZE: ISO A4 | SCALE: 10:1 First angle projection
—  euro-conn ¢ >0~3 >3~18 > 18 ~50 >50 ~120 :
i £0.12 $0.15 $0.3 $0.5 BOARD TO BOARD




