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CE T g
ET o A SPECIFICATIONS
b 8 ELECTRICAL CHARACERISTICS:
= Contact Current Rating3 Amperes.
N j 5'% Dielectric Withstanding Voltage: AC 1000/60sec.i.m.s.
el Insulation Resistance:5000 Medohms Minimum.at DC S00V.
Contact Resistaancei23 Milliohms Maximum,
Operating Temperature:—55°C to+105°C.
General description of ordering code MECHANICAL CHARACTERISTICS:
Contact Insertion Force:341 gMaximum,
\ FAMILY H MODEL H CONTACTTYPE‘ \ N°PIN H TYPE H CLIP PLATING H PITCH H PCB LAYOUT H ACCESSORIES \ Contact Separation Forcel gMmnimun.
MATERIALS:
DS ‘ ‘ S ‘ ‘ S = 9 ‘ ‘ M [male] ‘ ‘ ‘ ‘ 4 [slim] ‘ ‘ o [clear hole] ‘ ‘ HH [clear hole,] Coy"\‘toctg:Brggg‘

Insulator: PBT UL 94V-0 Rated.

@ FS tscrewtocks 47401 ShélliCold Roller Steel.
FINISHES:
D tgold 30071 Tirsens || RE s Contactibold Flash,
UNITS: mm | SHEET SIZE: 150 A4 | SCALE:--- First angle projection
- euro-conn >0~3 >3~18 > 18 ~ 50 >50~120
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