MATERIAL:

1.HOUSING :GLASS FILLED POLYESTER UL94V-0
2CONTACT PN PHOSPHOR BRONZE =0.3mm GOLD PLATING OVER NICKEL
3SHIELD :0.20mm THICKNESS COPPER ALLOY WITH NICKEL PLATED.
ELECTRICAL:
1.VOLTAGE RATING 195V AC.
2.CURRENT RATING :1.5AMP 30.9840.25 21.2040.25—
3,CONTACT RESISTANCE :30 MILLIOHMS MAX. 1397
4INSULATION RESISTANCE 50D MEGOHMS MIN @ 500V DC. | I \
5.DIELECTRIC WITHSTANDING VOLTAGE :1000V AC RMS 50Hz OR 60Hz. 1MIN : \ ‘ 0
| N (V)
MECHANICAL: < )
1.NSETION FORCE +2.2Kq NAX. ””””"‘””””” = s
2RETENTION STRENGTH +7.7Kq BETWEEN JACK AND PLUG s S
3 DURABILITY :750 CYCLES MINI. I ik
ENVIRONMENTAL:
1.STORAGE 4004850 UITIITIRD) Ny
2.0PERATION :0C 10 70C :
‘ 25.40£0.20
30.78+0.20
P
S -8.89—
O =127
O
- O@& doe  +de _p
o Xt ﬁ + e
L?; OO
Q\ 3 97—»‘ $® Of
; O;%%{ | 25.39 | %4
EEEEH|BEEEE A 1 30.78 TS
EEEEEH|EEEEB EIET‘ ¥
PC Board Layout
General description of ordering code
‘ FAMILY ‘ ‘ POSITIONS H CONTACTS H VERSION ‘ ‘ CLIP PLATING ‘ ‘ OPTION ‘ ‘ PORTS ‘
‘ MJSSQA - 8 H 8 H AR [right angle] F [flash gold] ‘ ‘ w [whit pegs] ‘ 2 [1x2] ‘
UNITS: mm | SHEET SIZE: 1SO A4 SCALE: = ‘@ First angle projection
—  euro-conn ¢ >0~3 >3~18 >18~50 >50~120 =
* $0.12 $0.15 103 £0.5 MJS59A-88ARFW2




